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Review of Australian Standards. To keep abreast of progress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new edit ions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Australian Standards and related publications wil l be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards Australia,
are welcomed. Noti fication of any inaccuracy or ambiguity found in an Australian Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This standard was issued in draft form for comment as DR 82180.

The Standard is downloaded from www.bzfxw.com Standard SharingFull document details: AS 1881-1986

http://www.avadocuments.com/doc/as-1881-1986
http://www.avadocuments.com/doc/as-1881-1986


AS 1881—1986

Australian Standard®

ZINC ALLOYS—CASTING
INGOTS AND CASTINGS—
QUALITY REQUIREMENTS

First published (as AS H63 and H64) . . . . . . . . 1962
AS 1881 fi rst published . . . . . . . . . . . . . . . . . . 1977
Second edition . . . . . . . . . . . . . . . . . . . . . . . . 1986

PUBLISHED BY STANDARDS AUSTRALIA
(STANDARDS ASSOCIATION OF AUSTRALIA)
1 THE CRESCENT, HOMEBUSH, NSW 2140

ISBN 0 7262 4020 6

Full document details: AS 1881-1986

http://www.avadocuments.com/doc/as-1881-1986
http://www.avadocuments.com/doc/as-1881-1986


AS 1881—1986 2

PREFACE

This edition of this standard was prepared by the Association’s Committee on Zinc and
Zinc Alloys. It provides for the supply of zinc alloys in ingot form for gravity castings
and pressure diecastings and for castings made from them.

The scope of this standard was expanded to provide for gravity castings and zinc alloy
ingots for their manufacture. The alloy designation adopted in the standard is that used
in international standards, but the chemical composition of the diecasting alloys differs
slightly from ISO 301, Zinc Alloy Ingots Intended for Casting, to reflect Australian
practice; the expression of thallium and indium as a sum total, and the aluminium
content of Zn Al 11 Cu 1, in particular, are different.

Appendix A sets out purchasing guidelines, including contractual requirements, and
directs attention to matters requiring consideration at the time of enquiry and/or order.
Information on mechanical properties to be expected after certain periods of ageing is
contained in Appendices B, C and D.

The Committee considered preparation of an Australian standard for the design and
manufacture of zinc alloy pressure and gravity diecastings. It recommended that this
should proceed, particularly in the light of the discontinuation of the Certizinc Scheme
of the Diecasting Institute of Australia, and technical developments both locally and
overseas. The Association accepted this recommendation and a standard shall be
prepared.
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