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STANDARDS ASSOCIATION OF AUSTRALIA

Australian Standard
METHODS OF TEST FOR TEXTILES

PART 2—PHYSICAL TESTS

AS 2001.2.9
DETERMINATION OF STIFFNESS OF CLOTH

PREFACE

This standard method for determining the stiffness of
textile fabrics is a revision and metrication of
AS L41-1965, which it accordingly supersedes.

The procedure is based largely on BS 3356,
Determination of Stiffness of Cloth, and on leaflet
DF 1A published by Shirley Developments Ltd of
Manchester, U.K.

The bending length of a test specimen of the cloth is
first determined and from this value the flexural
rigidity and bending modulus calculated. From these

attributes the stiffness of the cloth is assessed. For
very stiff fabrics a specified mass is added to that of
the fabric and the bending length determined
accordingly.
This standard requires reference to the following
Australian standards:
AS 1090 Method for Conditioning Textile Materials

for Test*
AS 1587 Method of Measurement of Textile

Fabrics

METHOD

1 SCOPE. This standard describes the procedure for
determining the bending length of a cloth by means
of a fixed-angle flexometer and for calculating its
flexural rigidity and bending modulus. These
quantities are related to the stiffness of the cloth.

2 APPLICATION. The method applies to all types
of cloth, except those that curl or twist excessively
when cut into narrow strips.

3 PRINCIPLE. A strip of cloth is allowed to bend
under its own mass or with an added mass until the
tip of the overhanging portion reaches a prescribed
position.

The length of this portion is a function of the bending
length. From measurement of the bending length the
flexural rigidity and bending modulus are calculated.

4 DEFINITIONS. For the purpose of this standard
the following definitions apply:

Bending length—the bending length of a cloth is half
the length (in millimetres) of a rectangular strip of
cloth which will bend under its own mass to an angle
of 41.5 degrees.

NOTE: Bending length is one of the factors that determine the
manner in which a fabric drapes. It is related to the quali ty of
stif fness that is appreciated by visual examination of the draped
material, in the sense that cloth having a high bending length
tends to drape sti ff ly.

Flexural rigidity—the flexural rigidity is an
expression of the product of the mass per unit area
of the cloth and the cube of the bending length.

NOTE: Flexural r igidity is a measure of the resistance of the
cloth to bending by external forces. It is related to the quali ty of
stif fness that is appreciated when a fabric is handled, in the
sense that cloth having a high flexural r igidity tends to feel sti ff .

Bending modulus—the bending modulus is an
expression of the quotient obtained by the division
of the flexural rigidity by the cube of the thickness
of the cloth.
NOTE: Bending modulus is related to that degree of stif fness
where the thickness is appreciated simultaneously with the
resistance to bending. Thus bending modulus may be regarded
as characterizing ‘fullness’ and ‘paperiness’. Two fabrics may
have the same flexural rigidity but if there is a marked degree of
difference in thickness, the thicker fabric will have a lower
bending modulus and will be regarded as the ‘fuller’ of the two.

5 APPARATUS. The following apparatus is
required:
(a) Flexometer. A fixed-angle flexometer as shown

in Fig. 1.
NOTE: The range of the instrument is governed by its size.
It is convenient to be able to determine bending lengths of
about 80 - 100 mm, in which case the overhanging length of
the specimen is 160 - 200 mm.

On the horizontal platform, P, rests a slide, S,
graduated on its upper surface with a scale which
indicates bending length directly in units and
tenths of a unit. For the angle of inclination of
41.5 ± 0.5 degrees, unit graduations of the scale
on the slide are uniformly spaced 20± 0.2 mm
apart.
When the front edge of the slide coincides with
the front edge of P, the zero of the scale on S
coincides with the datum line, D, on the
instrument. Two sighting lines L1 and L2, passing
through the upper forward edge of P, and
inclined at an angle of 41.5± 0.5 degrees below
the horizontal, are inscribed on the transparent
side pieces of the instrument. The under surface

* To become AS 2001.1.1, Methods of Test for Texti les—
Condit ioning Procedures.

ISBN 0 7262 1306 3 COPYRIGHT b

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 2001.2.9-1977

http://www.avadocuments.com/doc/as-2001-2-9-1977
http://www.avadocuments.com/doc/as-2001-2-9-1977


AS 2001.2.9—1977 2

of S is covered with a layer of high friction
material such as sheet rubber and the upper
surface of P is polished so that, when S is
moved, it will carry forward a specimen placed
between S and P. The width of S shall be 25 mm
and its mass shall be 1± 0.2 g per millimetre
length.

The instrument shall be fitted with levelling
screws.

(b) Conditioning apparatus. Means for obtaining
and maintaining the standard atmosphere
specified in AS 1090.*

(c) Weights. Suitable weights for attachment to the
free edge of stiff fabrics.

Fig. 1. FIXED-ANGLE FLEXOMETER
APPARATUS FOR DETERMINING STIFFNESS

6 TEST SPECIMENS.

(a) Three specimens shall be selected for testing in
the lengthwise direction and three for testing in
the widthwise direction.

(b) Each specimen shall be 25 mm wide× 250 mm
long and shall be cut with the aid of a template.

(c) The specimens shall be cut representative of the
piece under examination. The specimens (or the
sample from which they are taken) shall not be
cut within 2 m of the lead-end or the tail-end, or
closer to the selvedge than one-tenth of the width
of the piece.

(d) The specimens shall be cut so that their sides are
parallel to the length and width of the piece and
as far as is possible shall not include the same
warp threads or wales or the same weft threads
or courses.

(e) Specimens cut from non-woven fabrics shall be
staggered in both directions.

(f) Fabrics which tend to curl or twist when cut into
narrow strips shall be conditioned before the
specimens are cut. If the specimens curl or twist
excessively they can sometimes be made to lie
flat enough for testing by being pressed lightly
between flat surfaces for some time.

7 PROCEDURE.

7.1 Conditioning. The specimens shall be
conditioned and tested in the standard atmosphere
described in AS 1090.

7.2 Determination of Bending Length. Bending
length shall be determined as follows:

(a) Adjust the instrument so that the platform, P, is
horizontal.

(b) Place the specimen on the platform, P, with one
end coincident with the front edge of the platform.

(c) Place the slide, S, on the specimen so that it is in
firm contact and so that the zero of the scale
coincides with the mark, D.

(d) Move the slide forward slowly until the end of the
specimen comes in line with the two lines, L1 and
L2. This movement should be completed in 3 - 5 s.
If the specimen twists, align the mid-point of the
end with L1 and L2.

(e) Check the adjust the alignment, if necessary, after
an interval of 6 - 8 s from the start of the
movement.

(f) Determine the reading of the scale S.

(g) Carry out the determination with each side of the
specimen uppermost and at both ends of the
specimen, i.e. a total of four determinations on
each specimen. Record the reading of the scale S
(see Clause 8.2) as the mean of the four
determinations.

(h) If the fabric under test is too stiff to come within
the range of the instrument, attach a weight of
known mass centrally, and as close as possible to
the free end of the specimen, so that the
deflection is within the scale of the instrument,
and then carry out the determination as in
paragraph (g).

(j) Calculate the bending length,C, by the method
described in Clause 8.2.

7.3 Determination of Mass per Unit Area. If
flexural rigidity and bending modulus are required, or
if Clause 7.2(h) applies, the mass per unit area of the
cloth, in grams per square metre, shall be determined
in accordance with the method described in AS 1587.†

7.4 Determination of Thickness. If bending modulus
is required, the thickness of the cloth shall be
determined in accordance with the method described in
AS 1587.

8 CALCULATION OF RESULTS.

8.1 Notation.

C = mean bending length, in millimetres

G = flexural rigidity, in micronewton-metres (µN.m)

m = mass per unit area of the cloth, in grams per
square metre (g/m2)

m1 = added mass, in grams

q = bending modulus, in micronewtons per square
metre (µN/m2)

s = scale reading (see Clause 7.2)

t = thickness of cloth, in mill imetres

* AS 1090, Method for Conditioning Textile Materials for Test.
† AS 1587, Methods for Measurement of Textile Fabrics.
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