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i

Australian Standard
TM

Methods of test for textiles

Method 4.E01 :   Colourfastness tests—

Colourfastness to water

PREFACE

This  Standard was prepared by the Standards  Australia Committee TX-020,  Testing of Textiles  to

supersede AS  2001 .4.8—1 979,  Methods of test for textiles,  Part 4:  Colourfastness tests—

Determination of colourfastness to water.

The obj ective of this  Standard is  to  provide manufacturers  and testing bodies  with a standard method

for determining the  resistance of colour in textiles  to  all  forms of water.

This  Standard is  identical  with and has  been reproduced from ISO 1 05-E01 : 1 994,  Textiles—Tests for

colour fastness ,  Part E01 :  Colour fastness  to water.

The major difference between this  Standard and the  1 979  edition is  that there  is  no  longer a dish

method for determining colourfastness.  If testing by this  method,  reference should be  made to

AS  2001 .4.8—1979.  The Committee decided that the smaller specimen size for the dish method would

require  different apparatus,  and to  change the  method to  this  extent meant it was,  in effect,  a new

method.

As this  Standard is  reproduced from an International Standard,  the following applies:

(a)  Its  number appears  on the  cover and title  page  while the International Standard number appears

only on the cover.

(b)  In the  source text ‘ this  part of ISO 1 05’  should read ‘ this  Australian Standard’ .

(c)  A full  point should be substituted for a comma when referring to  a decimal marker.

The Committee  are  currently in the process  of adopting the  International Standards  referenced below.

Currently AS  2001 .4.1  is  based on ISO 1 05-A01 .  Appendix A of 2001 .4. 1  incorporates  Standard

reference materials  from ISO 1 05,  Parts  A02,  A03 ,  B01  and the F  series.  Appendix B  is  identical to

ISO 1 05-A04,  and Appendix C is  identical to  ISO 1 05-A05.

The references to  International Standards  should be  replaced by references  to  the following Australian

or Australian/New Zealand Standards,  as  follows:

Reference to International Standard Australian,  New Zealand or Australian/New

Zealand Standard

ISO AS

1 05 Textiles—Tests  for colour fastness 2001 Methods  of test for textiles

1 05-A01 Part A01 :   General principles  of

testing

2001 .4.1 Method 4.1 :  Colourfastness  tests—

Definitions  and general requirements

1 05-A02 Part A02:   Grey scale  for assessing

change in colour

—

1 05-A03 Part A03 :   Grey scale  for assessing

staining

—

1 05-F Part F:   Standard adj acent fabrics —

1 05-F1 0 Part F1 0:   Specification for adj acent

fabric:  Multifibre

—
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