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Review of Australian Standards.To keep abreast of progress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new edit ions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edit ion, and any
amendments thereto.

Full details of all Australian Standards and related publications wil l be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards Australia,
are welcomed. Notif ication of any inaccuracy or ambiguity found in an Australian Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 89225.A
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AS 2012.1—1990 2

PREFACE

This Standard was prepared by the Standards Australia Committee on Acoustics,
Machinery Noise to supersede part of AS 2012—1977,Method for measurement of
airborne noise from agricultural tractors and earth-moving machinery.

This Standard is a test for the earth-moving machinery and agricultural tractors in
stationary test conditions.

Specific requirements in this test enable the sound power emission in a stationary test
condition to be determined in a manner which is repeatable. Attachments (bucket,
dozer, etc.) for the manufacturer’s production version are to be fitted since this is the
configuration most likely to exist when the machine is in actual use.

This Australian Standard may be used for determination of compliance with noise
limits, and for evaluation purposes in noise reduction investigations, and for
comparison between machines.

This Standard is one of the series which deals with noise emitted by earth-moving
machinery and agricultural tractors, the series being arranged as follows:

Part 1: Determination of compliance with limits for exterior noise (this Standard)

Part 2: Operator’s position

This Standard is technically equivalent to ISO 6393,Acoustics — Measurement of
airborne noise emitted by earthmoving machinery — Method for determining
compliance with limits for exterior noise — Stationary test condition.
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