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Preface

This Standard was prepared by the Standards Australia Committee ME-055, Safety Glass for Land 
Transport, to supersede AS/NZS  2080:2006, Safety glazing for land vehicles. After consultation with 
stakeholders in both countries, Standards Australia and Standards New Zealand decided to develop 
this Standard as an Australian Standard rather than an Australian/New Zealand Standard.

In general, the performance requirements in this Standard conform to UN Reg. 43, Uniform provisions 
concerning the approval of safety glazing materials, with some significant differences. This Standard 
adopts the minimum 70 % luminous transmittance requirements of ADR 8/01, Safety Glazing Material, 
through the primary vision area of windscreens.

This Standard has been revised to align with the current Australian Design Rules.The terms “normative” 
and “informative” are used in Standards to define the application of the appendix to which they apply. 
A “normative” appendix is an integral part of a Standard, whereas an “informative” appendix is only for 
information and guidance.
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© Standards Australia Limited 2019

Australian Standard®

Safety glazing for land vehicles

Section 1	 Scope and general

1.1 Scope

This Standard specifies requirements and includes methods of test for flat and curved toughened and 
laminated safety glazing for windscreens and other glazing for land vehicles.

This Standard applies to safety glazing materials intended for installation as windscreens or other 
panes, or as partitioning, on power-driven vehicles and their trailers, to the exclusion however of glass 
panes for lighting, light-signalling devices and instrument panels.

This Standard does not cover the installation of safety glazing materials.

NOTE Advisory information on the assessment of conformance of all types of safety glass with this Standard is 
given in Appendix A.

1.2 Normative references

There are no normative references in this document.

NOTE Documents for informative purposes are listed in the Bibliography.

1.3 Terms and definitions

For the purpose of this Standard, the definitions below apply.

1.3.1
acceptable quality level
AQL
quality level which corresponds to a relatively high probability of acceptance. It is the maximum percent 
defective or the maximum number of defects per one hundred items that, for purposes of sampling 
inspection, can be considered satisfactory as a process average

1.3.2
glass plastic
laminated glass having one layer of glass and one or more layers of plastic material with the plastic 
layer(s) on the inner face when the glazing is fitted on the vehicle

1.3.3
glazing
glass or plastics material for installation into vehicles

1.3.4
laminated safety glass
safety glass consisting of two or more layers of glass held together by one or more interlayers of plastics 
material; when none of the layers of glass of which it is composed has been treated it is called “ordinary 
laminated safety glass”; when at least one of the layers of glass of which it is composed has been 
specially treated to increase its mechanical strength and to condition its fragmentation after shattering 
it is called “treated laminated safety glass”

1.3.5
lot or batch
quantity of some commodity produced under conditions which are considered uniform

Note 1 to entry: Each lot or batch is assumed, as far as practicable, to consist of materials or items of a single 
type, grade, class, size, and composition, and to have been manufactured under essentially the same conditions at 
essentially the same time.
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1.3.6
may
indicates the existence of an option

1.3.7
primary vision area
that part of the windscreen through which the principal operator’s field of view is obtained

1.3.8
safety glass
glass which, if fractured, minimizes cutting and piercing injuries

1.3.9
sample
one or more items taken from a batch and intended to provide information about the batch

1.3.10
sampling
procedure used to draw or constitute a sample

1.3.11
secondary image
ghost image
spurious image, usually seen at night when the object being viewed is very bright in relation to its 
surroundings

Note 1 to entry: For example, caused by the headlights of an approaching vehicle.

1.3.12
shall
indicates that a statement is mandatory

1.3.13
should
indicates a recommendation

1.3.14
toughened safety glass
heat-treated safety glass
tempered safety glass
safety glass (1.3.8) consisting of a single sheet of glass which has been subjected to special treatment to 
increase its mechanical strength and to condition its fragmentation after shattering

1.4 Types of laminated safety glass

Laminated safety glass shall be one of the following types:

(a)	 Standard laminate — Laminated safety glass conforming with specified minimum optical 
(specified in Section 3) and mechanical (specified in Section 5) requirements, and being suitable 
for all applications other than windscreens.

(b)	 High performance laminate — Laminated safety glass conforming with specified impact 
requirements (specified in Clause 5.2.4) in addition to the requirements for standard laminate.

(c)	 Windscreen — High performance laminate conforming with additional specified optical 
requirements (specified in Clause 3.2).
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1.5 Location of primary vision area of windscreens

1.5.1 Vehicles for road use

The boundaries of the primary vision area of windscreens for road vehicles shall be as determined by 
the method specified in the ADR applicable at the date of manufacture of the vehicle or, alternatively, 
either of the following specifications:

(a)	 The boundaries of the primary vision area shall be 90 mm from the top and side edges and 65 
mm from the bottom edge of the body aperture when viewed from the inside of the vehicle, the 
measurements being taken along the surface of the glass.

(b)	 Boundaries specified as follows:

(i)	 The lower boundary shall be the higher of the top of the undepressed seat cushion with the 
seat in its upper most position of adjustment, and 65 mm above the bottom edge of the body 
aperture when viewed from the inside of the vehicle.

(ii)	 The side boundaries shall be 90 mm from the side edges of the body aperture when viewed 
from the inside of the vehicle.

(iii)	 The upper boundary shall be 900 mm above the top of the undepressed seat cushion as shown 
in Figure 1.

Top of seat

900 mm

Figure 1 — Primary vision area

1.5.2 Other vehicles

The boundaries of primary vision area shall be as specified by the purchaser or the vehicle manufacturer.

1.6 Optical, mechanical and other requirements of safety glass

1.6.1 Toughened safety glass

Toughened safety glass shall conform to the relevant optical requirements of Section 3, and with the 
relevant mechanical requirements specified in Section 4.

1.6.2 Laminated safety glass

Laminated safety glass shall conform with the optical requirements specified in Section 3 and with the 
requirements for the mechanical properties and resistance to radiation and high temperature specified 
in Section 5 for the relevant type of safety glass.
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Section 2	 Marking

2.1 General

Every piece of safety glass shall be indelibly and distinctly marked. The markings shall be located so as 
to be visible when the glass is fitted in the vehicle and shall include:

(a)	 Manufacturer’s or supplier’s name or trademark.

(b)	 Reference to this Standard, i.e.  AS 2080.

(c)	 Type of glass (a character indicating the type of glass as specified in Clause 2.2, as appropriate).

(d)	 In the case of glass with luminous transmittance less than 70  %, a symbol to indicate that the 
luminous transmittance is less than 70 % (e.g. VLT < 70 %).

NOTE Manufacturers or suppliers making a statement of conformance with this Australian Standard on a 
product, packaging, or promotional material related to that product are advised to ensure that such conformance 
is capable of being verified.

2.2 Types of safety glass

Safety glass shall be marked with one of the following, as appropriate:

(a)	 The letter “T” indicating that it is toughened safety glass.

(b)	 The letter “L” or the word “Laminated”, indicating that it is a standard laminated safety glass.

(c)	 The letters “LL” indicating that the material is liquid-laminated safety glass.

(d)	 The letters “LT” indicating that one or more layers of glass in the laminate are toughened glass.

(e)	 The letters “LCHT” indicating that one or more layers of glass in the laminate are chemically 
toughened glass.

(f)	 The letters “HP” indicating that it is a high performance laminated safety glass.

(g)	 The letters “WHP” indicating that it is windscreen high performance laminated safety glass.
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Section 3	 Optical requirements

3.1 Scope

This Section specifies requirements for the optical properties of each safety glass.

3.2 Requirements for windscreens

3.2.1 Secondary image

When the windscreen is tested in the primary vision area in accordance with Appendix B —

(a)	 with the “ring and spot” target, there shall be no displacement of the secondary image beyond the 
point of tangency of the central spot image within the inside edge of the circle (this corresponds to 
a secondary image separation of 15 minutes of arc);

(b)	 with the “ring” target, the primary and secondary images of the circle shall either overlap or touch 
(this also corresponds to a secondary image separation of 15 minutes of arc);

(c)	 not more than one secondary image shall be visible; and

(d)	 from point to point in the test area there shall be no abrupt change in the displacement of the 
secondary image.

3.2.2 Distortion of vision

When determined in accordance with Appendix C, the optical distortion in the primary vision area 
shall not exceed 2 minutes of arc.

3.2.3 Luminous transmittance

When determined in accordance with Appendix D, the luminous transmittance through the windscreen 
shall be not less than 70 %.

NOTE Tint used in the production of windscreens should not be such as to cause confusion between the colours 
used for traffic control lights, signs and signals.

3.3 Requirements for all types of safety glazing other than windscreens

When determined in accordance with Appendix D, the luminous transmittance of all types of safety 
glass other than windscreens and which may be required for driver visibility shall be not less than 
70 % except for shade or obscuration bands.

NOTE 1 Examples of glass that might be permitted to have luminous transmittance less than 70 % include side 
window behind the B pillar in cars and buses, and passenger side windows in trains. It should be determined 
where this is permissible for different vehicle types, a determination which is not within the scope of this Standard

NOTE 2 This Standard does not address tinting achieved by the application of tint films.
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