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Review of Australian Standards. To keep abreast ofprogress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Australian Standards and related publications will be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.
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PREFACE

This S tandard was prepared by the Standards Australia Committee on Industrial Hose under
the direction of Committee RU/-, S tandards for the Rubber Industry, to supersede
AS 21 17 —1983, Hose and Hose Assemblies for Petroleum Products —Suction and
Discharge .

The principal changes from the previous edition are as follows:

(a) Electrical property limits are different.

(b) Hose and coupling compatibili ty values have been revised.

(c) Grading of hose by the nature of its internal surface, according to intended use, has been
introduced.

In the preparation of this S tandard, account was taken of the following Standards:

ISO
1823 —1975 Rubber hoses for oil suction and discharge

BS
1435 —1975 Specification for rubber hose assemblies for oil suction and discharge services

© Copyri ght STANDARDS AUSTRALIA

Users of Standards are reminded that copyri ght subsists in all Standards Australi a publications and software. Except where the
Copyri ght Act all ows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retri eval system in any form or transmitted by any means without pri or permission in wri ti ng from
Standards Australi a. Permission may be conditi onal on an appropriate royalty payment. Requests for permission and information on
commercial software royalti es should be directed to the head office of Standards Australi a.

Standards Australi a wil l permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australi a wil l also permit the inclusion of i ts copyri ght material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current editi on of the Standard and that it i s updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in pri nt form or in computer software programs to be used commercially , with or wi thout payment, or in
commercial contracts is subject to the payment of a royalty . This policy may be vari ed by Standards Australia at any time.
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STANDARDS AUSTRALIA

Austral ian Standard

Hose and hose assembl ies for petroleum and petroleum products —
Marine suction and discharge

SECTION 1 SCOPE AND GENERAL

1.1 SCOPE This S tandard specifies requirements for hose and hose assemblies for conveying petroleum and
petroleum products at product temperatures up to 70°C and in ambient temperatures ranging from –20°C to 65°C.
It applies to hoses commonly used for transferring crude oil and liquefied petroleum products (other than LP gas
and natural gas) to and from marine tankers and bunkering vessels or for similar duties ashore.

The Standard does not specify requirements for off-shore mooring use as such hoses are subject to more rigorous
conditions of use than those specified in this Standard.

NOTES:

1 Users of this S tandard are advised to consult the ‘ International Oil Tanker and Safety Guide’ i ssued by the Insti tute of Petroleum,
London, which has been widely adopted by the oil industry in Australia as a guide for handling petroleum products .

2 Appendix A contains recommendati ons and advice on informati on which should be provided by the purchaser at the time of enquiry
or order.

1.2 REFERENCED DOCUMENTS The following documents are referred to in this Standard:

AS
1180 Methods of test for hose made from elastomeric materials
1180.1 Method 1 : Dimensions
1180.5A Method 5A: Hydrostatic pressure —Burst test
1180.5B Method 5B : Hydrostatic pressure —Proof test
1180.5D Method 5D: Hydrostatic pressure —Leakage test
1180.7A Method 7A: Resistance of lining and cover to liquids
1180.7B Method 7B : Resistance to liquids—Physical
1180.7J Method 7J: Resistance to vacuum
1180.1 1 Method 1 1 : Hose and coupling compatibili ty —Tensile method
1180.1 3A Method 1 3A: Determination of electrical resis tance of hose and hose components
1180.1 3B Method 1 3B: Determination of electrical resis tance of hose assembly
1180.1 3C Method 1 3C: Determination of electrical continuity of hose assembly with reinforcing wire(s)

1683 Methods of test for rubber
1683.24 Method 24: Rubber—Vulcanized —Determination of resistance to ozone cracking —S tatic

strain test

2752 Preferred numbers and their use

BS
1435 Rubber hose assemblies for oil suction and discharge services

Part 1 : S pecification for the assemblies

3492 Specification for road and rail tanker hoses and hose assemblies for petroleum products , including
aviation fuels

International Oil Tanker and Safety Guide

1.3 CLASSIFICATION AND DESIGNATION

1.3.1 General Hose shall be classified in terms of the following:

(a) Its type and its working pressure as set out in Clauses 1 .3 .2 and 1 .3.3.

(b) The grade of its internal surface according to its intended use as set out in Clause 1 .3 .4.

(c) Its electrical property as set out in Clause 1 .3 .5 .

1.3.2 Type The type of hose, according to its description, shall be as follows:

Type Description

1 Heavy duty hose, suction and discharge, for use in water depth up to 45 m, non-collapsible.

2 Hose, suction and discharge, for dockside and onshore use, non-collapsible.

3 Lightweight hose, discharge only, for dockside and onshore use, non-collapsible under normal use.

4 Lightweight hose, discharge only, for dockside and onshore use, collapsible.
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