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This Australian Standard was prepared by Committee FP/4, Automatic Sprinkler
Installations. It was approved on behalf of the Council of Standards Australia on
3 October 1997 and published on 5 December 1997.

The following interests are represented on Committee FP/4:
Association of Consulting Engineers, Australia
Australian Building Codes Board
Australian Chamber of Commerce and Industry
Australian Chamber of Manufactures
Australian Fire Authorities Council
Commonwealth Fire Board
Department of Defence (Australia)

Fire Protection Association Australia
Institution of Engineers, Australia
Insurance Council of Australia

New Zealand Fire Services

Property Council of Australia
Scientific Services Laboratory

Testing interests

Review of Australian Standards. To keep abreast of progress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Australian Standards and related publications will be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards Australia,
are welcomed. Notificationof any inaccuracy or ambiguity found in an Australian Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 96043.
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AS 2118.8—1997 (Reconfirmed) 2013-07-11

STANDARDS AUSTRALIA

RECONFIRMATION

OF
AS 2118.8—1997
Automatic fire sprinkler systems
Part 8: Minor modifications

RECONFIRMATION NOTICE

Technical Committee FP-004 has reviewed the content of this publication and in accordance
with Standards Australia procedures for reconfirmation, it has been determined that the
publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the original
date of publication. Users are advised to ensure that they are using the latest versions of
such documents as appropriate, unless advised otherwise in this Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 14 June 2013.

The following are represented on Technical Committee FP-004:

Association of Hydraulic Services Consultants Australia
Australasian Fire and Emergency Service Authorities Council
Australian Building Codes Board

Australian Chamber of Commerce and Industry
Australian Industry Group

Australian Institute of Building Surveyors

Bulky Goods Retailers Association

Consult Australia

Consumers Federation of Australia

Department of Defence (Australia)

Department of Human Services (Victoria)

Engineers Australia

Fire Protection Association Australia

Independent Chairperson

Insurance Council of Australia

National Fire Industry Association

Property Council of Australia

Testing Interests (Australia)
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AS 2118.8 — 1997 2

PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee FP/4, Automatic Sprinkler Installations.

This Standard is the result of a consensus among representatives on the Joint Committee
to produce it as an Australian Standard.

The objective of this Standard is to provide requirements to apply when an existing
sprinkler system of light or ordinary hazard classification is to be subjected to minor
modifications such as the removal, alteration or addition of sprinklers, or the modification
or addition of ranges and distribution pipes of limited size.

Product and installation Standards are kept separate. The AS 2118 series, Automatic fire
sprinkler systems, and the related series AS 4118, Fire sprinkler systems, comprise the
following:

AS
2118  Automatic fire sprinkler systems
Part 1: Standard

Part 2: Wall wetting sprinklers (Drenchers)
Part 3: Deluge

Part 4: Residential

Part 5: Domestic

Part 6: Combined sprinkler and hydrant
Part 8: Minor modifications

Part 9: Piping support and installation

Part 10:  Approval documentation

4118  Fire sprinkler systems
Part 1.1: Components — Sprinklers and sprayers
Part 1.2: Components — Alarm valves (wet)
Part 1.3: Components — Water motor alarms
Part 1.4: Components — Valve monitors
Part 1.5: Components — Deluge and pre-action valves
Part 1.6: Components — Stop valves and non-return valves
Part 1.7:  Components — Alarm valves (dry)

Part 2.1:  Piping — General

Most fire sprinkler systems will undergo minor modifications, especially ordinary hazard
systems installed in shopping centres and multistoried office blocks where ongoing
changes in tenancy require that changes in the location of walls, partitions, lights, or to
the decor require the relocation, addition or deletion of sprinkler heads. It would be
uneconomical for the installation design drawings and hydraulic calculations to be fully
revised when minor modifications can be done effectively by site personnel possessing a
knowledge of the original system design criteria and of the requirements and limitations
as set out in this Standard.

This Standard assumes that any existing system intended to be modified, as distinct from
the proposed modification, fully complies with the requirements of the Standard to which
it was originally designed and installed. In circumstances where the original system does
not comply with the appropriate design and installation Standard, the areas which do not
comply together with the proposed modifications should be approved by the appropriate
regulatory authority prior to commencement of the proposed modification work.
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