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Review of Australian Standards.To keep abreast of progress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edit ion, and any
amendments thereto.

Full details of all Australian Standards and related publications wil l be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head off ice of Standards Australia,
are welcomed. Notif ication of any inaccuracy or ambiguity found in an Australian Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 89030.
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AS 2203.1—1990 2

PREFACE

This Standard was prepared by the Standards Australia Committee on Welding Consumables, to
supersede AS 2203—1981,Carbon steel electrodes, cored (for arc welding).

This edition includes requirements for low or intermediate alloy ferritic steel electrodes along with
carbon steel electrodes. The classification system adopted is compatible with AS 1858,Electrodes
and fluxes for submerged-arc welding, and AS 2717,Welding—Electrodes—Gas metal-arc, and
similarly has mechanical requirements complying with the Ship Classification Societies’ unified
rules. It also takes into consideration documents of the International Institute of Welding and the
American National Standards Institute.

For ease of selection, the weld metal is classified according to its tensile strength and is divided into
grades related to its Charpy V-notch impact energy value. The intent here is that the designer needs
only to specify on the drawing the weld metal classification which will thereby nominate the
mechanical properties required for the satisfactory functioning of the welded joint. The fabricator,
taking into account recommendations by the manufacturer of the consumables, can select the
electrode or electrode/gas combination appropriate to the materials of construction and the
conditions pertaining at the time.

Statements expressed in mandatory terms in notes to tables are deemed to be requirements of this
Standard.

 Copyright STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in wri ting from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information on
commercial software royalties should be directed to the head off ice of Standards Australia.

Standards Australia wil l permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identif ied.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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AS 2203.1—1990 4

STANDARDS AUSTRALIA

Australian Standard

Cored electrodes for arc welding

Part 1—Ferritic steel electrodes

SECTION 1 SCOPE AND GENERAL

1.1 SCOPE This Standard specifies requirements for the following cored electrodes (as defined in
AS 2812) for self-shielded and gas-shielded automatic and semi-automatic arc welding:

(a) Carbon steel electrodes.

(b) Low or intermediate alloy ferritic steel electrodes.

It does not apply to cored electrodes for submerged-arc, electroslag, or electrogas welding.
NOTES:
1 Throughout this Standard the word ‘electrode’ applies to both flux-cored and metal-cored electrodes.
2 Additional information concerning electrodes is given in Appendix B.

1.2 REFERENCED DOCUMENTS A list with titles of the documents referred to in this Standard
is given in Appendix C.

1.3 DEFINITIONS For the purpose of this Standard, the definitions in AS 2812, and those below
apply.

1.3.1 Basket—a type of package consisting of a continuous length of electrode wound on a rigid
open-wire framework forming a cylinder flanged at both ends.

1.3.2 Lot or batch number—a number from which the manufacturer is able to identify the
manufacturing history of the electrode.

1.3.3 Rim—a type of package consisting of a continuous length of electrode wound on a flanged liner
of the type shown in Figure 2.4.

1.3.4 Shall—indicates that a statement is mandatory.

1.3.5 Should—indicates a recommendation.

1.4 CLASSIFICATION

1.4.1 Basis of classificationElectrodes shall be classified on the basis of their construction,
recommended welding position, whether or not external shielding gas is required, weld metal
chemistry, and weld metal mechanical properties. Multiple classification of electrodes is permitted
provided that the electrodes pass the tests appropriate to each of the classifications specified.

1.4.2 Description of the classification systemThe classification system shall consist of three groups
of elements, separated by a hyphen, each group comprising a letter or letters and figures. (See Clause
1.4.3 for examples of the use of the system.)

(a) First group—construction and recommended welding position

E = electrode

T = tubular construction (either seamless or seamed)

D = horizontal-fillet or flat position.

P = suitable for welding in any position.
NOTE: Some ‘D’ electrode types in some sizes may be recommended by the manufacturer as being suitable for welding
in other than horizontal posit ion.

S = primarily intended for single run welding (if applicable).

(b) Second group—shielding requirements and current type

G = gas shielding, followed by one of the following letters, as appropriate:

N = no external shielding

C = shielding with welding grade carbon dioxide

M = shielding with mixed gas.

The gas used in the qualification tests shall be specified by trade name or by composition
(percentage of constituents).
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5 AS 2203.1—1990

The letter N, C, or M is followed immediately by a lower case letter indicating the current type, e.g.
Np, as follows:

n = d.c. constant potential, electrode negative

p = d.c. constant potential, electrode positive

a = a.c.
NOTE: d.c. constant current or constant potential equipment may also be suitable.

(c) Third group —properties of the weld metal

W = weld metal. This is followed by a three-digit number indicating the weld metal
properties and a letter indicating the heat treatment condition. The three-digit number
is extracted from Table 2.3 as follows:

(i) The first two digits—represent approximately 0.1 of the minimum tensile strength of the
weld metal, in megapascals, as listed in Table 2.3.

(ii) The third digit represents the impact energy grade number as listed in Table 2.5 as follows:

0 indicates — no impact requirements

1 to 5 indicate — test temperatures

8 and 9 indicate — special requirements for specified strength and weld
metal chemistry.

The letter for heat treatment is either —

A = classified in the as-welded condition; or

P = classified after postweld heat treatment.

This shall then be followed by letters and numbers indicating weld metal composition (see Table 2.2).

The suffix H15, H10, or H5 shall be added if the diffusible hydrogen content of deposited weld metal
when determined in accordance with Paragraph A7, Appendix A, is not greater than 15 mL/100 g,
10 mL/100 g, or 5 mL/100 g of deposited weld metal respectively (see Clause 2.4.8).

1.4.3 Use of classification system

1.4.3.1 Order of expressionThe three groups of the classification system shall be set out in the order
illustrated in Figure 1.1 and separated by hyphens. A dot shall be used to separate the heat treatment
condition and weld metal chemistry. In Figure 1.1 the letter ‘X’ indicates a variable.

FIGURE 1.1 ORDER OF EXPRESSION FOR CLASSIFICATION SYSTEM

1.4.3.2 Examples of use of classification system (with values)

(a) ETD-GCp-W504A.CM1H10 A hydrogen-controlled flux-cored electrode for the flat position. The
electrode has been classified with CO2 using d.c. electrode positive.
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AS 2203.1—1990 6

The electrode/gas combination produces weld metal with the following properties:

Yield strength — 360 MPa (min.)
Tensile strength — 490 MPa to 650 MPa
Elongation in 50 mm — 21 percent (min.)
Charpy V-notch impact value — 47 J (min.) average at -20°C
Weld metal properties — Classified in the as-welded

condition
Chemical composition for deposited weld metal — see Table 2.2
Diffusible hydrogen content of deposited weld metal — 10 mL/100 g (max.)

(b) ETD-GMp-W769A.K3H5 A hydrogen-controlled flux-cored electrode for the flat position. The
electrode has been classified with a mixed gas using d.c. electrode positive.

The electrode/gas combination produces weld metal with the following properties:

Yield strength — 680 MPa (min.)
Tensile strength — 760 MPa to 900 MPa
Elongation in 50 mm — 14 percent (min.)
Charpy V-notch impact values — 27 J at -50°C
Weld metal properties — Classified in the as-welded

condition
Chemical composition for deposited weld metal — see Table 2.2
Diffusible hydrogen content of deposited weld metal — 5 mL/100 g (max.)

(c) ETP-GNn-W501A.CM2A non-hydrogen-controlled flux-cored electrode recommended for all
welding positions. The electrode is classified as self-shielded using d.c. electrode negative.

The electrode produces weld metal with the following properties:

Yield strength — 360 MPa (min.)
Tensile strength — 490 MPa to 650 MPa
Elongation in 50 mm — 22 percent (min.)
Charpy V-notch impact value — 47 J (min.) average at +20°C
Weld metal properties — Classified in the as-welded

condition
Chemical composition for deposited weld metal — see Table 2.2
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7 AS 2203.1—1990

SECTION 2 PROPERTIES AND REQUIREMENTS

2.1 SHIELDING GASES Shielding gases, where required, shall be of a welding grade having a dew
point of -35°C or lower and shall be suitable for the intended application.

2.2 ELECTRODES

2.2.1 Qualification testsElectrodes shall be qualified by compliance with the requirements of this
Section, appropriate to their classification, when tested in accordance with Table 2.1 by the methods
of test given in Appendix A.

2.2.2 Conformance testsConformance tests in accordance with Table 2.1 shall be carried out at
intervals not exceeding 1 year to ensure that electrodes continue to comply with the requirements of
the Standard. This requirement, however, does not preclude the adoption of shorter intervals between
successive tests.

NOTE: Lot or batch testing, where carr ied out, need not include all the tests specif ied in Table 2.1.

TABLE 2.1
TESTS REQUIRED FOR ELECTRODES

Electrode
classification
(see Clause

1.4)

All-weld-metal-tests Fillet
weld
tests

Butt weld tests

Diffusible
hydrogen* Radiography Chemical Tensile Impact† Transverse

tensile
Longitudinal
guided bend

ETD
ETP
ETDS
ETPS

Q and C
Q and C
Q and C
Q and C

Q
Q

Q and C
Q and C

Q and C
Q and C

Q and C
Q and C Q

Q
Q and C
Q and C

Q and C
Q and C

* Carr ied out only if ‘hydrogen-controlled’ classif ication is required.
† Carr ied out only if ‘impact’ grading is required.
LEGEND:
Q quali fication test
C conformance test

2.2.3 Test pieces requiredThe number of tests required shall be appropriate to the classification of
the electrode to be tested as listed in Table 2.1.

Where it is desired to classify an electrode as an all-position electrode, fillet break tests shall be
carried out on test pieces welded by a single run in the vertical and in the overhead position.

For testing multi-run electrodes, two test pieces shall be welded, one using the smallest electrode and
the other the largest electrode manufactured in the strength range to be tested.

For testing single-run electrodes, only one test piece shall be welded. The size of the electrode used
shall be as given in the appropriate clause of this Standard or as recommended by the manufacturer.

2.2.4 Reporting Results of tests shall be recorded and reported on the relevant qualification
certificate or conformance certificate, and shall be available on request.

2.2.5 RetestsWhere a specimen fails a test other than the Charpy V-notch test for which special
retest provisions apply (see Clause 2.4.4), two more test specimens shall be tested and shall comply
with the Standard.

Additional test specimens may be taken from the same test piece, or may be taken from a new test
piece welded with electrodes taken from the same batch as the electrodes used for the first test piece.

2.3 CHEMICAL COMPOSITION Electrodes, other than those classified as ETXS shall deposit
weld metal which, when analysed in accordance with the method given in Paragraph A4.3,
Appendix A, shall comply with the chemical composition requirements given in Table 2.2.

Electrodes classified as ETXS have no chemical composition requirements because they are intended
for single-run welding with resulting high dilution and need not comply with the requirements given
in Table 2.2 which are intended to apply to the undiluted weld metal deposited by multirun electrodes.

2.4 PHYSICAL REQUIREMENTS

2.4.1 Mechanical propertiesElectrodes, other than those classified as ETXS, when tested in accor-
dance with Appendix A, as appropriate, shall deposit weld metal complying with the requirements for
mechanical properties given in Tables 2.3 and 2.4.

Electrodes classified as ETXS, when tested by a transverse butt tensile test in accordance with Para-
graph A5, Appendix A, need only have the minimum tensile strength specified in Table 2.3,
appropriate to the classification of the weld metal.
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AS 2203.1—1990 8

TABLE 2.2
CHEMICAL COMPOSITION REQUIREMENTS FOR DEPOSITED WELD METAL

Weld metal
classif ication†

Chemical composit ion, percent by mass*

Carbon Manganese Sil icon Phosphorus Sulphur Nickel Chromium Molybdenum Vanadium Copper Aluminium‡

Carbon steel electrodes

WXXXX.CM1
WXXXX.CM2

0.20
> 0.20

1.75
1.75

0.90
0.90

0.04
0.04

0.03
0.03

0.50§
0.50§

0.20§
0.20§

0.30§
0.30§

0.08
0.08

—
—

1.8
1.8

Carbon-molybdenum steel electrodes

WXXXX.A1 0.12 1.25 0.80 0.03 0.03 — — 0.40 to 0.65 — — —

Chromium-molybdenum steel electrodes

WXXXX.B1
WXXXX.B2L
WXXXX.B2

0.12
0.05
0.12

1.25
1.25
1.25

0.80
0.80
0.80

0.03
0.03
0.03

0.03
0.03
0.03

—
—
—

0.40 to 0.65
1.00 to 1.50
1.00 to 1.50

0.40 to 0.65
0.40 to 0.65
0.40 to 0.65

—
—
—

—
—
—

—
—
—

WXXXX.B2C
WXXXX.B3L
WXXXX.B3

0.10 to 0.15
0.05
0.12

1.25
1.25
1.25

0.80
0.80
0.80

0.03
0.03
0.03

0.03
0.03
0.03

—
—
—

1.00 to 1.50
2.00 to 2.50
2.00 to 2.50

0.40 to 0.65
0.90 to 1.20
0.90 to 1.20

—
—
—

—
—
—

—
—
—

WXXXX.B3C
WXXXX.5Cr
WXXXX.7Cr

0.10 to 0.15
0.10
0.10

1.25
1.50
1.50

0.80
1.00
1.00

0.03
0.04
0.04

0.03
0.03
0.03

—
0.40
0.40

2.00 to 2.50
4.00 to 6.00
6.00 to 8.00

0.90 to 1.20
0.45 to 0.65
0.45 to 0.65

—
—
—

—
0.50
0.50

—
—
—

WXXXX.9Cr 0.10 1.50 1.00 0.04 0.03 0.40 8.00 to 10.50 0.85 to 1.20 — 0.50 —

Nickel steel electrodes

WXXXX.Ni1
WXXXX.Ni2
WXXXX.Ni3

0.12
0.12
0.12

1.50
1.50
1.50

0.80
0.80
0.80

0.03
0.03
0.03

0.03
0.03
0.03

0.80 to 1.10
1.75 to 2.75
2.75 to 3.75

0.15
—
—

0.35
—
—

0.05
—
—

—
—
—

1.8
1.8
—

Manganese-molybdenum steel electrodes

WXX9X.D1
WXX9X.D2
WXX9X.D3

0.12
0.15
0.12

1.25 to 2.00
1.65 to 2.25
1.00 to 1.75

0.80
0.80
0.80

0.03
0.03
0.03

0.03
0.03
0.03

—
—
—

—
—
—

0.25 to 0.55
0.25 to 0.55
0.40 to 0.65

—
—
—

—
—
—

—
—
—

(continued)
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