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This Australian Standard® was prepared by Committee ME-053, Heavy Road Vehicles. It was 
approved on behalf of the Council of Standards Australia on 14 August 2008. 
This Standard was published on 21 October 2008. 

 

The following are represented on Committee ME-053: 
 

• AUSTROADS 
• Australian Road Transport Suppliers Association 
• Australian Trucking Association 
• Commonwealth Department of Transport and Regional Services, Australia 
• Department for Planning and Infrastructure, WA  
• Department of Defence, Australia 
• Land Transport Safety Authority, New Zealand 
• National Transport Commission, Australia 
• New Zealand Heavy Haulage Association 
• New Zealand Truck and Trailer Manufacturers Federation 
• Road Transport Forum, New Zealand 
• Society of Automotive Engineers, Australasia 
• The Commercial Vehicle Industry Association of Australia 
• The Institute of Road Transport Engineers of New Zealand 
• Truck Industry Council, Australia 

 

 

This Standard was issued in draft form for comment as DR 07359. 
 
Standards Australia wishes to acknowledge the participation of the expert individuals that 
contributed to the development of this Standard through their representation on the 
Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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PREFACE 

This Standard was prepared by the Standards Australia Committee ME-053, Heavy Road 

Vehicles, to supersede AS 2213.5—1998, Commercial road vehicles—Mechanical connections 

between towing vehicles, Part 5: Strength test for pin-type couplings and drawbar eyes for 

hinged drawbars. It is identical with, and has been reproduced from, ISO 8718:2001, Road 

vehicles—Drawbar couplings and eyes for hinged drawbars—Strength tests. 

The purpose of the Standard is to specify test conditions and strength requirements to be met by 

drawbar couplings and corresponding drawbar eyes for hinged drawbars. 

This Standard is part of AS 2213, Commercial road vehicles—Mechanical connections between 

towing vehicles, which covers the design and manufacture of mechanical couplings and 

comprises the following parts: 

Part 1: Selection and marking of pin-type couplings and drawbar eyes 

Part 2: 50 mm pin-type couplings and drawbar eyes 

Part 3: 40 mm pin-type couplings and drawbar eyes 

Part 4: Strength tests for pin-type couplings and drawbar eyes for rigid drawbars 

Part 5: Strength tests for pin-type couplings and drawbar eyes for hinged drawbars 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard number 

appears only on the cover. 

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian Standard 

ISO  AS 

1102 Commercial road vehicles—50 mm 

drawbar—Interchangeability 

 2213 Commercial road vehicles—

Mechanical connections between 

towing vehicles 

   2213.2 Part 2: 50 mm pin-type 

couplings and drawbar eyes 

8755 Commercial road vehicles—40 mm 

drawbar eye—Interchangeability 

 2213.3 Part 3: 40 mm pin-type 

couplings and drawbar eyes 

Only international references that have been adopted as Australian Standards have been listed. 
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