AS 2225/Amdt 1/1996-05-05

STANDARDS AUSTRALIA

Amendment No, 1
to
AS 2225—1994
Insulating gloves for electrical purposes

REVISED TEXT

The 1994 edition of AS 2225 is amended as follows; the amendments should be inserted in the appropriate
place.

SUMMARY: This Amendment applies to Clauses 3, 3.3, 9, 10.1, 10.2, 10.5, 10.6, 10.7 and Paragraph D3,
Tables 2 and 3, and Figure 1.

Published on 5 May 1996.

AMDT  Page 4 Clause 3.3
No. 1

Yooe  Last line, change ‘Clause 3.2’ to ‘Clause 3.4’

This Amendment forms part of the Specification en publication

AMDT
o Page 4 Clause 3

Yoos  Add the following definitions:

3.6 Routine test—a test to which each glove is subjected after manufacture.

3.7 Type test—a test performed on one or more gloves to show that the design meets
the specification.

This Amendment forms part of the Specification en publication

AMDT  Page 6 Clause 9
No. 1

1;’;’;‘6" Delete ‘If, in addition to the above marking, a colour coding is used to indicate the
working potentials, then the colour shall be as follows:” and the accompanying table of

working potentials and colour codes and substitute:

NOTE: Coloured bands on cuffs may be added by agreement between manufacturer or supplier
and the purchaser/end user. It should be noted that it is intended to introduce the international
colour code indicated by a double triangle adjacent to the label (per IEC 903:1988) in the near
future.

This Amendment forms part of the Specification en publication
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Page 6 Clause 10.1

Add ‘Additional tests may be negotiated between the manufacturer or supplier and the
purchaser/end user.’

This Amendment forms part of the Specification on publication

Page 6 Table 2
Delete existing Table 2 and substitute:
TABLE 2
SCHEDULE OF TESTS

1 2 3 4
Test No. Description of Test CIREEE ceference f?r t.est Type of test
procedure and criteria
1 Leakage current 10.2 herein Routine
2 Abrasion resistance 5.5.3.5 of AS 2161 Type
3 Flex cracking 5.5.3.4 of AS 2161 Type
4 Resistance to puncture 10.3 herein Type
5 Tensile strength of seams 10.4 herein Type
6 Ageing test 10.5 herein Type
7 Tenmle‘strength and 10.6 herein Type
clongation at break test

This Amendment forms part of the Specification en publication

Page 6 Clause 10.2

Delete the title ‘10,2 Leakage current’

Delete Clause 10.2.1.

Replace the first paragraph of Clause 10.2.2 with:

10.2 Leakage current The leakage current, in milliamperes, of each glove for use on
potentials up to 4000 V shall be determined as follows:

This Amendment forms part of the Specification on publication

Page 7 Table 3
Add the following line:

TABLE 3
TEST POTENTIALS AND LEAKAGE CURRENT
Working potential of glove Test potential Maximum leakage current
V r.m.s. V ram.s. mA r.m.s.
650 5 000 6

This Amendment forms part of the Specification on publication
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AMDT  Page 7 Clause 10.5
No. 1

Mee  Add the following new Clause:

10,5 Ageing test

10.5.1 Samples Four additional dumb-bell pieces shall be cut as in Clause 10.6 and
three pieces as in Clause 10.7 and placed in an air oven for 168 h at 70 +2°C and less
than 20% relative humidity.

10.5.2 Apparatus The apparatus shall consist of an air oven in which there is a
circulation of air providing between 3 and 10 changes per hour. The incoming air shall
be at 70 £2°C before coming in contact with the test pieces.

10.5.3 Oven arrangement There shall be no copper or copper alloy parts inside the
ageing chamber. Provision shall be made for suspending the test pieces so that there is
minimum separation of 10 mm between the test pieces and of 50 mm between the test
pieces and the inner surfaces of the oven.

10.5.4 Testing At the end of the heating period, the test pieces shall be removed from
the oven and allowed to cool for not less than 16 h. At the end of this period, tests of
tensile strength and elongation at break shall be carried out on the four test pieces in
accordance with Clause 10.6 and tension set tests carried out on the three test pieces in
accordance with Clause 10.7.

10.5.5 Results The results obtained shall be as follows:

(a) Tensile strength and elongation at break shall be not less than 80% of the values
obtained for unaged gloves.
(b) Tension set shall not exceed 15%.

This Amendment forms part of the Specification on publication
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