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Preface

This Standard was prepared by Standards Australia Committee, PK-013, Aerosol Containers, to
supersede AS 2278.1—2008.

This document has been updated to improve comprehensibility, reflect current industry practice,
and bring it in line with documents including the Australian Code for the Transport of Dangerous Goods
by Road and Rail (ADG Code), the UN Recommendations on the Transport of Dangerous Goods — Model
Regulations, and the Globally Harmonized System of Classification and Labelling of Chemicals (GHS).

Redundant definitions have been removed; the sampling methodology for empty aerosol dispensers
has been revised to better reflect current industry practice and ensure applicability to both aluminium
and tinplate steel dispensers; and the wording of the hydraulic test requirements has been revised to
improve comprehensibility.

The wording of the section on compatibility with contents has been revised to improve clarity.

A new clause “Selection of empty aerosol dispensers” has been added to Section 3 to ensure that all
users of the Standard are aware of the importance of specifying a dispenser that meets its hydraulic
test pressure requirements.

The maximum permitted pressure has been amended to allow for a higher maximum pressure in
aerosols using non-flammable compressed gas propellants so as to bring the Standard in line with the UN
Recommendations on the Transport of Dangerous Goods — Model Regulations, and the European Aerosol
Dispensers Directive and to help facilitate the use of propellants with a reduced environmental footprint.

The exception from water bath testing of food aerosols in previous editions has been removed from this
edition as it appeared to give an exemption from legislated requirements in the Australian Dangerous
Goods Code which the Standard did not have the authority to grant.

The section on the labelling of aerosol dispensers has been significantly revised to bring consumer safety
advice, symbols and legibility requirements into line with those detailed in the UN Recommendations on
the Transport of Dangerous Goods — Model Regulations and the GHS and to improve the clarity of the
section on product traceability.

Documents

Document Sharing Hub
© Standards Australia Limited 2022

Full document details: AS 2278.1-2022


http://www.avadocuments.com/doc/as-2278-1-2022
http://www.avadocuments.com/doc/as-2278-1-2022

iii AS 2278.1:2022

Contents

T SCOPE AN BEIETQAL ..o
1.1 ScOpe .
1.2 Normative references
1.3 Terms and definitions
1.4 Marking of empty aerosol dispenser packaging

2 Requirements for empty a€roSol diSPENSET'S ... s 2
2.1 Sampling MEthOAOIOZY ...t 2

2.2 HYATAUIIC TESE ..o 3

2.3 BUISEHING TOST. ..o 3

3 Requirements for filled @eroSOl dISPEINSETS................ociiiiiiise e 3
3.1 Compatibility with contents .3

3.2 Selection of empPty A0SOl AISPEIISET ......ccccuvvviiiriiereiiee e 3

3.3 INAAVEITENT AISCRATEE ...ttt 3

3.4 Maximum volume....... w3

3.5 Maximum pressure.... 3

3.6 Leak-proofness test... 4

3.6.1 General...... 4

3.6.2 Test methodology 4

3.6.3  Heat-SENSITIVE PIOAUCES ... 4

4 Labelling of 2@I0SOl AiSPEIISEI'S ...t 4
4.1 REQUITEIMIEIITS ....oooo etk 4

4.2 Consumer safety advice 4

4.3 Flammable warning... w5

4.4 Legibility ..o w7

4.5 ProdUCE traCEaADILIEY oo 7
BIDIIOGIAPIY ... 8

Documents

Document Sharing Hub

Full document details: AS 2278.1-2022


http://www.avadocuments.com/doc/as-2278-1-2022
http://www.avadocuments.com/doc/as-2278-1-2022

