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PREFACE 

 

This Standard was prepared by the Standard Australia Committee FT-024, Food Products 

and Subcommittee FT-024-05, Dairy Products to supersede AS 2300.1.5—1988. 

The Committee did not recommend the adoption of ISO 5544:1978 and ISO 5545:1978, as 

these two Standards are outdated and product types covered are limited. 

After a periodic review, the Committee recommended a new edition. This edition confirms 

the method without technical changes, but updates the referenced documents and reflects 

the current editorial style and includes a clause on uncertainty of measurement. 

AS 2300 comprises a series of methods and related Standards for chemical and physical 

testing of milk and dairy products, including the preparation of samples for testing. 

Standards in the AS 2300 series are divided into categories according to type of product to 

be tested, as follows: 

AS  

2300.1 General methods and principles 

2300.2 Liquid milks 

2300.4 Dried milk and dried milk products 

2300.5 Condensed milk 

2300.6 Cheese 

2300.7 Butter 

2300.8 Anhydrous milk fat 

2300.9 Analysis of ice-cream and frozen milk products 

2300.10 Caseins, caseinates and coprecipitates 

2300.11 Cultured milk products 
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METHOD 

1   SCOPE 

This Standard sets out a method for the determination of ash in dairy products. 

2   APPLICATION 

The method is applicable to liquid milks, condensed milk, ice cream and frozen milk 

products, dried milks, caseins, caseinates, coprecipitates, and yoghurts. 

3   REFERENCED DOCUMENT 

The following document is referred to in this Standard. 

AS  

1166 Milk and milk products—Guidance on sampling 

AS/NZS  

2243 Safety in laboratories 

2243.2 Part 2: Chemical aspects 

WARNING: THE USE OF THIS STANDARD MAY INVOLVE THE USE OF 

HAZARDOUS MATERIALS, OPERATIONS, AND EQUIPMENT. THIS 

STANDARD DOES NOT PURPORT TO ADDRESS ALL THE SAFETY RISKS 

ASSOCIATED WITH ITS USE. IT IS THE RESPONSIBILITY OF THE USER 

OF THIS STANDARD TO ESTABLISH APPROPRIATE SAFETY AND 

HEALTHY PRACTICES AND DETERMINE THE APPLICABILITY OF LOCAL 

REGULATORY LIMITATIONS PRIOR TO USE. SEE AS/NZS 2243.2 FOR 

MORE DETAILS REGARDING LABORATORY SAFETY. 

4   DEFINTIONS 

For the purpose of this Standard the definition below applies. 

4.1   Ash 

The percentage by mass of residue obtained after thorough ignition using the procedure 

described. 

5   PRINCIPLE 

The sample is dried and the residue is charred, usually over a low Bunsen flame. Oxidation 

is completed in a furnace at 525°C to 550°C (825°C to 850°C for caseins). 

6   REAGENTS 

The following reagents are required: 

(a) Magnesium acetate solution, 120 g/L. Dissolve 12 g of hydrated magnesium acetate 

((CH3COO)2 Mg.4H2O) in water and make up to 100 mL. 

NOTE: This solution is required only for the ash determination in acid casein. 

(b) Ethanol, 95%. 

7   APPARATUS 

The following apparatus is required: 

(a) Platinum or silica dish, diameter approximately 55 mm. 

(b) Muffle furnace, the temperature of which can be maintained within the range 525°C 

to 550°C or 825°C to 850°C. A
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(c) Drying oven, electrically heated, with natural or mechanically assisted convection. 

(d) Water bath. 

(e) Filter paper, ashless, 90 mm diameter. 

8   SAMPLES 

It is assumed that the laboratory sample has been obtained, transported to the laboratory, 

and stored in accordance with the requirements of AS 1166. 

9   METHODS FOR SPECIFIC PRODUCTS 

9.1   General 

Listed below are the requirements for testing specific dairy products. These requirements 

cover the following: 

(a) Preparation of dish. 

(b) Preparation of the test sample. 

(c) Size of test portion. 

(d) Drying and charring treatment prior to ashing. 

9.2   Preparation of tared dish 

Heat a platinum or silica dish in the muffle furnace at 525°C to 550°C (825°C to 850°C 

when testing caseins) for at least 20 min. Cool the dish to room temperature in a desiccator 

and weigh to the nearest 0.001 g. Record the mass of the dish (m1). 

NOTE: After prolonged use, silica dishes may not give satisfactory replicates on samples because 

of corrosion of the surface glaze. 

9.3   Liquid milks 

The procedure shall be as follows: 

(a) Adjust the temperature of the laboratory sample to room temperature, using a water 

bath if necessary. Mix the milk thoroughly but gently by repeatedly inverting the 

sample bottle without causing frothing or churning of the fat. If there is difficulty in 

dispersing a cream layer, or if the milk shows evidence of slight churning, warm the 

milk slowly to 34°C to 40°C in a water bath and mix gently; if necessary, a suitable 

mixing device may be used to assist the dispersal of the fat. When a uniform 

distribution of the fat has been achieved, quickly adjust to room temperature. Invert 

the container three or four times immediately before taking the test portion for 

analysis. 

(b) Quickly weigh to the nearest 0.001 g, approximately 10 g of test sample into the dish. 

Record the mass of the dish plus test portion (m2) 

(c) Place the dish on a water bath and evaporate the sample to dryness, then transfer the 

dish to the oven at 102 ±2°C for 1 h. 

(d) Proceed as in Clause 10. 

9.4   Sweetened condensed milk 

The procedure shall be as follows: 

(a) Adjust the temperature of the laboratory sample to room temperature, using a water 

bath if necessary. Mix the sample thoroughly by hand using a spoon or spatula with 

an up and down rotatory movement, in such a way that any material on the lid, the top 

layers and the contents of the lower corners of the containing vessel are moved and 

mixed. Ensure that any separated material in the original sample is broken down so 

that the test sample is completely homogeneous before test portions are taken. 
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