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Methods of test for single sided and double sided 
pressure-sensitive adhesive tape 

Method 1.10:  Adhesion—Resistance to static 
shear load at ambient temperature 
 

PREFACE 

This Standard was prepared by the Standards Australia Committee PK-025, Packaging Code 

at the request of Australian Industry. 

The objective of this Standard is to specify a test method for determining the static shear 

strength of single sided and double sided pressure-sensitive adhesive tape at ambient 

temperature. 

 

 

 

METHOD 

1   SCOPE 

This Standard specifies the method for determining the ability of pressure-sensitive 

adhesive tape to resist shear loading at ambient temperatures. 

2   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard: 

AS  

1683 Methods of test for elastomers 

1683.15.2 Method 15.2:Durometer hardness 

3   REAGENTS 

3.1   Isopropynol 

Reagent grade, is required. 

NOTE: A substitute of isopropynol is acetone, reagent grade. 
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4   APPARATUS AND MATERIALS 

The following apparatus and materials are required: 

(a) Steel roller (see Figure 1) 

Of diameter 80 ±5 mm and width 45 ±1 mm, covered with rubber approximately 

6 mm thick, and having a durometer hardness of 80 ±5 Type A degrees (in accordance 

with AS 1683.15.2). 

NOTE: The mass of the roller proper (which applies pressure to the specimen) should be 

2.0±0.1 kg. It should be constructed that the mass of the handle is not added to the mass of 

the roller during use. 

(b) Two stainless steel panels 

Approximately 50 mm wide, at least 125 mm long, and approximately 1.5 mm thick 

and finished in the lengthwise direction to a bright annealed finish which has a 

surface finish of 0.04 µm. 

(c) Specimen cutter 

Consisting of a 25 mm thick × 200 mm long × 25 mm wide aluminium bar stock. The 

edges for about 125 mm from one end shall be slightly to form a handle. The width of 

the bar for 75 mm from the opposite end shall be narrowed to exactly 12 mm minus 

the thickness of a single razor blade (one of two razor blades used as cutting edges). 

The razor blades shall be held in position using side plates. The end of the cutter shall 

be cut away at 45° angle to expose the cutting edge at one end of the blades. The 

edges shall be separated by a distance of 12 ±0.25 mm. 

(d) Fresh absorbent cleaning material 

These cleaning materials shall be lint free and contain no soluble additives (e.g., 

surgical glaze, untreated paper tissue). 

(e) Bond paper 

Of mass 80 g/m2
. 

(f) Weight 

Of mass 1000 ±5 g. 

(g) Test stand 

(h) Timer 

(i) Clamp 

5   TEST CONDITIONS 

Testing shall be conducted at 23 ±5°C and 50 ±5% relative humidity. 

6   PREPARATION OF TEST SPECIMENS 

The roll, from which the test specimens are to be taken, shall be conditioned at 23 ±5°C and 

50 ±5% relative humidity for 24 ±1 h prior to testing. 

The test specimen shall be a minimum of 250 mm long for non-elastic backings, and at least 

150 mm long for other types of backings. 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 2313.1.10-2006

http://www.avadocuments.com/doc/as-2313-1-10-2006
http://www.avadocuments.com/doc/as-2313-1-10-2006


 3 AS 2313.1.10—2006 

www.standards.org.au   Standards Australia 

 

FIGURE   1  ROLLER 

7   PROCEDURE 

The procedure shall be as follows: 

(a) Clean a test panel by dispensing the isopropynol (3.1) on the stainless steel panel 

(4(b)) and wipe until dry with the fresh absorbent cleaning material (4(d)). Repeat 

this procedure for a total of three washes. Discard cleaned panels showing stains, 

discoloration or scratches. Avoid contact of the panel surface with the fingers. 

NOTE: Either surgical gauze or untreated paper tissue may be used. 

(b) Take a test specimen from a freely rotating conditioned roll, the minimum width of 

which shall be 6 mm, by manually unrolling the roll radially and after discarding the 

outer three laps of the roll. 

NOTE: The speed of removal of the test specimen from the roll is operator-dependent. 

Usually, a speed of approximately 300 mm/s is attained. 

(c) Where the width of a roll is 12 mm wide, use the test specimen direct. 

NOTE: A roll, less than 12 mm wide, should not be used for testing purposes. 

(d) Where a roll is greater than 12 mm wide, cut the roll, using the specimen cutter, to a 

width of 12 mm. 

(e) Apply the test specimen, adhesive side down, to the centre of the surface of the 

cleaned stainless steel panel and parallel to its long axis, leaving approximately 

50 mm of the test specimen extending beyond the edge of the stainless steel panel. 

Do not allow the adhesive surface to come in contact with the fingers and other 

foreign objects, or to become contaminated with dust. 

(f) Mask the adhesive surface of the free end by applying a strip of 12 mm wide bond 

paper (4(e)) to the adhesive side. 

(g) To prevent the test specimen being cut by the end of the stainless steel panel, place 

the other stainless steel panel under the free masked end of the test specimen, and in 

contact with the end of the cleaned stainless steel panel prior to rolling. 

(h) Using the steel roller, roll the test specimen on the cleaned stainless steel panel once 

in each direction along its length at a rate of approximately 5 mm/s. Ensure that no 

pressure additional to the mass of the roller is applied and that no air bubbles are 

entrapped. 
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