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This Australian Standard® was prepared by Committee CS-030, Precious Metals for 
Jewellery. It was approved on behalf of the Council of Standards Australia on  
15 October 2008. 
This Standard was published on 14 November 2008. 

 

The following are represented on Committee CS-030: 
 

• Australian Jewellery and Gemstone Industry Council 
• Consumers’ Federation of Australia 
• Diamond Guild Australia 
• Gemmological Association  
• Gold and Silversmiths Guild of Australia 
• Jewellery Association of Australia 
• National Council of Jewellery Valuers 
• Research Interests 

 

 

This Standard was issued in draft form for comment as DR 08152. 
 
Standards Australia wishes to acknowledge the participation of the expert individuals that 
contributed to the development of this Standard through their representation on the 
Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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PREFACE 

This Standard was prepared by the Standards Australia Committee CS-030, Precious Metals 

for Jewellery, to supersede AS 2335—1980, Rolled gold, gold-plated and silver-plated 

jewellery—Composition and marking, which was withdrawn in 1999. 

Terms such as ‘rolled gold’, ‘gold-plated’ and ‘silver-plated’ have been widely and 

sometimes loosely used for a number of years in the description of jewellery. It is believed 

that confusion exists in the market-place and that consumers may have difficulty in 

interpreting the various descriptions and markings that are used. 

Consequently, this Standard defines the above terms in accordance with the gold or silver 

content and thickness of the applied coatings. 

In addition, it is important that the consumer can readily distinguish between gold or silver 

articles and rolled gold or plated articles. AS 2140, Jewellery—Fineness of precious metal 

alloys describes the composition and marking requirements of gold and silver articles 

respectively, and makes use of a system of symbols. To avoid possible confusion, this 

Standard does not use symbols but designates rolled gold or plated articles by means of 

words or simple abbreviations. 

The Committee recommends that articles of jewellery that do not meet the requirements of 

this Standard be stamped with the word ‘metal’ or with the specific designation of the 

metal. Other terms including ‘gold-lined’, ‘gold-clad’ and ‘silver-lined’ are not relevant and 

should not be used in relation to articles of jewellery. 
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