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Methods of testing portland, blended and 
masonry cements 

Method 12:  Preparation of a standard mortar and 
moulding of specimens 
 

1   SCOPE 

This Standard sets out the method for the preparation of a standard mortar and the moulding 

of specimens for testing of cements, under precisely defined conditions. 

NOTES:  

1 The testing procedure herein may involve the use of materials or equipment that require 

safety measures to be observed. 

2 This Standard does not purport to address all of the safety concerns, if any, associated with its 

use. 

3 The user of this Standard should establish appropriate safety and health practices, and 

determine the applicability of regulatory limitations prior to use. 

2   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard: 

AS 

1100 Technical drawing 

1100.201 Part 201: Mechanical engineering drawing 

AS/NZS 

2350 Methods of testing portland, blended and masonry cements 

2350.1 Part 1: Sampling 

2350.11 Part 11: Compressive strength 

BS EN 

196 Methods of testing cement 

196-1 Determination of strength 

3   PRINCIPLE 

The mortar is prepared by mechanical mixing of plastic mortar containing one part by mass 

of cement and three parts by mass of standard sand with a water:cement ratio of 0.50. 

Standard sands from various sources and countries may be used provided that they meet the 

requirements of BS EN 196-1. 

4   APPARATUS AND RELATED CONDITIONS 

4.1   Laboratory and storage facility conditions 

The air within the laboratory where preparation of specimens takes place shall be 

maintained at a temperature of 23 ±2°C and a relative humidity of not less than 50%. The 

humidity-controlled room or cabinet for storage of the specimens in the mould shall be 

continuously maintained at a temperature of 23 ±2°C and a relative humidity of not less 

than 90%. 
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4.2   General requirements for equipment 

Tolerances shown on the drawings are important for correct operation of the equipment in 

the test procedure. When regular control measurements show that tolerances are not met, 

the equipment shall be rejected, adjusted or repaired where possible. Records of control 

measurements shall be kept. 

Acceptance measurements on new equipment shall cover mass, volume and dimensions to 

the extent that these are indicated in this Standard, particular attention being paid to those 

critical dimensions for which tolerances are specified. 

In those cases where the material of the equipment can influence the results, the material 

shall be specified and used. 

4.3   Mortar preparation 

4.3.1   Mixer 

The mixer shall consist of the following: 

(a) A stainless steel mixing bowl with a capacity of approximately 5 L and of the general 

shape and size shown in Figure 1, provided with means by which it can be fixed 

securely to the mixer frame during mixing and by which the height of the bowl in 

relation to the mixer blade, and to some extent the gap between blade and bowl, can 

be finely adjusted and fixed. 

(b) A stainless steel blade of the general shape, size and tolerances shown in Figure 1, 

revolving about its own axis as it is driven in a planetary movement around the axis 

of the bowl by an electric motor at controlled speeds. The two directions of rotation 

shall be opposite. 

The gap between blade and bowl shown in Figure 1 shall be checked and recorded every 

month. 

The mixer shall operate at the appropriate speed given in Table 1. 

TABLE   1 

SPEEDS OF MIXER BLADE 

Speed setting 
Mixer blade 

r/min 

Planetary movement 

r/min 

Low speed 140 ±5 62 ±5 

High speed 285 ±10 125 ±10 

4.3.2   Scraper 

The scraper shall be a semi-rigid rubber or suitable plastic blade attached to a handle about 

150 mm long. The blade shall be about 75 mm long, 50 mm wide and tapered to a thin edge 

about 1.5 mm thick. 

4.3.3   Balance 

The balance shall have a capacity appropriate to the weighing required and an accuracy of 

at least 0.5 g in the range used. 
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