
AS  2362. 1 9—2002 (Reconfirmed)  201 6-07-08  

STANDARDS AUSTRALIA 

RECONFIRMATION  

OF 

AS  2362.19—2002 

Fire detection,  warning,  control and intercom systems—Methods of test 

Method 19:  Dust test 

RECONFIRMATION NOTICE 

Technical Committee FP-002 has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been 

determined that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the 

original date of publication.  Users  are advised to  ensure that they are using the latest 

versions  of such documents  as  appropriate,  unless  advised otherwise in this  

Reconfirmation Notice.  

Approved for reconfirmation in accordance with Standards  Australia procedures  for 

reconfirmation on 1 6  June 201 6.  

The following are represented on Technical Committee FP-002:  

Association of Hydraulic  Services  Consultants  Australia

Australasian Fire and Emergency Service Authorities  Council

Australian Building Codes  Board

Australian Chamber of Commerce and Industry

Australian Industry Group

Australian Institute of Building Surveyors

CSIRO

Deafness  Forum of Australia

Department of Human Services  (VIC)

Engineers  Australia

Fire Protection Association Australia

National Electrical and Communications  Association

National Fire Industry Association

Property Council  of Australia

Society of Fire Safety 

Full document details: AS 2362.19-2002 (2016)

http://avadocuments2026.com/doc/as-2362-19-2002-2016
http://avadocuments2026.com/doc/as-2362-19-2002-2016


 

 

NOTES  

Full document details: AS 2362.19-2002 (2016)

http://avadocuments2026.com/doc/as-2362-19-2002-2016
http://avadocuments2026.com/doc/as-2362-19-2002-2016


1 AS 2362. 1 9—2002
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Australian StandardTM

Fire detection,  warning,  control  and intercom
systems—Methods of test

Method 1 9:   Dust test

1    SCOPE

This  Standard sets  out the test method for evaluating the effects  of dust on actuating device

operation.  (See performance requirements  in the appropriate device Standard. )

2   REFERENCED DOCUMENTS

AS

2362 Fire detection,  warning,  control  and intercom systems—Methods of test

2362.1 7 Method 1 7: Sensitivity test

3   PRINCIPLE

The actuating device is  exposed to  a specified dust laden atmosphere and then tested for

sensitivity.

4   APPARATUS

The test apparatus  shall be as  follows:

(a) An air-tight chamber having an internal volume of at least 0.09 m
3
.  The chamber shall be

equipped with an air compressor or blower capable of maintaining an air velocity of

approximately 0.25 m/s in the vicinity of the actuating device (see Figure 1 ).

(b) Approximately 60 g of cement dust capable of passing through a 75 μm mesh screen,

maintained at 20 to 50% relative humidity.

5   PROCEDURE

The procedure shall be as  follows:

(a) Place the actuating device in its intended orientation on the support rods within the test

chamber.

(b) Circulate the cement dust so as to completely envelop the actuating device in the chamber for

not less than 15 min.

(c) Carefully remove the actuating device from the test chamber and connect it to the control and

indicating equipment.  Record if the actuating device signals fault or enters an alarm state.

(d) Test the actuating device for sensitivity in accordance with AS 2362.17,  unless the actuating

device has generated a fault signal or entered an alarm state.

6   REPORTING OF RESULTS

The following shall be reported.

(a) Information identifying the actuating device.
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