AS 2363—1999

Australian Standard™

Acc_)ustics—Meas_urement of noise from
helicopter operations

Documents

Document Sharing Hub

Full document details: AS 2363-1999


http://www.avadocuments.com/doc/as-2363-1999
http://www.avadocuments.com/doc/as-2363-1999

This Australian Standard was prepared by Committee EV/11, Aircraft and Helicopter
Noise. It was approved on behalf of the Council of Standards Australia on
30 September 1999 and published on 5 November 1999.

The following interests are represented on Committee EV/11:
Acoustics consulting interests, New Zealand
AirServices Australia
Association of Australian Acoustical Consultants
Association of Consulting Engineers, Australia
Australasian Faculty of Occupational Medicine
Australian Acoustical Society
Australian Air Transport Association
Australian and New Zealand Environment and Conservation Council
Australian Hearing
Australian Mayoral Aviation Council
Building Industry Authority, New Zealand
Community Advisory Committee on Aircraft Noise & Air Quality Management
Department of Defence, Australia
Helicopter Association of Australia
Institution of Engineers Australia
Local Government Association of N.S.W.
National Environment Noise Service, New Zealand
Residential Window Association
Sydney Airports Corporation
University of Sydney

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and new
editions are published. Between editions, amendments may be issued. Standards may
also be withdrawn. It is important that readers assure themselves they are using a
current Standard, which should include any amendments which may have been
published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards Australia
web site at www.standards.com.au and looking up the relevant Standard in the on-line
catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for the improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail @standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, PO Box 1055, Strathfield,
NSW 2135.

This Standard was issued in draft form for comment as DR 98316.
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee EV/11, Aircraft and Helicopter Noise to supersede AS 238990
Acoustics—Assessment of noise from helicopter landing sites. The Standard is the result

of a consensus among representatives on the Joint Committee to produce it as an
Australian Standard.

The objective of this Standard is to provide methods for the measurement of noise from
existing or proposed helicopter landing sites, and helicopter overflights. It provides
technical guidance for local planners, government agencies, and operators in calculating
the acoustic environment near existing and proposed helicopter landing sites or routes as a
result of helicopter operations.

The helicopter is typically operated at low altitudes and, as a result, it frequently comes
within the audible range of people. Further, helicopters are becoming more widely used in
both urban and suburban areas. Therefore, the sound is generated in close proximity to
where people live and work. This closeness accentuates the concern associated with the
external sound of the helicopter and its acceptability to the communities in which it
operates. It is an underlying philosophy of the procedures and recommendations of this
Standard that each helicopter landing site is a unique situation. Thus, the application of
any procedure may not necessarily result in a satisfactory solution for every community
and operator. In this regard, individual consideration should be given to such factors as
ambient noise and the specific nature of the noise sensitive areas which may be affected
by helicopter operations.

General requirements (mainly safety-related) for helicopter landing sites are detailed in
the Civil Aviation Advisory Publication (CAAP) No. 922(0). The approval for a
helicopter landing site may not be given without the assessment of the environmental
significance of the proposal in accordance with the requirements of the Commonwealth
Environment Protection (Impact of Proposals) Act. There may also be requirements by the
state authorities or local government with respect to development consent, building
approval, or approval under the relevant environmental regulatory authority.

It has been assumed that the user of this document will be adequately trained in the
science of acoustics and thoroughly experienced in noise measurement and assessment.

The term‘informative’ has been used in this Standard to define the application of the
appendix to which it applies. Adinformative’ appendix is only for information and
guidance.
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