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This  Australian Standard was  prepared by Committee  PK-025 ,  Packaging Code.  It  
was  approved on behalf of the  Council of Standards Australia on 27  May 2005 .  
This  Standard was  published on 1 5  June 2005 .  

 

The  following are  represented on Committee  PK-025 :  
 

Australian Paints  Manufacturers'  Federation 

Canmakers  Institute  of Australia Inc  

Department of Defence (Australia)  

Printing Industries  Association of Australia 

Victorian WorkCover Authority 

 

Keeping Standards up-to-date 

Standards  are  living documents  which reflect progress  in science,  technology and 
systems.  To  maintain their currency,  all  Standards  are  periodically reviewed,  and 
new editions  are  published.  Between editions,  amendments  may be  issued.  
Standards  may also  be  withdrawn.  It is  important that readers  assure  themselves 
they are  using a current Standard,  which should include  any amendments  which 
may have  been published since  the Standard was  purchased.  

Detailed information about Standards  can be  found by visiting the  Standards  Web 
Shop  at www. standards. com. au and looking up  the  relevant Standard in the  on-line  
catalogue.  

Alternatively,  the  printed Catalogue  provides  information current at 1  January each 
year,  and the  monthly magazine,  The Global Standard,  has  a full  listing of revisions  
and amendments  published each month.  

Australian StandardsTM  and other products  and services  developed by Standards 
Australia are  published and distributed under contract by SAI Global,  which 
operates  the  Standards  Web Shop.  

We also  welcome suggestions  for improvement in our Standards,  and especially 
encourage  readers  to  notify us  immediately of any apparent inaccuracies  or 
ambiguities.  Contact us  via email at mail@standards. org. au,  or write  to  the  Chief 
Executive,  Standards  Australia,  GPO Box 5 420,  Sydney,  NSW 2001 .  

 

This Standard was issued in draft form for comment as DR 05101 .
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STANDARDS AUSTRALIA 

RECONFIRMATION  

OF 

AS  2400.5—2005 

Packaging

Part 5:  Temporary corrosion protection 

RECONFIRMATION NOTICE 

Technical  Committee PK-025  has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been 

determined that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the 

original date of publication.  Users  are advised to  ensure that they are using the latest 

versions  of such documents  as  appropriate,  unless  advised otherwise in this  

Reconfirmation Notice.  

Approved for reconfirmation in accordance with Standards  Australia procedures  for 

reconfirmation on 1 1  November 201 5.  

The following are represented on Technical Committee PK-025:  

Australian Maritime Safety Authority 

Australian Paint Manufacturers’  Federation 

Canmakers  Institute of Australia 

Printing Industries  Association of Australia 
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PREFACE 

This  Standard was  prepared by Standards Australia Committee PK-025 ,  Packaging Code to 

supersede,  AS  2400.5—1988,  SAA  Packaging Code ,  Part 5 :   Metal protection .   

The  obj ective  of the  Standard is  to  specify new classifications  for the  temporary protection 

of metal surfaces.  

Bare  metal  surfaces  may rust and corrode because  of the  effect of humidity or polluted 

atmosphere.  To  prevent rust and corrosion,  temporary corrosion preventives  are  used,  

primarily during transportation and storage.  The degree  of protection will  depend on 

exposure  conditions  and on the  period for which protection is  required,  which may vary 

from a few days  to  a year or longer.  Corrosion prevention and subsequent packaging should 

be considered together.  

During the  preparation of this  Standard,  cognizance  was  taken of the  following 

International Standard:  

ISO  

6743  Lubricants,  industrial  oils  and related products  (class  L)—Classification 

6743 -8  Part 8 :  Family R (Temporary protection against corrosion) 

This  Standard is  one  of a series  of Standards  covering the  range of packaging Standards.  

The series  comprises the following:  

AS   

2400  Packaging 

2400.1  Part 1 :  Glossary of packaging terms 

2400.5  Part 5 :  Temporary corrosion protection (this  Standard)  

2400.6  Part 6:  Paper and paperboard 

2400.7  Part 7:  Timber boxes  

2400.8  Part 8 :  Textile  bags,  sacks  and wrappings  

2400.1 0  Part 1 0: Protection against shock and vibration (cushioning)  

2400.1 1  Part 1 1 : Cordage 

2400.1 2  Part 1 2: Adhesive  closing and sealing tapes  

2400.1 3  Part 1 3 : Tensional strapping 

2400.1 4  Part 1 4: Adhesives  

2400.1 6  Part 1 6: Flexible  packaging 

2400.1 8  Part 1 8: Use of desiccants  in packaging 

2400.22  Part 22: Closures  

The  term ‘ informative’  has  been used in this  Standard to  define  the  application of the 

appendix to  which it applies.  An ‘ informative’  appendix is  only for information and 

guidance.  
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