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Review of Australian Standards. To keep abreast of progress in industry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is
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PREFACE

This S tandard was prepared by the S tandards Australia Committee CH/1 for Laboratory Glassware and

Related Apparatus to supersede the 1981 edition of AS 2408, Filter flasks. This Standard is technically

equivalent to and has been reproduced from ISO 6556:1981 , Laboratory glassware—Filter flasks.

The objective of this Standard is to provide general requirements for filter flasks which are aligned with

international S tandards .

As this S tandard is reproduced from an international Standard, the following applies :

(a) Its number appears on the cover and title page while the International S tandard number appears

only on the cover.

(b) In the source text, ‘ this International S tandard’ should read ‘this Australian Standard’ .

(c) A full point substitutes for a comma when referring to a decimal marker.

(d) Substitute ‘mL’ for ‘ml’ wherever it appears.

(e) Substitute 100 kPa for 1 bar.

References to international S tandards should be replaced by equivalent Australian S tandards, as follows:

Reference to International Standard Australian Standard

ISO AS

383 Laboratory glassware—Inter-

changeable conical ground joints

2409 Interchangeable conical ground glass

joints

Australian Appendix ZZ describes safety precautions which should be followed when using glass filter

flasks under partial vacuum.

The term ‘informative’ has been used in this Standard to define the application of the appendix to which

it applies . An ‘ informative’ appendix is only for information and guidance.

© Copyri ght STANDARDS AUSTRALIA

Users of Standards are reminded that copyri ght subsists in all S tandards Australia publi cati ons and software. Except where the
Copyri ght Act all ows and except where provided for below no publi cati ons or software produced by Standards Australia may be
reproduced, stored in a retr ieval system in any form or transmitted by any means without prior permission in writ ing from
Standards Australi a. Permission may be condit ional on an appropriate royalty payment. Requests for permission and information on
commercial software royalti es should be directed to the head office of Standards Australi a.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclusively
in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that materi al used is from the current editi on of the Standard and that it i s updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of materi al in print form or in computer software programs to be used commercially , wi th or without payment, or in
commercial contracts is subject to the payment of a royalty . This policy may be vari ed by Standards Australia at any time.
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