
AS 2475—2001

Australian Standard™

Threaded hose connection fittings for
bituminous materials

AS 2475

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

20
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 2475-2001

http://www.avadocuments.com/doc/as-2475-2001
http://www.avadocuments.com/doc/as-2475-2001


This Australian Standard was prepared by Committee ME-057, Road Tankers for
Hazardous Liquids and Gases. It was approved on behalf of the Council of
Standards Australia on 31 May 2001 and published on 29 June 2001.

The following interests are represented on Committee ME-057:
Australasian Fire Authorities Council
Australian Chamber of Commerce and Industry
Australian Gas Association
Australian Industrial Gas Manufacturers Association
Australian Industry Group
Australian Institute of Petroleum
Australian Liquefied Petroleum Gas Association
Australian Valve Manufacturers Association
Commercial Vehicle Industry Association of Australia
Department for Administrative and Information Services, S.A.
Department of Defence (Australia)
Environment Protection Authority, N.S.W.
Queensland Transport
Victorian WorkCover Authority
WorkCover New South Wales

Keeping Standards up-to-date
Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.
Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.
Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.
We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney,
NSW 2001.

This Standard was issued in draft form for comment as DR 99560.A
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PREFACE

This Standard was prepared by the Standards Australia Committee ME-057, Road Tankers
for Hazardous Liquids and Gases to supersede AS 2475  — 1982, Threaded hose connection
fittings for bituminous materials, with the object of providing a revised Standard for
threaded hose connection fittings that are recommended for use when transferring
bituminous products.

An ‘informative’ appendix is only for information and guidance.
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STANDARDS AUSTRALIA

Australian Standard
Threaded hose connection fittings for bituminous materials

1   SCOPE

1.1   General

This Standard specifies requirements for two sizes of threaded hose connection fittings
(50 mm and 63.5 mm) for use on equipment used for handling bituminous materials.

1.2   Purpose and application

This Standard sets out dimensions and specifies requirements for materials, testing and
marking.

NOTE: To apply this Standard, it is necessary to acquire further information and dimensions for
the hose, to which the fitting will be attached, i.e. diameter and pitch of helix winding.

2   REFERENCED DOCUMENTS

The following Standards are referred to in this Standard.

AS
1565 Copper and copper alloys  — Ingots and castings

1722 Pipe threads of Whitworth form
1722.1 Part 1: Sealing pipe threads
1722.2 Part 2: Fastening pipe threads (ISO 228-1:1982 and ISO 228-2:1987)

1874 Aluminium and aluminium alloys  — Ingots and castings

3501 Parallel screw threads of Whitworth form (BSW and BSF) and associated
gauges and gauging practice.

3   DEFINITIONS

For the purpose of this Standard, the following definitions apply:

3.1   Bituminous materials

Bitumen, bitumen emulsions, bitumen cutbacks, and other related bitumen-based products.

3.2   Coupling

A device used to join a flexible hose to the outlet of a tank.

3.3   Fixed coupling (see Figure 5)

That part of the coupling fixed to the tank and to which the hose coupling may be attached.

3.4   Hose coupling (see Figure 8)

That part of the coupling fixed to the hose.

3.5   Shall

Indicates that a statement is mandatory.

3.6   Should

Indicates a recommendation.
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4   DESIGNATION

The size of the coupling shall be designated by the number of this Standard and the nominal
size of the hose with which it is used, i.e. 50 or 63.5; e.g. AS 2475–50.

5   DIMENSIONS

5.1   Component dimensions

Dimensions and tolerances of components shall be as shown on Figures 1 to 7 and Table 1.

5.2   Screw threads

The screw threads shown on Figures 1 to 3 and Figures 5 to 7 shall conform to Table 2.

6   MATERIALS

6.1   Working components (except ferrule)

Parts shown in Figures 1, 2, 3 and 5 shall be made of cast copper alloy C83600A (leaded
gunmetal) complying with AS 1565 or cast aluminium alloy AA 309 complying with
AS 1874.

6.2   Ferrule and components for protection

The ferrule (Figure 4) shall be made of cast copper alloy C83600A (leaded gunmetal)
complying with AS 1565.

The dust plug (Figure 6) and dust cap (Figure 7) shall be made of cast aluminium alloy
AA 303 complying with AS 1874.

6.3   Packing material

The packing material shall be suitable for the substances that it will contact and the working
conditions environment.

7   ASSEMBLY

The hose coupling shall be capable of being assembled with the hose.
NOTE: A recommended procedure is described in Appendix A.

8   TESTING

When the coupling, assembled with the hose, is subjected to a hydrostatic test pressure not
less than 2 MPa, it shall not fail.

9   MARKING

The swivel nut (Figure 1) of the hose assembly and the fixed coupling (Figure 5) shall be
marked as follows:

(a) Name or identification mark of the manufacturer.

(b) Designation (see Clause 4).

The minimum height of the letters and numbers shall be 6 mm. The marking may be cast or
indented.
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