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PREFACE

This  Standard was prepared by the Australian members of the Joint
Standards Australia/Standards New Zealand Committee ME-005. After consultation with
stakeholders in both countries, Standards Australia and Standards New Zealand decided to
develop this Standard as an Australian Standard rather than an Australian/New Zealand
Standard.

The objective of the AS 2550 series of Standards is to provide uniform requirements and
guidance for the safe use of cranes, hoists and winches.

It should be noted that Standards Australia uses the term °‘shall’ to indicate those
requirements that have to be met if one wants to be in compliance with the objectives and
intent of the Standard in question. However, nothing in this Australian Standard is required
by law in any Australian jurisdiction, unless the Australian Standard has been specifically
incorporated by an Act of regulation in the jurisdiction.

The Commonwealth, State and Territory governments may choose to incorporate this
Australian Standard into their occupational health and safety law. The exact manner of
incorporation will determine whether the whole document is incorporated or whether
specific sections or provisions of the Australian Standard are incorporated. The manner of
incorporation will determine which of the Standard’s requirements (‘shall’ statements) have
been made a legal requirement in a jurisdiction. As a general principle, where an Australian
Standard is incorporated by a regulation, the legal status of the Standard’s requirements and
recommendations is made clear by the incorporation provisions of the regulation.

Thus, the requirements (‘shall’ statements) in an Australian Standard are not mandatory for
legal purposes unless incorporated specifically by an Act or regulation. Readers will need to
refer to their jurisdiction’s law to determine which parts of the Australian Standard (if any)
have been incorporated and the manner of incorporation.

Jurisdictions may also choose to incorporate this Australian Standard (either in whole or in
part) in an Approved Code of Practice made under OH&S law. The purpose of the
Approved Codes of Practice is to provide practical guidance to persons on how to comply
with their obligations under the enabling OH&S Act or regulations made under the Act.
Incorporation of this Standard in an Approved Code of Practice has the effect of making the
Standard form part of the Code; that is, part of the guidance on how to comply with the
provisions of the Act or regulation to which the Code is giving practical guidance. The
provisions in a Code, however, are not mandatory. That is, a person may choose to comply
with the relevant provisions of the Act or regulation in some other way, provided that the
alternative method used also fulfils the requirements of the Act or regulations.

Readers will need to refer to their jurisdiction’s Approved Codes of Practice to determine
which parts of this Australian Standard (if any) have been incorporated into Codes of
Practice and the manner of incorporation.

Published Standards in the series are:

AS

2550 Cranes, hoists and winches—Safe use

2550.1  Part 1: General requirements

2550.3  Part3: Bridge, gantry, portal (including container cranes), jib and monorail
cranes

25504  Part4: Tower cranes

2550.5  Part5: Mobile cranes

2550.6  Part 6: Guided storing and retrieving appliances

2550.7  Part 7: Builders’ hoists and associated equipment
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AS

2550.10
2550.11
2550.13
2550.15
2550.16

AS/NZS
2550.9

Part 10:
Part 11:
Part 13:
Part 15:
Part 16:

Part 9:

Elevating work platforms
Vehicle-loading cranes
Building maintenance units
Concrete placing equipment
Mast climbing work platforms

Vehicle hoists

AS 2550.20—2005

The term ‘informative’ has been used in this Standard to define the application of the
appendix to which it applies. An ‘informative’ appendix is only for information and

guidance.
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STANDARDS AUSTRALIA

Australian Standard
Cranes, hoists and winches—Safe use

Part 20: Self-erecting tower cranes

SECTION 1 SCOPE AND APPLICATION

1.1 SCOPE

This Standard specifies the requirements for the safe use of self-erecting tower cranes.

1.2 APPLICATION

This Standard shall be applied for the safe use of self-erecting tower cranes as defined in
Clause 1.4.2.

This Standard is complementary to AS 2550.1, but the requirements given herein shall take
precedence over the corresponding requirements given in that document.

NOTE: Examples of self-erecting tower cranes are given in Appendix A.

1.3 REFERENCED DOCUMENTS
The following documents are referred to in this Standard:

AS
1318 Use of colours for the marking of physical hazards and the identification of certain
equipment in industry

1418 Cranes, hoists and winches
1418.1 Part 1: General requirements
1418.4 Part4: Tower cranes

2549 Cranes (including hoists and winches)—Glossary of terms

2550 Cranes, hoists and winches—Safe use
2550.1 Part 1: General requirements

AS/NZS

1891 Industrial fall-arrest systems and devices
1891.1 Part 1: Safety belts and harnesses

1891.2 Part2: Horizontal lifeline and rail systems
1891.3 Part3: Fall-arrest devices

1891.4 Part4: Selection, use and maintenance

3000 Electrical installations (known as the Australian/New Zealand Wiring Rules)

ISO
12482 Cranes—Condition monitoring
12482-1 Part 1: General

1.4 DEFINITIONS
For the purpose of this Standard, the definitions given in AS 1418.4, AS 2549, AS 2550.1

and those below apply. Documents
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1.4.1 Competent person

A person who has acquired through training, qualification, experience or a combination of
these, the knowledge and skill enabling that person to correctly perform the required task.

1.4.2 Self-erecting tower crane
A tower crane—

(a) whose erection and dismantling processes are an inherent part of the crane’s function;
and

(b) that has a tower element and a boom or jib element that ordinarily remain fully
assembled and part of the crane during transport from one place to another place.

1.4.3 Shall

Indicates that compliance with a statement is mandatory for compliance with the objectives
and intent of this Standard.

NOTE: See Preface.
1.4.4 Should
Indicates a recommendation.
1.4.5 Weathervane

A feature of a self-erecting tower crane where the wind is able to slew the crane when out
of service so that the boom provides the least resistance to the wind.

1.5 INSTRUCTIONS

Instructions shall be prepared, maintained and made readily available to the appropriate
personnel, to ensure the safe use of the crane. Such instructions shall include the
manufacturer’s instructions, recommendations and specifications where available or where
any of these instructions, recommendations and specifications are not available from the
manufacturer or are deemed inappropriate, they shall be drawn up by a competent person.
All instructions shall be not less than those specified in this Standard.
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SECTION 2 PLANNING

2.1 GENERAL

Planning for the safe use of self-erecting tower cranes shall be in accordance with
AS 2550.1 and this Standard.

2.2 MATTERS TO BE CONSIDERED

At appropriate stages during planning, the following matters shall be considered, where

applicable:

(a) Lightning protection.

(b) Appropriate earthing for the conditions, e.g., static electricity build-up due to

electromagnetic radiations (EMRs) or wind.

(c) Site access and crane siting.

(d) Safety of personnel.

e) Protection and safety of public.

yolp
Proximity of above- and below-ground services, e.g., power, gas, water.
y g g, p g
) (g) Procedures for the erection of the crane.
£ (h)  Procedures for lifting operations.
c
%’ (i)  Type of crane control, i.e., cabin, remote or both.
E (j) Operator position when controlling the crane remotely, in particular, access around
3 the site and the need to maintain visual contact with the crane.
©
>
g (k)  Procedures for the folding of the crane as required by the manufacturer.
c
g () Procedures for the folding and unfolding of the crane at a specific site prior to, during
g and at the completion of its use.
)
[S]
= (m) Selection of competent persons.
£
3 (n) Training of personnel to adequate competency levels for the specific model of crane.
o
E (o) Communications system(s).
o
¢ (p) Weather conditions, e.g., anticipated wind speeds, rainfall and temperature range.
=
§ (q) Ground conditions and support surface or structure or both.
c
n;: (r)  Proximity of excavations.
% (s)  Selection of lifting gear to the appropriate Australian Standard.
E (t)  Personal protective equipment.
% (u) Emergency procedures.
> . s L .
2 (v)  The documentation of work procedures where the lifting operation is not of a routine
i) type.
S (w) Consultation and coordination with other groups working in the area.
s
B (x) Night operations.
e}
% (y) Access for servicing.
§ (z) Interface with other plant.
Documents
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