
 

 

AS 2560.2.1—2003 

Australian Standard™ 

Sports lighting 

Part 2.1:  Specific applications—
Lighting for outdoor tennis 

A
S
 2
5
6
0
.2
.1
 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 2560.2.1-2003

http://www.avadocuments.com/doc/as-2560-2-1-2003
http://www.avadocuments.com/doc/as-2560-2-1-2003


 

 

 

This Australian Standard was prepared by Committee LG-009, Sports lighting. It 
was approved on behalf of the Council of Standards Australia on 13 January 2003 
and published on 24 February 2003. 

 

The following are represented on Committee LG-009: 

Association of Consulting Engineers Australia 

Australian Electrical and Electronic Manufacturers Association 

Confederation of Australian Sport 

Department of Tourism, Sport and Racing (Qld) 
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Illuminating Engineering Society of Australia and New Zealand 
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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards 
Australia web site at www.standards.com.au and looking up the relevant Standard 
in the on-line catalogue. 

Alternatively, the printed Catalogue provides information current at 1 January each 
year, and the monthly magazine, The Australian Standard, has a full listing of 
revisions and amendments published each month. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief 
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW 
2001. 

 

This Standard was issued in draft form for comment as DR 00197.
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PREFACE 

This Standard was prepared by the Standards Australia Committee LG-009, Sports 

Lighting, to supersede AS 2560.2.1—1982, Lighting for outdoor tennis.  

It forms part of the AS 2560 series, which is as follows: 

AS  

2560 Sports lighting 

2560.1 Part 1: General principles 

2560.2 Specific applications 

2560.2.1 Part 2.1 Lighting for outdoor tennis (this Standard) 

2560.2.2 Part 2.2: Lighting of multipurpose indoor sports centres 

2560.2.3 Part 2.3: Lighting for football (all codes) 

2560.2.4 Part 2.4: Lighting for outdoor netball and basketball 

2560.2.5 Part 2.5: Specific recommendations—Swimming pools 

2560.2.6 Part 2.6: Specific recommendations—Baseball and softball 

2560.2.7 Part 2.7: Specific recommendations—Outdoor hockey 

2560.2.8 Part 2.8: Specific recommendations—Bowling greens 

The AS 2560 series does not include consideration of the lighting necessary for television 

broadcasting because specialist advice is normally required for such installations and, in 

any event, there are international recommendations on this subject. (Refer to CIE 

Publication No 83, Guide for the lighting of sports events for colour television and film systems, 

International Commission on Illumination (CIE), Vienna, 1989.) 

The proper application of this Standard will require reference to AS 2560.1 for the definitions of 

various technical parameters and the explanation of basic concepts and principles. 

In the preparation of this Standard consideration was given to the following documents: 

(a) Tennis Australia, National technical instruction No. 1 for outdoor tennis. 

(b) The recommendations of the International Tennis Federation, Guide to the Artificial 

Lighting of Tennis Courts. 

(c) The recommendations of CIE Publication No 42, Lighting for tennis. 

The significant changes that have been introduced in this document include the following: 

(i) In conjunction with AS 2560.1, the replacement in some cases of recommendations 

with requirements that must be met to claim compliance with this Standard. 

(ii) The introduction of new illuminance levels, a second uniformity ratio and glare rating 

requirements. 

(iii) The introduction of specific locations of illuminance calculation and measurement 

points and glare calculation observer points. 

(iv) The deletion of references to designs based on obsolete technology. 
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STANDARDS AUSTRALIA 
 

Australian Standard 

Sports lighting 
 

Part 2.1:  Specific applications—Lighting for outdoor tennis 
 

1   SCOPE 

This Standard contains recommendations and requirements specific to the lighting of 

outdoor tennis courts (the requirements refer to methods of assessment and measurement 

and levels of performance). 

This Standard deals with training and play up to competition level, and takes into account 

spectator viewing requirements associated with these levels of play. 

This Standard does not address the amenity and emergency lighting which may be required 

in public areas associated with tennis court complexes. 

Additional recommendations and requirements applicable to all sports venues, including 

those for outdoor tennis, are contained in AS 2560.1. 

Recommendations and requirements applicable to lighting for indoor tennis are provided in 

AS 2560.2.2. 

This Standard does not detail the special requirements of lighting for colour television 

broadcasting. 

This Standard makes recommendations, but does not set requirements, regarding obtrusive 

light released into the environment from sports lighting installations (see Clause 11). 

2   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard. 

AS  

2560 Guide to sports lighting 

2560.1 Part 1:  General principles 

2560.2 Part 2:  Specific applications 

2560.2.2 Part 2.2: Lighting of multipurpose indoor sports centres 

4282 Control of the obtrusive effects of outdoor lighting 

AS/NZS  

3827 Lighting system performance—Accuracies and tolerances 

CIE  

83 Guide for the lighting of sports events for colour television and film systems 

112 Glare evaluation system for use within outdoor sports and area lighting 

3   DEFINITIONS 

For the purpose of this Standard, the definitions given in AS 2560.1 as qualified below for 

the specific case of tennis courts apply. Some critical definitions are also repeated in this 

Standard. 
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3.1   Maintained illuminance (Em) 

The defined level below which the average illuminance on the reference plane of a lighting 

system is not allowed to fall.  

NOTES:  

1 It is the minimum illuminance at which maintenance is to be carried out.  

2 The term applies to horizontal or vertical illuminance. 

3.2   Maintained value 

The value of any relevant parameter (e.g. lamp lumen output, uniformity) as it would be 

when average illuminance equals Em. 

3.3   Principal playing area (PPA) 

All sections of the court surface within and including the base lines and sidelines. (Refer 

also to Figure 1.) 

3.4   Shall 

Indicates a mandatory requirement. It is necessary that such requirements be followed 

strictly in order to comply with this Standard. 

3.5   Should 

Indicates a recommendation. It is not necessary that such recommendations be followed in 

order to comply with this Standard. 

3.6   Total playing area (TPA) 

An area of the playing surface, centred on and larger than the PPA. For any court or court 

complex, the final dimensions are advised by the court designer. (Refer also to Figure 1.) 

4   PARTICULAR VISUAL REQUIREMENTS 

The fundamental requirement of a tennis lighting installation is the control of the brightness 

of the ball and the background against which it is viewed to the extent that the ball is 

visible regardless of its location and speed. 

During the course of a tennis match, players move rapidly around the court in many 

directions, and are required to look in virtually all directions. The background against 

which the ball is viewed by players or spectators comprises all surfaces or space above, 

below and on all sides of each player's position. 

In addition, the tennis ball can attain very high speeds over relatively short distances, so 

that the time available to accurately sight and judge the flight path and speed of the ball in 

order to play the correct stroke is limited. 

The visual tasks of the participants, (both players and officials) are consequently very 

demanding and if these tasks are to be adequately performed the available light conditions, 

whether natural or artificial, must allow each participant’s visual perception to be 

accomplished confidently without stress or strain. 

5   GENERAL DESIGN OBJECTIVES 

The main objectives of a lighting installation intended to provide an adequate visual 

environment for tennis are as follows: 

(a) Provision of a level of illumination appropriate to the class of play and the number of 

spectators (see Clause 6 and AS 2560.1). 

(b) Provision of an appropriate uniformity of illumination of the ball throughout its flight 

(see Clause 7). 

(c) Provision of appropriate background contrasts (see Clause 8). 
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(d) Control and restriction of glare (see Clause 9). 

(e) Addressing environmental considerations (see Clause 11). 

6   ILLUMINANCE LEVELS 

6.1   General 

The values of illuminance acceptable for outdoor tennis for the various levels of play are 

generally lower than those which apply for indoor tennis. While this results in a more 

economical installation, visual conditions comparable to those experienced in indoor tennis 

can be achieved because of the improved contrast between the court and its unlit surrounds. 

This Standard specifies requirements for horizontal illuminance only. It does not explicitly 

address vertical illuminance immediately above the playing surface nor illumination of the 

ball on medium and high trajectory paths. 

While it has been found that complying levels of horizontal illumination relevant to the 

PPA and TPA surfaces will generally provide adequate vertical illumination to a minimum 

of 1.5 m above the playing surface, adequate illumination of the ball while at heights 

substantially above this can usually be achieved by addressing the following design 

considerations: 

(a) Design of the lighting envelope such that the ball does not leave it while in play. 

(b) Illumination of the ball from several directions at all times, including from below 

(usually by reflected light). 

(c) Control of backgrounds so as to provide good contrast at all times. 

(Refer also to Clause 8.1) 

6.2   Allowance for depreciation 

Allowance shall be made for the progressive reduction in the illuminance provided by the 

installation which will occur as the result of lamp lumen depreciation (LLD) and luminaire 

dirt depreciation (LDD).  

The extent of the allowance required will depend on the type of lamp selected, location of 

the installation and the cleaning and lamp replacement cycles adopted. (Refer to the 

relevant Clauses in AS 2560.1 for information on determining the quantities.) 

The combined effect of these allowances will determine the illuminance required to be 

provided initially by the installation in order to ensure that the maintained illuminance 

required by Table 1 can be provided at all times (refer to Clause 3). 

6.3   Measurement and calculation detail 

6.3.1   Height above playing surface 

All measurements or calculations of horizontal illuminance levels, including those for 

horizontal illuminance uniformity, shall be made at 1 m above the level of the playing 

surface.  

6.3.2   Calculation grid 

To check the conformance of the lighting design with the relevant illuminance parameters 

by means of calculation, the illuminance levels shall be calculated at the following points: 

(a) For the PPA: at 65 points set out in a 5 × 13 grid at 2 m spacings. (Refer to Figure 1.) 

(b) For the TPA: at 115 points set out in a modified 7 × 17 grid at 2 m spacings. (Refer to 

Figure 1.) 
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