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AS 2610.1/Amdt 1/2011-09-12 

STANDARDS AUSTRALIA 
 

Amendment No. 1 

to 

AS 2610.1—2007 

Spa pools 

Part 1: Public spas 
 

REVISED TEXT 

The 2007 edition of AS 2610.1 is amended as follows; the amendment(s) should be inserted in the appropriate 

place(s). 

SUMMARY: This Amendment applies to the Preface, Clauses 1.2, 1.3.16, 1.3.18, 1.3.19, 1.3.21, 1.3.26, 1.3.29 

and 2.10, Figures 2.2 and 2.3, and Appendix B. 

Published on 12 September 2011. 

 

Preface 

Delete Item (c). 
 

Clause 1.2 

Delete ‘and filtration’ from the part title of AS 1926.3. 
 

Clause 1.3.16 

Delete the definition and replace with the following: 

As defined in AS 1926.3. 
 

Clause 1.3.18 

Delete Clause 1.3.18. 
 

Clause 1.3.19 

Delete the definition and replace with the following: 

Any spa pool that is designated as a ‘public spa’ by any State Act, Regulation or regulatory 

body. 
 

Clause 1.3.21 

Delete the term and definition and replace with the following: 

1.3.21   Inlets 

As defined in AS 1926.3. 
 

Clause 1.3.26 

Delete Clause 1.3.26.  
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Clause 1.3.29 

Delete Clause 1.3.29. 
 

Clause 2.10 and Figures 2.2 and 2.3 

Delete Clause 2.10 and Figures 2.2 and 2.3 and replace with the following: 

2.10   INLETS, OUTLETS AND PIPING  

2.10.1   General 

Spa pool inlets and outlets shall be arranged so as to provide uniform circulation of water 

throughout the spa pool to maintain a uniform distribution of disinfectant. 

2.10.2   Fitments 

All skimmers, skimming devices and outlet covers shall be provided and installed in 

compliance with AS 1926.3. 

2.10.3   Force of jets 

The jet outlet system shall be designed and operated such that the flow rate of both water 

and air through the outlets does not exceed the manufacture’s recommended flow. 

2.10.4   Piping 

Spa pool piping shall comply with the relevant requirements of regulatory authorities for 

piping for potable water and chlorinated water. Unplasticized PVC (UPVC) piping shall 

comply with AS/NZS 1477. Polyethelene piping shall comply with AS 1159. Acrylonitrile 

butadiene styrene (ABS) pipe and its fitting shall comply with AS/NZS 3518. Specialized 

proprietary equipment need not comply with these requirements. 

Piping subject to freezing conditions shall be sloped for adequate drainage and supported at 

intervals sufficiently close so that sagging between supports will not trap water. 

Provision shall be made for expansion and contraction of pipes. 
 

Appendix B 

In the fifth paragraph delete ‘should be equal to’ and replace with ‘needs to be equal to’. 
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