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Review of Australian Standards. To keep abreast ofprogress in industry, Australian Standards are subject
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amendments thereto.
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RECONFIRMATION NOTICE 

Technical Committee CH-01 0 has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been 

determined that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the 

original date of publication.  Users  are advised to  ensure that they are using the latest 

versions  of such documents  as  appropriate,  unless  advised otherwise in this  

Reconfirmation Notice.  
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reconfirmation on 27  June 201 6.  

The following are represented on Technical  Committee CH-01 0:  

Australian Aluminium Council

Bureau of Steel  Manufacturers  of Australia

International  Copper Association Australia

International  Precious  Metals  Institute

National Association of Testing Authorities  Australia 

Full document details: AS 2612-1997 (2016)

http://www.avadocuments.com/doc/as-2612-1997-2016
http://www.avadocuments.com/doc/as-2612-1997-2016


 

 

NOTES  

Full document details: AS 2612-1997 (2016)

http://www.avadocuments.com/doc/as-2612-1997-2016
http://www.avadocuments.com/doc/as-2612-1997-2016


AS 261 2—1 997

Austral ian Standard®

Aluminium and aluminium alloys—
Sampling for chemical and
spectrochemical analysis

Originated as AS 2612—1983.
Second edition 1997.

PUBLI SHED BY STANDARDS AUSTRALIA
(STANDARDS ASSOCIATION OF AUSTRALIA)
1 THE CRESCENT, HOMEBUSH , NSW 21 40

ISBN 0 7337 1 303 3

Full document details: AS 2612-1997 (2016)

http://www.avadocuments.com/doc/as-2612-1997-2016
http://www.avadocuments.com/doc/as-2612-1997-2016


AS 2612—1997 2

PREFACE

This S tandard was prepared by the Joint S tandards Australia/Standards New Zealand

Committee CH/10 on the Analysis of Metals to supersede AS 2612—1983.

This Standard is the result of a consensus among representatives of the Joint Committee

to produce it as an Australian S tandard.

The objective of this S tandard is to update procedures in accordance with technological

developments for the methods of sampling aluminium and aluminium alloys for chemical

and spectrochemical analysis.

Sampling is the major source of variation in the determination of metals content of an

alloy or the pure metal. S ampling personnel are required under this Standard to follow

prescribed sampling procedures. These procedures may be varied provided that the

analytical laboratory has demonstrated that the analyte concentrations determined in the

product of the alternative sampling procedure are comparable with that of the bulk.

The Committee recognized that there is considerable variation in the types of moulds

available and in current use for the provision of the ideal sample. Though vacuum moulds

may provide an improved sample compared with book and centre-pour moulds, they are

not widely used in Australia. They have not been included in the scope of this Standard.

Book moulds have been omitted due to their lack of use.

Numbers of samples and sampling frequency are also considered outside of the scope of

this S tandard.

© Copyri ght STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyri ght Act allows and except where provided for below no publi cati ons or software produced by Standards Australia may be
reproduced, stored in a retri eval system in any form or transmitted by any means without prior permission in wri ti ng from
Standards Australi a. Permission may be conditi onal on an appropriate royalty payment. Requests for permission and informati on
on commercial software royalt ies should be directed to the head offi ce of Standards Australia.

Standards Australia wil l permit up to 1 0 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wi ll also permit the inclusion of i ts copyri ght material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that materi al used is from the current editi on of the Standard and that i t is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of materi al in pri nt form or in computer software programs to be used commercially , with or without payment, or in
commercial contracts is subject to the payment of a royalty . This policy may be vari ed by Standards Australia at any time.
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