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This Australian standard was prepared by Committee ME/49, Oil and Gas Measure-
ment. It was approved on behalf of the Council of the Standards Association of
Australia on 7 July 1983 and published on 5 September 1983.

The following interests are represented on Committee ME/49:
Australian Gas Association
Australian Institute of Petroleum Limited
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Australian Liquefied Petroleum Gas Association
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CSIRO, Division of Applied Physics
Department of Industry and Commerce
Department of Mines and Energy, S.A.
Department of Minerals and Energy, Vic.
Department of Resources and Energy
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The Pipeline Authority

Review of Australian Standards. To keep abreast of progress inindustry, Australian Standards are subject
to periodic review and are kept up to date by the issue of amendments or new editions as necessary. It is
important therefore that Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Australian Standards and related publications will be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The Australian
Standard’, which subscribing members receive, and which gives details of new publications, new editions
and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards Australia,
are welcomed. Notificationof any inaccuracy or ambiguity found in an Australian Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This standard was issued in draft form for comment as DR 82030.
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AS 2652—1983 (Reconfirmed) 2016-06-03

STANDARDS AUSTRALIA

RECONFIRMATION

OF
AS 2652—1983
Liquid hydrocarbons—Volumetric measurement by displacement meter systems
other than dispensing pumps

RECONFIRMATION NOTICE

Technical Committee ME-049 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been
determined that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the
original date of publication. Users are advised to ensure that they are using the latest
versions of such documents as appropriate, unless advised otherwise in this
Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 23 December 2015.

The following are represented on Technical Committee ME-049:

Australian Institute of Petroleum

Australian Petroleum Production and Exploration Association
Institute of Instrumentation, Control and Automation Australia
National Association of Testing Authorities Australia
National Measurement Institute
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PREFACE

This standard was prepared by the Association’s Committee on Oil and Gas Measure-
ment.

The standard is based on International standard ISO 2714 — 1980 with which it
is technically identical. Minor editorial changes have been made where required so that
the standard is consistent with SAA format.

Displacement meters measure by separating a liquid into discrete volumes and
counting the separated volumes. Such meters carry through their measuring elements
a theoretical swept volume of liquid plus the slippage for each stroke, revolution, or
cycle of the moving parts. The volume registered must be compared with a known
volume by proving.

This standard has been prepared as a guide for persons concerned with the design,
installation, operation, and maintenance of metering systems having one or more
displacement meters. Its content is common to all displacement meters. A typical
arrangement of a meter station with three displacement meters is shown in
Appendix A.

Information on turbine meters appears in AS 2651, Liquid Hydrocarbons —
Volumetric Measurement by Turbine Meter Systems. Future standards, both national
and international, will deal with other types of meters, accessory equipment, provers
and proving, the calculation of petroleum quantities, and specialized applications of
metering assemblies containing displacement meters.

© Copyright — STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in writing from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information on
commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.
Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.
Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.
The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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