AS 2676.2:2020

020¢C:C'949C SV

A Australian

V) STANDARD

Guide to the installation, maintenance,
testing and replacement of secondary
batteries in buildings

Part 2: Sealed cells

STANDARDS

[ Australia
\‘

Documents

Document Sharing Hub

Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

AS 2676.2:2020

This Australian Standard® was prepared by EL-005, Secondary Batteries. It was approved
on behalf of the Council of Standards Australia on 6 April 2020.

This Standard was published on 17 April 2020.

The following are represented on Committee EL-005:
Australasian Fire and Emergency Service Authorities Council
Australian Industry Group
Clean Energy Council
Communications, Electrical and Plumbing Union — Electrical Division
Consumers Federation of Australia
CSIRO
Electrical Compliance Testing Association of Australia
Electrical Regulatory Authorities Council
Energy Networks Australia
Energy Storage Council
Engineers Australia
International Copper Association Australia
Joint Accreditation System of Australia & New Zealand
Master Electricians Australia

This Standard was issued in draft form for comment as DR AS 2676.2:2018.

Keeping Standards up-to-date

Ensure you have the latest versions of our publications and keep up-to-date about
Amendments, Rulings, Withdrawals, and new projects by visiting:
www.standards.org.au

ISBN 978 1 76072 813 7 Documents

Document Sharing Hub

Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

Full document details: AS 2676.2-2020

AS 2676.2:2020

A Australian

V) STANDARD

Guide to the installation, maintenance,
testing and replacement of secondary
batteries in buildings

Part 2: Sealed cells

First published as AS 2676.2—1992.
This edition 2020.

COPYRIGHT
© Standards Australia Limited 2020

All rights are reserved. No part of this work may be reproduced or copied in any
form or by any means, electronic or mechanical, including photocopying, without the
written permission of the publisher, unless otherwise permitted under the Copyright
Act 1968 (Cth).

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

AS 2676.2:2020 ii

Preface

This Standard was prepared by the Standards Australia Committee EL-005, Secondary batteries to
supersede AS 2676.2—1992, Guide to the installation, maintenance, testing and replacement of secondary
batteries in building, Part 2: Sealed cells.

The objective of this Standard is to set out minimum requirements and provide guidance for the
installation, maintenance, testing and replacement of sealed secondary batteries (either valve-regulated
or gastight) permanently installed in buildings, structures or premises.

It also provides guidance to determine when batteries should be replaced.

This Standard covers secondary batteries with a nominal voltage of 24 V or greater, and a capacity
exceeding 10 A.h at the 1 h rate. It includes batteries comprising sealed lead-acid cells and alkaline cells
(such as nickel-cadmium cells).

This Standard covers requirements for components of the d.c. system of which the battery is a part,
where these components comprise an essential part of the d.c. system.

This Standard covers sealed cells only. The installation and maintenance of vented cells are covered by
AS 3011.1 and AS 2676.1.

The major changes in this edition are as follows:

(@ Scope aligned to complement AS/NZS 5139.

(b) Important requirements established in text.

(9} Battery terminal connection requirements aligned with AS 3011.2.
(d) Battery protection requirements aligned with AS 3011.2.

(e) Layout, location and ventilation requirements aligned with AS 3011.2.
() Cell voltage test added to commissioning checks.

(g) Requirement for safety signs for open flames and smoking removed.
(h) Requirement for undefined emergency related signs removed.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices to which they apply. A “normative” appendix is an integral part of a Standard, whereas an
“informative” appendix is only for information and guidance.

Documents

Document Sharing Hub

© Standards Australia Limited 2020
Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

iii AS 2676.2:2020

Contents
PIEEACE ........ooccoee e85 555858585585555 8 8858555 ii
IIMETOUICEIONL. ... 8885 vi
T SCOPE AN BEIETQAL ..o 1
1.1 Scope
1.2 AP PIICATION e 1
1.3 INOTIMNATIVE TEFETEIICES ...oooo oo 1
1.4 Terms and defINTTIONIS ...t 1
2 Design considerations for direct current systems using batteries
2.1 GOIIETAL oo
2.2 Battery size and type (nominal voltage and rated capacity)
2.3 Method of CONNECHION ..o
2.4 Operating conditions
2.5  Battery ShOrt-CIrCUIT CUTTEIT ..o
2.6 VOILA@E ATOP oottt
2.7 Connection between battery and direct current switchboard
2.7.1 GEIIETAL e e
2.7.2 Cables......
2.7.3 Busbars.....

2.7.4 Busways
2.8 Direct current switchboards

2.9 Terminals and COMMECTOTS. ...
2.10 Direct current systems — earthing and earth-fault detection
770 R S D= o B 2= 101 (ol U Yo=Y o) o V00000 OO

2.12
2.13
2.14

3 Battery aCCOMIMOUAATION ...
3L GEIIETAL e
3.2 LaYOUL QNA IOCATIOM ..ot
3.3 Ventilation..........c......
3.3.1 General.....
3.3.2 Rate of ventilation......
3.3.3 Chargingrate............
3.3.4 Method of ventilation...
3i4 ACCESS oo
Bu4 T GOIIETAL oot
3.4.2 Battery rooms or areas restricted to authorized personnel
343 BatteIY ENCIOSUIES ..o
3.5 FLOOT T0AAINES ..ot
3.6 Battery enclosure construction...
3.7 Lighting and power ...
3.8 Safety signs ...
3.9 Arrangement of cells or monobloc
3.10  BATEETY STANAS oottt
G CRATZIIIE ..o
4.1 General......
4.2 Charging parameters..
4.3 CRATGING I ..o
5 Installation and COMMUESSIOMIIIG ... 14
5.1 Receipt inspection
5.2 UNIPACKIIIZ oo
5.3 SEOT@EE .

Documents

Document Sharing Hub

Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

AS 2676.2:2020 iv

5.4 Mounting and connection

5.5 Commissioning..................
5.5.1 [Initial charge......
5.5.2 INEEI-CEIL VOILAZE ..o 16
LTRSS TR =0 0] 01020 oL I Y S 16
5.5.4 Cell voltage test

5B RECOTAS ..o e85

6 Inspection and MAINEEIATICE. ...

6.1 Inspection..........
6.1.1 General..
6.1.2 Test equipment
6.1.3  INSPECtiON SCHEAULE ..o
6.1.4  PerfOrTANCE TESTS ..o
6.1.5 Abnormal conditions

6.2 RECOTAS ..o

6.3 Pilotcells.....
6.4 Maintenance
6.4.1 Routine maintenance

6.4.2  Level Of flOat VOILAZE ...
6.4.3  CLl VOITAGE ...
6.4.4 Cycling of nickel-cadmium Datteries. ... ... 19
T U T@SEIIIG ......ooo etk
7.1 General......

7.2 Capacity test schedule...
7.2.1 Performance...

7.2.2  SEIVICE ...
7.3 Design considerations for a CAPaCItY TS .. ..o 20
7.4 Procedure for battery capacity tests
7.4.1 Type of tesSto .
7.4.2 Initial conditions ...
7.4.3 Testduration.............
7.4.4 Performance test ...
7.4.5 Service test ..
7.5 Battery replacement CTTEEITA ...
L T Y ¥ (- OO
8.1 GEIIETAL ..o
8.2 Protective equipment
8.3 Safety signs ...
B4 PIECAUTIONS ..o
G S 1 =) - 1 OSSO
8.4.2 During installation
8.4.3  DUIING MAINTEIATICE. ...ooocccooieeeeeiieeiie ittt
8.5  Firefighting @QUIPIMENT . ...
Appendix A (informative) A method of determining internal resistance
Appendix B (informative) Typical direct current system earthing................ccen
Appendix C (informative) Typical Battery StaAAS ... 28
Appendix D (informative) Typical direct current system using two batteries ... 30
Appendix E (normative) Initial charging and commissioning of sealed lead-acid batteries........ 31
Appendix F (normative) Initial charging and commissioning of sealed nickel-cadmium
DATEETTIES ...t 32
Appendix G (informative) Typical battery report Sheet............ e 34
Appendix H (normative) PErfOrMAaCe TEST ..............oi oo 36
Documents

Document Sharing Hub

Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

v AS 2676.2:2020

BIDIIOGIAPIIY ... 39

Documents

Document Sharing Hub

Full document details: AS 2676.2-2020


http://www.avadocuments.com/doc/as-2676-2-2020
http://www.avadocuments.com/doc/as-2676-2-2020

AS 2676.2:2020 vi

Introduction

Both the ampere-hour capacity and voltage of battery installations have increased to the point
where some voltages now border on the medium and high voltage range. Even in extra-low voltage
installations, the low internal resistances of batteries under short-circuit conditions can cause severe
injuries to staff working on a battery or cell, or cause fire and explosion.

Tests have shown that batteries of 24 V d.c. and above may present problems in breaking fault currents
and that additional precautions need to be taken to reduce the possibility of accidental short-circuits.

In preparing this Standard, the Committee considered the requirements of both sealed lead-acid cells
and sealed alkaline cells.
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1 AS 2676.2:2020

Australian Standard®

Guide to the installation, maintenance, testing and replacement of
secondary batteries in buildings

Part 2: Sealed cells

1 Scope and general

1.1 Scope

This Standard sets out requirements and provides guidance for the installation, maintenance, testing
and replacement of sealed secondary batteries (either valve-regulated or gastight) permanently
installed in buildings, structures or premises.

This Standard covers secondary batteries with a nominal voltage of 24 V or greater, and a capacity
exceeding 10 A.h at the 1 h rate. It includes batteries comprising lead-acid cells and alkaline cells (such
as nickel-cadmium cells).

This Standard covers requirements for components of the d.c. system of which the battery is a part,
where these components comprise an essential part of the d.c. system.

This Standard covers sealed cells only. The installation and maintenance of vented cells are covered by
AS 3011.1 and AS 2676.1.

NOTE 1 Requirements specifically applicable to the design and installation of extra-low voltage power supplies
that are used by telecommunications carriers in the provision of public telecommunications networks are given
in AS/NZS 3015.

NOTE 2 General installation and safety requirements for battery energy storage systems (BESSs) are given in
AS/NZS 5139.

1.2 Application

This Standard is to be read in conjunction with AS 3011.2.

1.3 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document.

NOTE Documents for informative purposes are listed in the Bibliography.

AS 1170.4, Minimum design loads on structures, Part 4 — Earthquake load

AS 1319, Safety signs for the occupational environment

AS 3011.2, Electrical installations — Secondary batteries installed in buildings, Part 2: Sealed cells
AS/NZS 3000, Electrical installations (known as the Australian/New Zealand Wiring Rules)

AS/NZS 61439.1, Low-voltage switchgear and controlgear assemblies, Part 1: General rules (IEC 61439-1,
Ed. 2.0 (2011), MOD)

1.4 Terms and definitions

For the purpose of this document, the following terms and definitions apply.
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1.4.1

accessible, readily

capable of being reached quickly and without climbing over or removing obstructions, mounting upon a
chair, or using a movable ladder, and in any case not more than 2 m above the ground, floor or platform

1.4.2

authorized personnel

person in charge of the premises, or other person appointed or selected by the person in charge of the
premises, to perform certain duties associated with the battery installation on the premises

Note 1 to entry: There may be additional regulatory requirements that work on low or medium voltage equipment
be undertaken by licensed personnel.

1.4.3

battery

unit consisting of one or more cells connected in a series, parallel or series-parallel arrangement to
supply the voltage and current requirements of the connected load

144

battery enclosure

enclosure containing batteries for use in an area other than a battery room or an area restricted to
appropriately qualified personnel

Note 1 to entry: A battery enclosure may also be used in a battery room.

1.4.5
battery room
room specifically intended for the installation of batteries

1.4.6

battery stand

1.4.6.1

stepped

stand on which containers are placed in rows, the rows being placed at different levels to form a
stepped arrangement

1.4.6.2
tiered
stand on which rows of containers are placed above containers of the same or another battery

1.4.7
boost charge
partial charge generally at a high rate for a short period

1.4.8

capacity

C

quantity of electricity which a fully charged battery can deliver under specified conditions, measured
in ampere hours (A.h)

Note 1 to entry: The capacity of a cell or battery is denoted by the symbol C. As the capacity varies with rate of
discharge, the symbol C is followed by a numerical suffix giving the rate of discharge. Thus C1¢ is the capacity in
ampere hours (A.h) at the 10 h rate of discharge. The specified temperature is usually 25 °C. The final voltage
depends on battery type and conditions of service.

1.4.8.1

actual capacity

quantity of electricity in ampere hours (A.h) that can be withdrawn from a cell or battery for a specific
set of operating conditions including discharge rate, temperature, initial state of charge, age, and
final voltage
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1.4.8.2

rated capacity

quantity of electricity in ampere hours (A.h), declared by the manufacturer, a battery can deliver after a
full charge under specified conditions

Note 1 to entry: The specified conditions are rate of discharge, final voltage and temperature.

1.4.9
capacity test
discharge of a battery to a designated terminal voltage whilst measuring time

1.4.10
cell
assembly of electrodes and electrolyte which constitute the basic unit of a battery

1.4.11

charge/discharge rate

current at which a battery is charged or discharged, expressed in either amperes or as a multiple of the
rated capacity (see Clause 1.4.8) of the battery

Note 1 to entry: If a battery is rated at 500 A.h at the 10 h rate of discharge and is being discharged at a current of
50 4, its discharge rate can be expressed as 0.1C1g

1.4.12

charging

operation during which a battery receives electric energy, which is converted to chemical energy, from
an external circuit

Note 1 to entry: The quantity of electric energy is known as the charge, and is usually measured in ampere hours.

1.4.13

container

container for the plate pack and electrolyte of a cell constructed of a material impervious to attack by
the electrolyte

1.4.14

discharging

operation during which a battery delivers current to an external circuit by the conversion of chemical
energy to electric energy

1.4.15

duty cycle

specified output of voltage or current to be achieved by a battery for a given period followed by a charge
current to restore the battery charge to an acceptable level

1.4.16
electrolyte
liquid or solid substance containing mobile ions which will render the substance ionically conductive

Note 1 to entry: Sulfuric acid (H2SO4) in lead-acid batteries and sodium hydroxide (NaOH) in nickel-cadmium
batteries are examples.

1.4.17

final voltage

cutoff voltage

end voltage

prescribed voltage at which a discharge is considered finished

1.4.18

float charge

permanent connection of a battery to a voltage-regulated d.c. system so that the battery is maintained
fully charged and able to supply power to the system if the normal charging source fflgcuments
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1.4.19
gassing
formation of gas produced by electrolysis

1.4.20
inter-cell connections
connections made between consecutive cells or monoblocs in a battery

Note 1 to entry: This includes connections made between cells or monoblocs located on different rows or tiers,
commonly referred to as inter-row connections

1.4.21
may
indicates the existence of an option

1.4.22
monobloc battery
secondary battery in which two or more cells are fitted in a multi-compartment container

1.4.23

performance test

test of the capacity of a battery carried out in order to compare the capacity of a battery with its rated
value, or a previously measured value

1.4.24

pilot cell

selected cell of a battery which is considered to be representative of the average state of the battery or
part of the battery

1.4.25
prospective fault current
highest level of fault current that can occur at a point in a circuit

Note 1 to entry: This is the fault current that can flow in the event of a zero impedance short-circuit and if no
protective devices operate.

1.4.26

sealed cell

1.4.26.1

gastight

cell which remains closed and does not release either gas or liquid when operated within the limits of
charge and temperature specified by the manufacturer

Note 1 to entry: The cell may be equipped with a safety device to prevent high internal pressure. The cell does
not need addition to the electrolyte and operates during its life in its original sealed state.

1.4.26.2

valve-regulated

cell which is closed under normal conditions but which has an arrangement that allows the escape of
gas if the internal pressure exceeds a predetermined value

Note 1 to entry: The cell does not typically receive addition to the electrolyte.

1.4.27
service life
period of useful life of a battery under specified conditions

1.4.28

service test

special test of the ability of a battery to satisfy the design requirements (battery duty cycle) of
the d.c. system
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1.4.29
shall
indicates that a statement is mandatory

1.4.30
should
indicates a recommendation

1.4.31

shroud

insulated cover to protect the terminals and inter-cell connectors from inadvertent contact by
personnel, and accidental short-circuiting, and to provide protection against corrosion

1.4.32
terminal post
part provided for the connection of a cell or a battery to external conductors

2 Design considerations for direct current systems using batteries

2.1 General

The major considerations in the design of a battery installation are the —
@ size and type of battery; and

(b) ratings and types of switchgear and conductors.

The size and type of battery depend upon the requirements and function of the d.c. system of which the
battery is a part.

The major considerations in switchgear and conductor selection are as follows:

i) Rated operational voltage.

(ii) Rated continuous current of switchgear.

(iii) Rated short-time withstand current.

(iv) Rated making and breaking current of switchgear.

2.2 Battery size and type (nominal voltage and rated capacity)

The following d.c. system requirements determine the selection of battery size and type:

(@ The minimum system voltage.
(b) The maximum system voltage.
(o) The duty cycle.

(d) The design life of the battery.
(e) Environmental conditions.

2.3 Method of connection
Batteries typically consist of a number of identical cells connected in series. The voltage of a series

connection of cells is the voltage of a single cell multiplied by the number of cells. Cells of unequal
capacity shall not be connected in series.
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If cells with capacity great enough to meet the design load and duration requirements of the installation
are not available, then two or more series-connected strings of equal numbers of cells may be connected
in parallel to achieve the desired rated capacity.

The rated capacity of such a battery is the sum of the capacities of a group of cells comprising a single
cell from each of the parallel branches.

Cells of unequal capacity should not be connected in parallel unless this arrangement is recommended
by the manufacturer.

2.4 Operating conditions

The conditions under which a battery is operated affect the capacity of a battery.

Important factors that reduce the capacity of a battery below the rated capacity are as follows:
(@ Low temperatures reduce the actual capacity of a battery below its rated capacity.

(b) A higher rate of discharge than the rate used in specifying rated capacity reduces its
actual capacity.

(0 Maintaining a higher final cell voltage than that used by the manufacturer to determine rated
capacity will result in a decrease in its actual capacity.

NOTE Operation of a battery in ambient temperatures above that used by the manufacturer to specify the life of
the battery may result in reduced battery life.

2.5 Battery short-circuit current

The need for a high discharge current for short periods has resulted in the development of cells with
low internal resistance and high discharge current capability. A typical sealed battery with a nominal
capacity of 200 A.h at the 3 h rate is capable of delivering a short-circuit current in the order of 7 000 A.

Batteries should be accompanied by manufacturer information regarding the applicable sizing of
battery short-circuit protection. If such information regarding the short-circuit protection of a battery
is not available, the prospective fault level at the battery terminals should be considered to be 35 times
the nominal battery capacity at the 3 h rate.

NOTE1 The internal resistance of a cell can be measured by the method provided in Appendix A. The cell short-
circuit current can then be calculated from Equation 2.1:

= & 2.1
N ’
R;
where
Isc = cell short-circuit current, in amperes
Voo = cell open-circuit voltage
R; = cell internal resistance at full charge, in ohms

The short-circuit current rating of a battery consisting of strings of cells in parallel is the sum of the
short-circuit current ratings of a group of cells comprising a single cell from each of the parallel branches.

NOTE 2 A monobloc battery consisting of a number of cells in series can be treated as a single cell for the
purpose of determining short-circuit current rating.
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2.6 Voltage drop

The required maximum voltage drop between the battery terminals and the d.c. load, rather than
current-carrying capacity, will determine the size of the conductors for some installations.

The smallest conductor that can satisfy a maximum voltage drop requirement is the smallest that will
satisfy Equation 2.2:

1000V,
V =— 2.2
¢ LxI
where
Ve = the voltage drop over the route length of the circuit as shown in manufacturers’ tables

for various conductors, in millivolts per ampere metre (mV/A.m)
Vh = maximum voltage drop, in millivolts per ampere metre

L

route length of circuit, in metres

If = fullload current, in amperes
2.7 Connection between battery and direct current switchboard

2.7.1 General

Any cable, busway or busbar forming the connection between a battery terminal and a d.c. switchboard
shall be rated to withstand the prospective short-circuit current which the battery is able to deliver for
a period of at least 1 s.

AS 3011.2 provides requirements for the insulation and identification of outgoing busbars and cables.

2.7.2 Cables

Cables should be effectively clamped and sufficient support provided throughout the length of cables
to minimize sag, and prevent undue strain from being imposed on the cable. Cables shall not be bent
through a radius less than the minimum bending radius specified by the cable manufacturer.

2.7.3 Busbars

Busbars should be insulated throughout their length by an insulating material not affected by corrosive
fumes that may be present in a battery room. Any busbar system supports shall be installed so as not to
restrict access to the battery for the purpose of maintenance.

2.7.4 Busways

Busways are recommended for larger installations because of their modular construction and ease of
installation. They can be suspended from the ceiling of the battery room, leaving greater access area
around the battery.

Busways should be fully enclosed and shall be able to withstand the prospective fault current
without damage.
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