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This Australian Standard was prepared by Committee PL/6, Polyolefin Pipe
Systems. It was approved on behalf of the Council of Standards Australia on
11 February 2000 and published on 3 April 2000.

The following interests are represented on Committee PL/6:

AUSTAP

Association of Rotational Moulders (Australasia)

Australian Association of Certification Bodies

Australian Chamber of Commerce and Industry

Australian Gas Association

CSIRO Building, Construction and Engineering

Gas Association of New Zealand

Institution of Engineers Australia

Irrigation Association of Australia

Local Government New Zealand

Master Plumbers Australia

New Zealand Society of Master Plumbers and Gasfitters

New Zealand Water and Wastes Association

Plastics and Chemicals Industries Association, Australia

Plastics Institute of New Zealand

Water Services Association of Australia

Keeping Standards up-to-date
Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.
Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.
Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.
We also welcome suggestions for the improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, PO Box 1055, Strathfield,
NSW 2135.

This Standard was issued in draft form for comment as DR 98207.
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AS 2698.2—2000 2

PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee PL/6, Polyolefin Pipe Systems, to supersede the 1985 edition.

The objective of this edition is to align the performance requirements of this Standard with
those of AS/NZS 4130, Polyethylene (PE) pipes for pressure applications.

The previous edition of AS 2698.2 had its performance requirements aligned with AS 1159,
Polyethylene pipes for pressure applications which was withdrawn when it was superseded
by AS/NZS 4130.
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