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This Australian Standard® was prepared by Committee CE-012, Aggregates and Rock for 

Engineering Purposes. It was approved on behalf of the Council of Standards Australia on  

11 June 2015. 

This Standard was published on 30 June 2015. 

 

The following are represented on Committee CE-012: 
 

• ARRB Group 

• Ash Development Association of Australia 

• Australasian Procurement and Construction Council 

• Australasian Slag Association 

• Australian Asphalt Pavement Association 

• Australian Chamber of Commerce and Industry 

• Australian Geomechanics Society 

• Austroads 

• Bureau of Steel Manufacturers of Australia 

• Cement Concrete and Aggregates Australia 

• Engineering and Construction Laboratories Association 

• National Association of Testing Authorities Australia 

• Rail Industry Safety and Standards Board 

• The Institute of Quarrying Australia 
 

 

This Standard was issued in draft form for comment as DR AS 2758.7:2015. 

 

Standards Australia wishes to acknowledge the participation of the expert individuals that 

contributed to the development of this Standard through their representation on the 

Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 

systems. To maintain their currency, all Standards are periodically reviewed, and new editions 

are published. Between editions, amendments may be issued. 

 

Standards may also be withdrawn. It is important that readers assure themselves they are 

using a current Standard, which should include any amendments that may have been 

published since the Standard was published. 

 

Detailed information about Australian Standards, drafts, amendments and new projects can 

be found by visiting www.standards.org.au 

 

Standards Australia welcomes suggestions for improvements, and encourages readers to 

notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 

mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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PREFACE 

This Standard was prepared by Standards Australia Committee CE-012, Aggregates and 

Rock for Engineering Purposes. 

This Standard is Part 7 of the AS 2758 series of Standards which covers the specification of 

rocks and aggregates for engineering purposes. The other Parts are as follows: 

Part 0: Definitions and classifications 

Part 1: Concrete aggregates 

Part 2: Aggregate for sprayed bituminous surfacing 

Part 4: Aggregate for gabion baskets and wire mattresses 

Part 5: Asphalt aggregates 

Part 6: Guidelines for the specification of armourstone 

Part 7: Railway ballast (this Standard) 

Part 3 of the AS 2758 series has never been published. 

The objective of this Standard is to provide a basis for specifying requirements for 

aggregates intended for use as railway ballast. 

This revision of AS 2758.7 has introduced the following changes to the 1996 edition: 

(a) Removal of the track classifications. Changes to track loadings and methods of track 

classification in Australia have made the earlier track classifications irrelevant. 

Ballast properties specified are equivalent to the previous ‘H’ classification. 

(b) Removal of wet strength and wet/dry strength variation requirements. 

(c) Inclusion of a graded ballast in the dimensional requirements. 

(d) Inclusion of a weak particle test requirement. 

(e) Inclusion of a testing recommendation for electrical resistivity in the ballast when 

railway signalling systems involve electrical track circuits. 
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