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PREFACE 

This S tandard was prepared by the S tandards Australia Committee on Fire Hydrant
Installations.  It covers percolating and non–percolating delivery fire hose in various grades
according to their intended working pressures and supersedes AS 2792—1985,  Fire
hose—Delivery layflat edition.

For some time a variety of specifications for fire hose have been used by various
organizations.  The committee examined these and accepted their broad principles,  but has
adapted some requirements to suit Australian conditions.

In the preparation of this Standard,  account has been taken of the following documents:

Central Fire Brigades Advisory Council (England and Wales),  Scottish Central Fire Brigades
Advisory Council—Joint Committee on Design and Development of Appliance and
Equipment:  Specification JCDD/1 /1 ,  Requirement specification for non–percolating delivery
hose for fire brigade use (with or without an outer coating or jacket) .

Department of Defence:  DEF(AUST) 5195,  Australian Defence standard for hose,  synthetic
fibre,  rubber lined (fire fighting,  delivery,  38  mm, 50 mm, 63  mm and 70 mm) specification.

New South Wales Fire Brigades:
Requirement specification for non–percolating delivery hose for fire brigade use.

Department of Housing and Construction:
Specification for fire hose.

BS 6391 :  1983,  Non–percolating layflat delivery hoses and hose assemblies for fire fighting
purposes.

Fire hose requires to be constructed to resist high pressures under working conditions.
Consequently the assessment of the performance of hose under various test conditions
specified is intended to be a measure of the reliability of the fire hose during its most arduous
service.

Appendix R which gives a full length kink resistance test has been added to this revision of
the Standard.
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FOREWORD

In the absence of a fixed fire protection system, the most convenient method of delivering water to a fire
is by means of a flexible hose.

The first fire hose was made of leather with longitudinal seams hand-sewn or joined by rivets . This
presented a number of problems including mass, lack of flexibili ty and the difficulty of repairing seams
part way along the length.

Consequently in S cotland around 1850, a more flexible, lighter and seamless hand-woven flax hose was
produced. The maj or disadvantage lay in the slow production rate, but this was overcome by the
development of weaving machines which are now used for the manufacture of hose jackets .

This S tandard is concerned with two types of fire hose commonly known as layflat fire hose, viz
percolating and non-percolating.

Percolating hose may be made from natural fibre, or synthetic fibre, or blends of both which may be
unlined or lined with natural or synthetic material or vulcanized natural rubber lining. Percolating hose is
generally lighter than non-percolating hose of the same size, and because water seeps through the j acket,
the hose provides a degree of self-protection against embers and flame when in use. For this reason
percolating hose is not subject to the heat test. Further, the abrasion test cannot be satisfactorily carried
out on a wet jacket and is not applied to percolating hose. The rate of percolation in a natural fibre hose
is controlled by the swell ing of the fibres as they absorb water. Because synthetic fibres have a lower water
absorption, the rate of percolation is controlled by a thin lining.

The prime reason for using non-percolating hose is to minimize water damage to property from seepage.
It may be used for the application of foam. Because the lining is thicker than in a percolating hose, the
inner surface is smoother, resulting in lower pressure losses due to friction. Where resistance to abrasion
or chemical attack is a factor, coated non-percolating hose should be considered.
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5 AS 2792—1992

STANDARDS AUSTRALIA

Austral ian Standard

Fire hose—Del ivery layflat

SECTION 1 SCOPE AND GENERAL

1.1 SCOPE This S tandard specifies the dimensional and performance requirements for layflat
delivery fire hose of two types, viz percolating and non-percolating, intended for the delivery of
water or foam.

NOTE: Guideli nes for the purchasing of fi re hose are given in Appendix A.

1.2 APPLICATION Layflat delivery fire hose shall comply with the general requirements of
Section 2, and with the performance requirements of S ection 3 .

NOTE: Addit ional requirements, i .e. those propert ies for which requirements may be specified by the purchaser in addit ion
to the requirements of Section 2 and Section 3 , are set out in Appendix B.

1.3 REFERENCED AND RELATED DOCUMENTS A list of the documents referred to and
related to in this S tandard is given in Appendix C.

1.4 DEFINITIONS For the purpose of this S tandard, the definitions below apply.

1.4.1 Coating An external surface application.

1.4.2 Informative An Appendix giving additional information, recommendations, guidelines or
other non-mandatory statements.

1.4.3 Jacket The woven fabric construction of the hose.

1.4.4 Natural fibre Flax, hemp, cotton or a combination of these fibres.

1.4.5 Normative An Appendix which is essential to the understanding of the S tandard.

1.4.6 Synthetic fibre Man-made fibre.

1.4.7 Warp The longitudinal threads of the jacket.

1.4.8 Weft The circumferential threads of the j acket.

1.4.9 Lining A vulcanized natural rubber or synthetic interior surface application.

1.4.10 Percolating hose Hose which is manufactured to allow water permeation through the j acket.

1.4.11 Non-percolating hose Hose which is manufactured to prevent water permeation through the
jacket.

1.4.12 Extruded hose A non-percolating hose consisting of a j acket onto which the lining and
coating are applied by an extrusion process.

1.4.13 Layflat A characteristic of softwall hose which assumes a flattened shape when empty.

1.5 CLASSIFICATION Fire hose shall be classified according to working pressure in accordance
with Table 1 .1 .

TABLE 1.1

CLASSIFICATION OF FIRE HOSE

Class
Working pressure

kPa
Proof test pressure

kPa
Burst pressure
(minimum), kPa

L (Low) 1 000 1 500 2 500

M (Medium) 1 400 2 1 00 3 500

H (High) 2 1 00 3 1 50 5 250
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SECTION 2 GENERAL REQUIREMENTS

2.1 CONSTRUCTION

2.1.1 Percolating hose Percolating hose shall comprise a j acket with or without lining.

2.1 .2 Non-percolating hose Non-percolating hose shall comprise a jacket with one of the following:

(a) A lining.

(b) A lining and a coating.

(c) A lining and coating applied by an extrusion process.

2.1 .3 Jacket The j acket shall be of circular seamless weave of one, or a blend, of the following:

(a) Natural yarns of nominated commercial quality. S uch fibre should be as resistant as possible to
mildew and given special treatment for this purpose, provided that it does not adversely affect the
hose in any way.

(b) Natural or synthetic yarns of evenly and firmly made fibres.

All yarns and fibres shall be free from knots , lumps and irregularities of twist which would impair
performance.

2.1 .4 Lining Any lining shall consist of a vulcanized natural rubber or synthetic elastomer bonded to the
interior surface of the jacket.

2.1 .5 Coating Any coating shall be plastics or elastomeric material and shall be applied so as to form a
protective cover for the jacket.

2.2 INSIDE DIAMETER The inside diameter of a fire hose when dry shall be one of the following sizes
(in mill imetres) and have a tolerance of +1 .5, -0 mm:

25, 38, 51 , 64, 65 , 70, 90, 1 02

NOTE: This range of sizes includes fi re hose which is commonly in use. For future rationali zati on, the preferred sizes of hose are
38, 50, 65, 70 and 90 mm.

2.3 NOMINAL LENGTH The preferred nominal lengths for fire hose supplied in cut lengths shall be
one of the following measurements (in metres) :

25, 30, 36

2.4 MASS The hose shall be as low in mass as possible for its intended duty, and shall not exceed the
values specified in Table 2. 1 .

TABLE 2.1

MASS PER UNIT LENGTH OF HOSE

Inside diameter
mm

Maximum mass per unit
length
kg/m

25
38
51

0.21
0.32
0.49

64/65
70
90

0.62
0.68
0.93

102 1 .20

NOTE: Mass per unit length are maximum values only and a
purchaser may specify l ighter mass values where appropri ate.

2.5 MARKING The following marking shall be indelibly applied to the fire hose, with a material or
method which shall have no deleterious effect on the hose, at intervals such that the marking appears
approximately 1 m from each end of the hose:

(a) Manufacturer’ s name, trade name or trademark.

(b) Month and year of manufacture in four figure notation, e.g. 01 /84.

(c) Inside diameter in millimetres, e.g. 65.

(d) Class according to Table 1 .1 , e.g. L.

Marking shall be in letters not less than 20 mm high and not less than 25 mm spacing between each part
of the information given in Items (a), (b), (c) and (d). Additional markings such as batch numbers may be
included if either the manufacturer or purchaser so desires.

NOTE: Manufacturers making a statement of compli ance with this Australian Standard on a product, packaging, or promoti onal
materi al related to that product are advised to ensure that such compli ance is capable of being veri fi ed.
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