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PREFACE

This standard was prepared by the Association’s Textile Standards Board. It is
identical with and has been reproduced from the International standard ISO 4916,
drawn up by ISO/TC 38, Textiles.

The standard covers a classification and terminology of seam types. It embodies
designation numbers to define different configurations of seams using single or
multi-component fabric systems as indicated in the introduction.

This document should be of value in the defining of seam types in textile product
manufacturing industries.

For the purpose of this Australian Standard, the text of the ISO standard used
should be modified as follows:

(a) Terminology: The words ‘Australian Standard’ should replace the words
‘International Standard’ wherever they appear.

(o) Decimal sign: A dot on the line should replace the comma wherever it appears
as a decimal sign.

(c) Cross-reference: The referencesto International Standards should be replaced
by references to Australian Standards as follows:

Reference to International Standard Appropriate Australian Standard

ISO 4915, Textiles—Stitch types—  AS 2860, Textiles—Stitch Types—
Classification and terminology Classification and Terminology
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AUSTRALIAN STANDARD

Textiles — Seam types —
Classification and
terminology

0 Introduction

This classification of stitched seams should provide
valuable information for purchasing officers, garment
manufacturers, machine manufacturers, students and
others. The document primarily provides a descriptive
guide for purposes of identification and ease of reference.

Stitched seams, for the purpose of this International
Standard, consist of a sequence of stitch types as defined
in ISO 4915, together with a number of components and
their configuration, which appear in this International
Standard.

In order for a seam specification to be meaningful, the
designation of the stitch type has to be added after the
designation of the stitched seam. If two or more stitch
types are used, they should be stated from left to right.

The ISO designations, together with previous national
designations, are listed in the annex.

NOTE — Further seam types which may be developed in the
future should be notified to the secretariat of ISO/TC 38 in order
to obtain, after consultation with ISO/TC 38, the correct
classification.

1 Scope and field of application

This International Standard classifies, illustrates and
designates the various kinds of stitched seams. It is not
intended to be fully comprehensive but to illustrate a
number of the most used seam types. It is applicable to
seams used most particularly in the clothing industry. All
illustrations show the cross-section of the material
configuration only.

This International Standard should be read in conjunction
with ISO 4915.
2 Reference

ISO 4915, Textiles — Stitch types — Classification and
terminology.

3 Definition

seam : The application of a series of stitches or stitch
types to one or several thicknesses of material.
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4 Classification

Stitched seams are divided into eight classes according to
the types and minimum number of components within the
seam. The components are termed as being of “limited” or
“unlimited” width (see 6.3). The characteristics of each
class are shown in the table, and indicated below.

41 Class 1

In this class, seams are produced with a minimum of two
components, both limited on the same side. Any other
component is either similar to one of these two or limited
on two sides.

4.2 Class 2

In this class, seams are produced with a minimum of two
components of which one is limited on one side and the
second on the other side. These two components are
opposite and at different levels and overlap each other.
Any other component is either similar to one of these two
or limited on two sides.

4.3 Class 3

In this class, seams are produced with a minimum of two
components, one of which is limited on one side with the
second, limited on both sides, straddling the edge of the
former. Any other component is similar to one of these
two.

4.4 Class 4

In this class, seams are produced with a minimum of two
components of which one is limited on one side and the
second on the other. These two components are opposite
and on the same level. Any other component is either
similar to one of these or limited on two sides.

4.5 Class5
In this class, seams are produced with a minimum of one

component unlimited on two sides. Any other component
may be either limited on one side, or limited on two sides.
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4.6 Class 6

In this class, seams are produced with only one
component limited on one side (either on the right or the
left).

4.7 Class7

In this class, seams are produced with a minimum of two
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components of which one is limited on one side (on the
right or left) and all others are limited on two sides.

4.8 Class 8
In this class, seams are produced with a minimum of one

component limited on two sides. Any other component is
also limited on two sides.
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Table — Classification of stitched seams

AS 2859—1986
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5 Designation

Each stitched seam is identified by a numerical
designation composed of five digits. These are as follows:

First digit: Classes 1 to 8

Second and third digits: Counting numbers 01 ... 99
to indicate differences in material configuration

Fourth and fifth digits: Further counting numbers
01 .. 99 to indicate differences in location of needle
penetrations or passages and/or mirror images of the
material configuration (as indicated by the second
and third digits)

6 Conventions used in the illustrations

6.1 The illustrations normally indicate only the minimum
number of components needed to construct the seam.

6.2 Material layers are denoted by a heavy line:

6.3 An unlimited material edge is denoted by a wavy line :

N N ]

6.4 A limited material edge is denoted by a straight line :

6.5 The penetration(s) or passage(s) of the needle(s) is
denoted by a straight line, eg.

T b - =

There are two possibilities of passage:

6.5.1 The needle passes through the material, in which
case the line is shown passing through each side of the
material.

g.g. sewn by stitch type(s) 602 or 401.401 e.g. sewn by stitch typels) 606 or 607
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6.5.2 The needle does not pass through, in which case
the line is shown stopping on the material, or at a tangent
to it.

B TN | ¢

€.g. sewn by stitch type 103 e.g. sewn by stitch typels} 503 or 505

6.6 Piping cross-section is denoted by a large dot: @

6.7 All seams are shown as sewn on a machine. In the
case of multiple operations, they are shown as sewn after
the final operation.

6.8 Some examples of numerical designations of seam
types are as follows:

1.01.01/3M 1.01.03(401 503)
or
1.01.01/7401
Qr
1.01.01/804
1,01.04/401 602
- | |
)
| I
1.06.02/301.301 4-0;;01/602
4.01.01/404
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7 lllustrations

Material configuration

Location of needle
penetration or passage
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Location of neadle Numerical
Material configuration penetration or passage designation
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Location of needla Numerical
Material configuration penetration or passage designation
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Location of needle Nurnerical
Material configuration penetration or passage designation
1.18 / /
= /ﬂf(
— D
S ) 1.18.01
]
1.20
/ %/ : ) 1.20.01
i | ,
1.1
==
é/ (C ) 1.21.02
1.2 [;/P
1
—— 1.22.01
1
1.23 I
1.23.01
/ L% 1.23.02
i
1.23.03
Documents

COPYRIGHT
Document Sharing Hub

Full document details: AS 2859-1986 (2016)


http://www.avadocuments.com/doc/as-2859-1986-2016
http://www.avadocuments.com/doc/as-2859-1986-2016

AS 2859—1986 12
[ oeation of needle MNumerical
Matarial configuration penetration or passage designation
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Lacation of neadlo Numerical
Materlal conflguration penstratlon or passage designatlon
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Location of needle Numerical
Material configuration penetration or passage designation

2.04

EE) 2.04.01

(__—E 2.04.02

( ‘ ) 2.04.03

) 2.04.05

GE=s oo

( ) : 2.04.08

Documents

Document Sharing Hub

COPYRIGHT

Full document details: AS 2859-1986 (2016)


http://www.avadocuments.com/doc/as-2859-1986-2016
http://www.avadocuments.com/doc/as-2859-1986-2016

Full document details: AS 2859-1986 (2016)

15 AS 2859—1986
Location of needle I Numerical
Material configuration penetration or passage ! designation
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Location of needle Numaerical
Material configuration penetration or passage designation
2.09 / j
]
@ — l ) 2.09.01

L
¢ =Sue
/LS E -

¢ 7 — Y91 -. 2.11.02

A,

/ = | ™

—_— 2.13.01

LS

——";3:1?_ 2.13.03

r{j é/ ‘_)/ ; P 2801

2.14.02
4

2.13

2.14

215

A —
s =/

COPYRIGHT Documents

Document Sharing Hub

Full document details: AS 2859-1986 (2016)


http://www.avadocuments.com/doc/as-2859-1986-2016
http://www.avadocuments.com/doc/as-2859-1986-2016

17 AS 2859—1986

Lecation of needle Numerical
Material configuration penstration or passage designation

2,16

—)
2.16.01

2.17 / fﬁ
2.17.00

2.19 -
T 2.19.01
C 2.19.02
——
C i 2.19.03
T
—
g: 2.19.04
:;____ 2.20.01
7 A
:S”"_ 2.20.02
_..._._’—
a
R 2.20.03
COPYRIGHT Documents

Document Sharing Hub

Full document details: AS 2859-1986 (2016)


http://www.avadocuments.com/doc/as-2859-1986-2016
http://www.avadocuments.com/doc/as-2859-1986-2016

AS 2859—1986 18

: Location of needle Numerical
Material canfiguration penetration or passage designation
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