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This Australian Standard® was prepared by Committee MN-009, Alumina and Materials used 
in Aluminium Production. It was approved on behalf of the Council of Standards Australia on 
28 July 2010. 
This Standard was published on 28 September 2010 

 

The following are represented on Committee MN-009: 
 

• Australasian Institute of Mining and Metallurgy 
• Australian Aluminium Council 
• Mineral Council of Australia 
• The Royal Australian Chemical Institute 

 

 

This Standard was issued in draft form for comment as DR AS 2879.3. 
 
Standards Australia wishes to acknowledge the participation of the expert individuals that 
contributed to the development of this Standard through their representation on the 
Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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AS 2879.3—2010 (Reconfirmed) 2013-07-18 

STANDARDS AUSTRALIA 
 

RECONFIRMATION  

OF 

 AS 2879.3—2010 

Alumina 

Part 3: Determination of alpha alumina content by X-ray diffraction 
 

RECONFIRMATION NOTICE 

Technical Committee MN-009 has reviewed the content of this publication and in 

accordance with Standards Australia procedures for reconfirmation, it has been determined 

that the publication is still valid and does not require change. 

Certain documents referenced in the publication may have been amended since the original 

date of publication. Users are advised to ensure that they are using the latest versions of 

such documents as appropriate, unless advised otherwise in this Reconfirmation Notice. 

Approved for reconfirmation in accordance with Standards Australia procedures for 

reconfirmation on 9 April 2013. 

The following are represented on Technical Committee MN-009: 
 

Australian Institute of Mining and Metallurgy 

Australian Aluminium Council 

Minerals Council of Australia 

Royal Australian Chemical Institute 
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PREFACE 

This Standard was prepared by the Standards Australia Committee MN-009, Alumina and 

Materials used in Aluminium Production, to supersede AS 2879.3—1991, Alumina, 

Part 3: Determination of alpha alumina content by X-ray diffraction. 

The term ‘informative’ has been used in this Standard to define the application of the 

appendix to which it applies. An ‘informative’ appendix is only for information and 

guidance. 

 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 2879.3-2010 (2013)

http://www.avadocuments.com/doc/as-2879-3-2010-2013
http://www.avadocuments.com/doc/as-2879-3-2010-2013

