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Preface

This Standard was prepared by the Australian members of the Joint Standards Australia/Standards 
New Zealand Committee CE-001, Parking Facilities, to supersede AS/NZS 2890.6:2009.

After consultation with stakeholders in both countries, Standards Australia and Standards New 
Zealand decided to develop this document as an Australian Standard rather than an Australian/New 
Zealand Standard.

The objective of this document is to provide minimum requirements for off-street parking facilities for 
people with disabilities.

A list of all parts in the AS(AS/NZS) 2890 series can be found in the Standards Australia online catalogue.

The major changes in this edition are as follows:

(a)	 Clarification and improved definition of shared areas.

(b)	 Addition of location and distance of accessible parking from entrances.

(c)	 Clarification of height clearances.

(d)	 Addition of requirements for slip resistance.

(e)	 Clarification of space sizes adjacent to vehicles.

(f)	 Clarification of kerb ramp requirements.

(g)	 Clarification of bollard provisions.

(h)	 Deletion of New Zealand-specific references.

The terms “normative” and “informative” are used in Standards to define the application of the 
appendices to which they apply. A “normative” appendix is an integral part of a Standard, whereas an 
“informative” appendix is only for information and guidance.
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© Standards Australia Limited 2022

Australian Standard®

Parking facilities
Part 6: Off-street parking for people with disabilities

Section 1	 Scope and general

1.1 Scope

This document specifies minimum requirements for the provision of off-street parking facilities for 
people with disabilities.

1.2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document.

NOTE Documents referenced for informative purposes are listed in the Bibliography.

AS 1428.1, Design for access and mobility, Part 1: General requirements for access — New building work

AS 4586, Slip resistance classification of new pedestrian surface materials

1.3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

1.3.1
accessible entrance
entrance to a facility or establishment served by the car park, suitable for pedestrian or wheelchair use 
by people with disabilities

1.3.2
accessible path of travel
uninterrupted path of travel to or within a building providing pedestrian or wheelchair access for 
people with disabilities from a parking space to all required facilities

1.3.3
accessible space
parking space designed for the parking of vehicles used by people with disabilities

1.3.4
angle parking
any parking which is not parallel to the parking aisle

1.3.5
circulation roadway
roadway within an off-street car park which is used solely for circulation and to gain access to parking 
aisles, and on which there is no parking

1.3.6
may
indicates the presence of an option

1.3.7
parking aisle
roadway or an area of pavement used by vehicles to gain access to, and to manoeuvre into and out of 
parking spaces
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1.3.8
rest point
area where a pedestrian may rest or pause on an accessible path of travel

1.3.9
shall
indicates that a statement is mandatory

1.3.10
shared area
area adjacent to an accessible space provided for access or egress by the driver and/or passenger to or 
from a parked vehicle, and movement by driver and/or passenger from a parked vehicle to an accessible 
path of travel to the accessible entrance

Note  1  to entry:  The shared areas may be shared with any other purpose that does not involve other than 
transitory obstruction of the area, e.g. a walkway, parking aisle, or dual use with another adjacent accessible space.

Note 2 to entry: For requirements relating to shared areas, see Clause 2.3.

1.3.11
should
indicates a recommendation
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Section 2	 Parking space layout and access

2.1 General

This section specifies layout requirements for parking spaces including headroom requirements and 
requirements for pedestrian and vehicular access to those spaces.

NOTE A commentary on this section is provided in Appendix A.

2.2 Location of accessible spaces

Accessible parking spaces shall be located within 50 m of an accessible entrance or, where this is 
impractical, within 100 m with a rest point at 40 m to 60 m, as measured along the accessible path of 
travel. The rest point shall have dimensions of 1 200 mm × 1 000 mm with a maximum gradient of 1:40.

An accessible path of travel shall be maintained between the accessible entrance and accessible parking 
space. Speed humps, signs or any other physical item shall not obstruct this travel path.

2.3 Shared area

2.3.1 General

Shared areas shall be located to the rear and a minimum of one side of every accessible parking space. 
Where forward-in parking is prohibited, a shared area shall be provided at the rear and a minimum of 
one side of the vehicle.

2.3.2 Side of vehicle

A shared area shall be provided to one side of all accessible parking spaces. A shared area can be located 
between two accessible parking spaces.

A shared area to the side of an accessible parking space shall not be located in a circulation roadway or 
parking aisle.

2.3.3 Rear of vehicle

A shared area shall be provided to the rear of all accessible parking spaces, having the same width as 
the associated accessible parking space and be a minimum of 2 400 mm in length.

Where a shared area is located in a parking aisle to the rear of an accessible car parking space, it shall 
only be located in areas that have —

(a)	 an unobstructed sight line a minimum of 1 000 mm between a circulating vehicle and the rear 
of an accessible parking space and its rear shared area; or

(b)	 a posted speed limit no greater than 10 km/h

2.4 Zone for bollards, posts and columns

A bollard, a post or a column shall be located within the shared area to prevent the use of the shared 
area for car or motorcycle parking.

The bollard, post or column shall have an installed height of a minimum 1 300 mm with a minimum 
300 mm retro-reflective coloured band, located at a minimum of 900 mm in height above the car park 
floor, that provides minimum 30  % luminance contrast to the pavement measured in accordance 
with AS 1428.1.

NOTE Refer to AS 1906.1 for further information on retro-reflective surfaces.
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For 90 degree angle parking, the bollard, post or column shall be located within an area commencing at 
750 mm and extending up to 1 750 mm from the edge of the parking aisle.

For angled parking of 45 degrees, the bollard, post or column shall be located within an area commencing 
at 2 350 mm and extending up to 3 650 mm from the edge of the parking aisle.

For angles other than 45 degrees, the location of the bollard, post or column shall be positioned such 
that it does not impede the wheelchair unloading area and vehicles manoeuvring into and out of the 
parking space.

Installation of the bollard, post or column shall ensure a minimum 1 000 mm clear access path 
adjacent to a single accessible parking space and on both sides where located between two accessible 
parking spaces.

Examples of bollard and column positions are shown in Figures 2.2, 2.3, 2.4, 2.5, 2.6, 2.8 and 2.9.

2.5 Parking spaces — Dimensions

2.5.1 Angle parking spaces

An angle parking space shall comprise a combination of areas as illustrated in Figure 2.1 with —

(a)	 an accessible space that is a minimum of 2 400 mm wide × 5 400 mm long;

(b)	 a shared area on one side of the accessible space that is a minimum of 2 400 mm 
wide  × 5  400  mm long. It may be entirely on the left or entirely on the right side of the 
accessible space; and

(c)	 a shared area that is a minimum of 2 400 mm long × 2 400 mm wide at one end of the accessible 
space. It may be entirely at the front or entirely at the rear of the accessible space.

The accessible space and the shared area shall be at the same level unless as specified in Clause 2.5.2(b).

The angle parking angle shall be between 45 degrees and 90 degrees. All spaces within a car park need 
not be at the same parking angle.

Where the side boundary of an accessible space is a wall or vertical obstruction greater than 150 mm in 
height, an additional 300 mm shall be added to the width of the accessible space.

NOTE Examples of angle parking spaces are shown in Figures 2.2, 2.3, 2.4, 2.5, 2.6, 2.7, 2.8 and 2.9.

Where the shared area adjoins an accessible path of travel and the accessible path of travel is at a 
different level, a kerb ramp shall be provided in accordance with AS 1428.1.
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