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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW
2001.
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PREFACE

This Standard was prepared by the Standards Australia Committee ME-071, Quantities, Units and
Conversions, to supersede AS 2900.10—1986, Quantities, units and symbols, Part 10: Quantities and
units of nuclear reactions and ionizing radiations.

This Standard is identical with, and has been reproduced from, 1SO 31-10:1992/Amd.1:1998,
Quantities and units, Part 9: Nuclear reactions and ionizing radiations.

The amendment to 1SO 31-10:1992 is included in this document and is shown by a bar line set against
the affected text.

The objective of this Standard is to provide users with names and symbols for quantities and units of
nuclear reactions and ionizing radiations.

Users of this Standard are advised by Standards Australia, under arrangements with ISO and IEC, as
well as certain other Standards organizations, that the number of this Standard is not reproduced on
each page; its identity is shown only on the cover and title pages.

For the purpose of this Standard, the 1SO text should be modified as follows:

(@) Terminology The words ‘this Australian Standard’ should replace the words ‘this International
Standard’ wherever they appear.

(b) Decimal marker Substitute afull point for a comma where it appears as a decimal marker.

(c) References Thereference to the International Standards should be replaced by reference to the
following Australian Standard:

Reference to International Standard or other Australian Standard

Publication

ISO AS

31  Quantities and units 2900 Quantities and units

31-6 Part 6: Light and related electromagnetic 2900.6 Part 6: Light and related electromagnetic
radiations radiations

31-9 Part 9: Atomic and nuclear physics 2900.9 Part 9: Atomic and nuclear physics
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INTRODUCTION

0.1 Arrangement of the tables

The tables of quantities and units in ISO 31 are arranged so that the
quantities are presented on the left-hand pages and the units on the cor-
responding right-hand pages.

All units between two full lines belong to the quantities between the cor-
responding full lines on the left-hand pages.

Where the numbering of an item has been changed in the revision of a
part of ISO 31, the number in the preceding edition is shown in par-
entheses on the left-hand page under the new number for the quantity; a
dash is used to indicate that the item in question did not appear in the
preceding edition.

0.2 Tables of quantities

The most important quantities within the field of this document are given
together with their symbols and, in most cases, definitions. These defi-
nitions are given merely for identification; they are not intended to be
complete.

The vectorial character of some quantities is pointed out, especially when
this is needed for the definitions, but no attempt is made to be complete
or consistent.

In most cases only one name and only one symbol for the quantity are
given; where two or more names or two or more symbols are given for
one quantity and no special distinction is made, they are on an equal
footing. When two types of italic {sloping) letter exist {for example as with
3, 8, 0, ¢; g, g only one of these is given. This does not mean that the
other is not equally acceptable. In general it is recommended that such
variants should not be given different meanings. A symbol within par-
entheses implies that it is a "reserve symbol”, to be used when, in a
particular context, the main symbol is in use with a different meaning.

0.3 Tables of units

0.3.1 General

Units for the corresponding quantities are given together with the inter-
national symbols and the definitions. For further information, see ISO 31-0.

The units are arranged in the following way:

a) The names of the S| units are given in large print {larger than text size).
The S| units have been adopted by the General Conference on Weights
and Measures (Conference Générale des Poids et Mesures, CGPM).
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The S| units and their decimal muitiples and sub-multiples are recom-
mended, although the decimal multiples and sub-multiples are not ex-
plicitly mentioned.

b} The names of non-SI units which may be used together with S| units
because of their practical importance or because of their use in spe-
cialized fields are given in normal print (text size).

These units are separated by a broken line from the S! units for the
guantities concerned.

¢} The names of non-SI units which may be used temporarily together
with SI units are given in small print (smailer than text size) in the
“Conversion factors and remarks” column.

d) The names of non-Si units which should not be combined with Sl units
are given only in annexes in some parts of ISO 31. These annexes are
informative and not integral parts of the standard. They are arranged in
three groups:

1) special names of units in the CGS system;

2) names of units based on the foot, pound and second and some
other related units;

3) names of other units.

0.3.2 Remark on units for quantities of dimension one

The coherent unit for any quantity of dimension one is the number one (1).
When the value of such a quantity is expressed, the unit 1 is generally not
written out explicitly. Prefixes shall not be used to form multiples or sub-
multiples of this unit. Instead of prefixes, powers of 10 may be used.

EXAMPLES

Refractive index n = 1,63 x 1 = 1,63
Reynolds number Re = 1,32 x 10°

Considering that plane angle is generally expressed as the ratio between
two lengths, and solid angle as the ratio between an area and the square
of a length, the CIPM specified in 1980 that, in the International System
of Units, the radian and steradian are dimensionless derived units. This
implies that the quantities plane angle and solid angle are considered as
dimensionless derived quantities. The units radian and steradian may be
used in expressions for derived units to facilitate distinction between
quantities of different nature but having the same dimension.

0.4 Numerical statements

All numbers in the “Definition” column are exact.

When numbers in the “Conversion factors and remarks” column are
exact, the word "exactly” is added in parentheses after the number.
0.5 Special remarks

In this part of 1ISO 31, the term “particle” includes particles without a rest
mass as well as particles having a rest mass.
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Several quantities given in this part of ISO 31 are spectral concentrations
expressed in terms of energy, speed, solid angle, etc. The subscripts E, v
and 2 are used as part of the symbol to indicate that the quantity has the
dimension of a derivative with respect to E, v and 2 respectively. Spectral
concentrations are also called distribution functions. The name of a quan-
tity which is a spectral concentration may be shortened by replacing the
words “spectral concentration of” by the adjective "spectral”. In general,
these distribution functions are only mentioned in the remarks column;
see for example 10-12, 10-29, 10-31 and 10-32.

In the case of cross-sections, some of these distribution functions are
given special names and are listed as separate items.
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AUSTRALIAN STANDARD

Quantities and units —

Part 10:

Nuclear reactions and ionizing radiations

1 Scope

This part of 1SO 31 gives names and symbols for
quantities and units of nuclear reactions and ionizing
radiations. Where appropriate, conversion factors are
also given.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of ISO 31. At the time of publication, the
editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this
part of ISO 31 are encouraged to investigate the

www.standards.com.au
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possibility of applying the most recent editions of the
standards indicated below. Members of IEC and I1SO
maintain registers of currently valid International
Standards.

ISO 31-6:1992, Quantities and units — Part 6: Light
and related electromagnetic radiations.

ISO 31-9:1992, Quantities and units — Part 9: Atomic
and nuclear physics.

3 Names and symbols

The names and symbols for quantities and units of
nuclear reactions and ionizing radiations are given on
the foliowing pages.
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NUCLEAR REACTIONS AND IONIZING RADIATIONS Quantities
I:\'I’:;" Quantity Symbol Definition Remarks
10-1 reaction energy 0 In a nuclear reaction, the sum For exothermic nuclear re-
of the kinetic and photon ener- | actions, Q > 0.
gies of the reaction products For endothermic nuclear re-
minus the sum of the kinetic actions, 0 < 0.
and photon energies of the For beta disintegration, see
reactants ISO 31-9.
10-2 resonance energy E, E. Kinetic energy of an incident
particle, in the reference frame
of the target, corresponding to
a resonance in a nuclear re-
action
E 10-3.1 | cross-section a For a specified target entity and | The type of process is indicated
g for a specified reaction or proc- | by subscripts, e.g.
s ess produced by incident absorption cross-section o,
E charged or uncharged particles | scattering cross-section o
§ of specified type and energy, fission cross-section ay.
g the cross-section is the proba-
8 bility of this reaction or process
g for this target entity divided by
< the incident-particle fluence
(&)
c
9::, 10-3.2 | total cross-section | oy, o7 The sum of all cross-sections In the case of a narrow
é corresponding to the various unidirectional beam of incident
g reactions or processes be- particles, this is the effective
g tween an incident particle of cross-section for the removal
a specified type and energy and | of an incident particle from the
5 a target particle beam.
¢ See remark on 10-186.
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Units NUCLEAR REACTIONS AND IONIZING RADIATIONS
It International
hf;n Name of unit symbol for Definition Conversion factors and remarks
) unit
10-1.a | joule J
10-1.b | electronvolt eV 1eV=(1602177 33 +

0,000 000 49) x 107'°y
Quantity 10-1 is usually expressed in
electronvolts.

1} CODATA Bulletin 63 (1986).

10-2.a | joule J
10-2.b | electronvolt eV 1eV=(1,602177 33 +

0,000 000 49) x 107'°y ¥

Quantity 10-2 is usually expressed in
electronvolts.

1} CODATA Bulletin 63 (1986).
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cross-section

scattering a particle into an ele-
ment of solid angle with energy
in an element of energy, div-
ided by the product of these
two elements.

o=([ogpdR dE

NUCLEAR REACTIONS AND IONIZING RADIATIONS (continued) Quantities
I:\T: Quantity Symbol Definition Remarks
10-4 angular on Cross-section for ejecting or Quantities 10-4, 10-5 and 10-6
cross-section scattering a particle into an ele- | are sometimes called differen-
ment of solid angle, divided by | tial cross-sections.
this element. In accordance with conventions
o=[0,d2 used in other parts of ISO 31,
angular and spectral cross-
sections are indicated by the
10-5 spectral Og Cross-section for a process in use of subscripts. Information
cross-section which the energy of the ejected | about incoming and outgoing
or scattered particle is in an el- | particles may be added be-
ement of energy, divided by tween parentheses, e.g.
this element. o e(NEy, PES) or
o= {opdE 0o, e(NEy, ) or 6 g(n, P).
The cross-section for a process
in which an incoming neutron
10-6 spectral angular 0o E Cross-section for ejecting or of energy E, causes the

ejection of a proton within the
energy interval (E, E + dE) and
in the element of solid angle
d£2, about the scattering angle
3 is

oq £(NEy PES) dQ dE.
Sometimes the incoming and
outgoing particles are indicated
by subscripts, in which case
the subscript 2 or E indicating
the angular or spectral charac-
ter could be placed in the
superscript position, e.qg.

orvp (Eo) Of oy .

if, however, the subscripts 2
or E are omitted completely
from the cross-section symbol,
the angular or spectral charac-
ter of the cross-section then
follows only from the occur-
rence of the variable 8 or E for
the outgoing particles between
the parentheses, e.g.

n, p(Eo. ES) 01 0, ,(ES).

These variables should then
never be omitted.
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