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This Australian Standard was prepared by Committee MS-047, Intruder Resistance. It was
approved on behalf of the Council of Standards Australia on 13 December 2002 and
published on 14 February 2003.

The following are represented on Committee MS-047:
Australian Aluminium Council

Australian Bankers Association

Australian Glass and Glazing Association
Australian Industry Group

Australian Security Industry Association
Australian Shop and Office fitting Industry Association
Insurance Council of Australia

Institute of Security Executives

NSW Police Service

National Security Screen Association

Plastics and Chemicals Industries Association
Security Construction and Equipment Committee
University of Western Sydney

Victorian Automobile Chamber of Commerce

Western Australian Police

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW
2001.

This Standard was issued in draft form for comment as DR 02152.
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PREFACE

This Standard was prepared by the Standards Australia Committee MS-047, Intruder
Resistance Building Panels, following a request from the Department of Housing and
Construction on behalf of the interdepartmental Security Hardware and Construction
Working Committee, to supersede AS 3555—1988, Building elements—Testing and rating
for intruder resistance.

The objective of this Standard is to provide a method for testing and rating the resistance of
an element of a building to forcible attack.

The method described is a destructive test using personnel and equipment to simulate an
actual attack. It relies heavily on the competence and experience of the personnel in
performing such an attack. The ratings determined may not necessarily be reproducible and
should, therefore, be considered as comparative rather than as an absolute indication of the
minimum time to breach the building element.

The selection of tools to be used for the simulated attack are based on an attack that can be
carried out without regard to noise, smoke, vibration, etc., generated during the attack.
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