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Australian StandardTM

Methods of testing plastics and composite
materials sanitary plumbing fixtures

Method 24:  Determination of resistance to hot
liquids of the surface of sinks

1   SCOPE

This Standard sets out a method for determining the resistance to hot liquids of the surface
of plastic sinks.

2   REFERENCED DOCUMENT

The following document is referred to in this Standard:

AS
3558 Methods of testing plastics and composite materials sanitary plumbing fixtures
3558.6 Method 6: Visual examination of surface finish for defects

3   PRINCIPLE

Heated cooking oil is poured into the sink bowl. The sink is then visually examined.

4   APPARATUS

The following apparatus is required:

(a) A saucepan or similar vessel.

(b) An oven capable of maintaining a temperature of 230 ±5°C.

(c) 750 ±50 mL of cooking oil.

5   PROCEDURE

The procedure shall be as follows:

WARNING:  SAFETY CLOTHING AND GLASSES SHOULD BE WORN

(a) Heat the cooking oil to 230 ±5°C.

(b) Plug the sink waste outlet.

(c) Pour the oil into the sink bowl at a rate of 15 ±2 L/min so as to impinge on the bottom
furthermost from the waste outlet.

(d) Allow the sink to cool down for 30 ±5 min.

(e) Inspect the sink in accordance with AS 3558.6.
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6   REPORT

The following shall be reported:

(a) Identification of test specimen(s).

(b) General description of test specimen(s).

(c) The presence or absence of any cracking, crazing, blistering, or delamination.

(d) Any discoloration as follows:

(i) Unaffected—no colour change and no change in surface texture.

(ii) Removable—discoloration that can be removed by abrading the surface and
repolishing to a maximum depth of 0.15 mm.

(iii) Severe—discoloration that cannot be removed.

(e) The number of this Australian Standard, i.e. AS 3558.24.
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