
AS 3572.14—2002 

© Standards Australia www.standards.com.au 

1

Australian Standard
TM

  

Plastics—Glass filament reinforced plastics 
(GRP)—Methods of test 

Method 14:  Determination of long-term ring 
deflection of glass filament reinforced plastics 
(GRP) pipe subject to constant load and 
environmental exposure 

 

1   SCOPE 

This Standard sets out a method for determining the long-term ring deflection of glass 

filament reinforced plastics pipe subject to constant load and environmental exposure. 

2   PRINCIPLE 

Cut lengths of pipe are subjected to a range of constant load in a specified test solution. For 

each specific load, the deflection of the specimen is monitored until failure occurs. Failure 

may be by cracking or a rapid increase in the rate of deflection. The failure time/deflection 

data for each load is used to calculate the long-term (50-year) failure deflection. 

3   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard: 

AS  

3572 Plastics   —  Glass filament reinforced plastics (GRP)   —  Methods of test 

3572.1 Method 1: Preparation of glass filament reinforced plastics test specimens 

3572.3 Method 3: Determination of loss on ignition of glass filament reinforced

plastics 

3572.4 Method 4: Determination of the dimensions of glass reinforced plastics pipes 

3572.9 Method 9: Determination of pressure regression characteristics as a function

of time for glass filament reinforced plastics pipes 

3572.10 Method 10: Determination of the initial ring stiffness of glass reinforced

plastics pipes 

4   DEFINITIONS 

For the purposes of this Standard the definitions below apply. 

4.1   Failure time 

The elapsed time when either visible cracking has occurred or the deflection has increased 

at such a rate that the slope of a plot of log deflection versus log time data is 0.25. 

4.2   Failure deflection 

The ratio of diameter decrease of the test ring, to the mean diameter of the ring, given as a 

percentage at the time of failure. 
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5   APPARATUS 

The following is required: 

(a) General   The apparatus shall consist of two parallel bearing plates or beam bars 

between which the specimen is compressed by an external load. The specimen is 

submerged in a test tank and the load is applied to the specimen with only negligible 

friction losses (see Figure 1). 

NOTE: If deflections are likely to exceed 28%, beam bars should be used. 

(b) Loading plates   Loading plates, if used, shall be not less than 5 mm thick and shall 

not bend or deform during the test. Their length shall be equal to or greater than the 

specimen length. 

(c) Beam bars   For pipe specimens with a nominal diameter less than 300 mm, beam 

bars if used, shall be 20 ±5 mm diameter. For larger diameter pipes the bars shall be 

50 ±5 mm diameter. 

(d) Force and deflection measuring equipment   The measuring equipment shall allow the 

accuracy of measurement of force within ±1% of the indicated value. For the 

measurement of deflection, the equipment accuracy shall be to 0.1 mm. 

(e) Test tank   The test tank containing the test solution shall be capable of being 

maintained at a temperature of 23 ±2°C. 

6   TEST SPECIMENS 

Test specimens shall be ring sections of length as specified in Table 1. 

A tolerance of 5% on the length is permitted. The ends shall be cut smooth and 

perpendicular to the axis of the pipe. There shall be no burrs, notches or other markings, 

which may cause premature failure. 

The test specimens shall be marked along the loading beam positions with straight lines in a 

diametral plane (see Figure 1). 

NOTE: The test specimen used to determine initial stiffness (AS 3572.10) may be used for this 

test. The test specimen from the initial stiffness test should be allowed to recover for at least 

15 min before being subjected to the determination of initial ring deflection. 

TABLE   1 

LENGTH OF TEST SPECIMEN 

millimetres

Nominal size of pipe 

(DN) 

Length 

(L) 

<300 

≥300 ≤1500 
>1500 

DN 

300 

0.2DN 

7   CONDITIONING 

Test specimens shall be conditioned in accordance with AS 3572.1. Except for referee tests, 

conditioning shall be at ambient conditions. 

8   TEST CONDITIONS. 

The tests shall be conducted at a temperature of 23 ±2°C. 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 3572.14-2002

http://www.avadocuments.com/doc/as-3572-14-2002
http://www.avadocuments.com/doc/as-3572-14-2002


AS 3572.14—2002 

www.standards.com.au © Standards Australia 

3

 

FIGURE   1   TYPICAL APPARATUS 

9   DETERMINATION OF TEST LOADS. 

Select constant test loads so that at least 18 test specimens fail. The failure values should be 

distributed as uniformly as possible between 10 and 10 000 h on a log scale. Minimum 

distribution requirements are given in Table 2. 

TABLE   2 

TEST DATA DISTRIBUTION 

Test time 

H 

Minimum number 

of failure points 

≥10 <1 000 
≥1 000 <6 000 
≥6 000 <10 000 

4 

3 

4 

≥10 000 1 

10   MEASUREMENT OF MEAN DIAMETER 

For each specimen, the mean diameter (Dm) is derived from the values of outside diameter 

and wall thickness determined in accordance with AS 3572.4, and is calculated from the 

following equation: 

Dm = Do − T . . . 1

where 

Dm = the mean diameter, in millimetres 

Do = the outside diameter, in millimetres 

T = the wall thickness, in millimetres 
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