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Preface

This Standard was prepared by the Australian members of the Joint Standards Australia/Standards 
New Zealand Committee EV-007, Methods for Examination of Air, to supersede AS 3580.9.8:2008.

After consultation with stakeholders in both countries, Standards Australia and Standards New 
Zealand decided to develop this document as an Australian Standard rather than an Australian/New 
Zealand Standard.

The objective of this document is to provide regulatory and testing bodies with a standard method 
for continuously monitoring suspended particulate matter with an equivalent aerodynamic diameter 
(EAD) of less than 10 µm (PM10) in ambient air, providing near real time measurement of mean particle 
concentration.

The major changes in this edition are as follows:

(a)	 Align with current technology and to ensure consistency and uniformity across the different 
methods used in other continuous particulate monitoring Standards.

(b)	 Provide an essential reference to AS 3580.19.

The requirements for instruments found to be suitable for using the method specified in this document 
are given in the United States Environmental Protection Agency (US EPA) Code of Federal Regulations, 
Title 40 Protection of Environment, Part 53 Ambient Air Monitoring Reference and Equivalent Methods 
(40 CFR 53), Subpart D Procedures for Testing Performance Characteristics of Methods for PM10.

The terms “normative” and “informative” are used in Standards to define the application of the 
appendices to which they apply. A “normative” appendix is an integral part of a Standard, whereas an 
“informative” appendix is only for information and guidance.
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© Standards Australia Limited 2022

Australian Standard®

Methods for sampling and analysis of ambient air
Method 9.8: Determination of suspended particulate matter — PM10 
continuous direct mass method using a tapered element oscillating 
microbalance analyser

1 Scope

This document sets out a method for the continuous determination of PM10 in ambient air using a 
tapered element oscillating microbalance (TEOM) without FDMS (for systems including FDMS, refer to 
AS/NZS 3580.9.16).

NOTE PM10 are particulate matter small enough to pass into the lungs and cause serious health effects. Major 
PM10 emission sources include industrial processes and natural sources, such as windblown dust and salt-laden 
air. Important anthropogenic sources include motor vehicles.

The method can provide a measure of mean particle concentration over periods from 10 min to 24 h. 
The moving 10 min mean is updated every 2 s, whereas the 24 h mean mass concentration is updated 
every 60 min on the hour. Results are normally reported as 24 h, time-integrated mean values.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document.

NOTE Documents for informative purposes are listed in the Bibliography.

AS 3580.9.9, Methods for sampling and analysis of ambient air, Method 9.9: Determination of suspended 
particulate matter—PM10 low volume sampler—Gravimetric method

AS  3580.19, Methods for sampling and analysis of ambient air, Method 19: Ambient air quality data 
validation and reporting

AS/NZS  3580.1.1, Methods for sampling and analysis of ambient air, Part 1.1: Guide to siting air 
monitoring equipment

AS/NZS  3580.9.6, Methods for sampling and analysis of ambient air, Method 9.6: Determination of 
suspended particulate matter—PM10 high volume sampler with size-selective inlet—Gravimetric method

AS ISO/IEC 17025, General requirements for the competence of testing and calibration laboratories

US EPA  40 CFR  53 Subpart D, Code of Federal Regulations, Title 40 Protection of Environment, 
Part 53 Ambient Air Monitoring Reference and Equivalent Methods, Subpart D Procedures for Testing 
Performance Characteristics of Methods for PM10
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
equivalent aerodynamic diameter
EAD
diameter of a spherical particle of density 1 g/cm3 which exhibits the same aerodynamic behaviour as 
the particle in question

3.2
may
indicates the presence of an option

3.3
PM10
suspended particulate matter consisting of particles having an EAD of less than 10 μm, which is passed 
by a size classifier having defined performance characteristics

Note 1 to entry: Performance characteristics are defined in US EPA 40 CFR 53 Subpart D.

3.4
range
nominal minimum and maximum concentrations that a method is capable of measuring

Note  1  to  entry:  The nominal range is given by lower and upper range limits in concentration units, e.g. 0 to 
1 000 µg per cubic metre (μg/m3).

3.5
shall
indicates that a statement is mandatory

3.6
should
indicates a recommendation

3.7
U95
estimate of expanded uncertainty at a confidence interval of 95 %

Note 1 to entry: Refer to ISO/IEC Guide 98‑3 for further information.

4 Principle

Ambient air is drawn through the PM10 size selective inlet at a constant flow rate of 16.67 litres per 
minute (L/min) as shown in Figure 1. Downstream of the PM10 size selective inlet, an isokinetic flow 
splitter separates the total flow (16.67 L/min) into a main flow and a bypass flow stream. The main 
flow is adjustable and should be set at 3.00 L/min.

However, in situations of high PM10 concentrations, where the filter loading indicator exceeds 90  % 
after periods of less than 7 days continuous sampling, the main flow rate can be operated at 1.0 L/min. 
Operating the main flow at 1.0 L/min requires the fitting of a different flow splitter adaptor in order to 
maintain isokinetic sampling.

The main flow enters the sensor unit and is passed through an exchangeable sample filter placed at the 
tip of a hollow tapered element, then passes to the mass flow controller that maintains constant flow. 
The bypass flow is controlled by a separate mass flow controller set at 13.67 L/min (or 15.67 L/min 
under high PM10 conditions as specified above). A single pump provides the vacuum necessary to draw 
the sample stream and bypass streams through the system.
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The mass transducer detection system (see Figure 2) is a hollow tapered element, clamped at one end 
and free to oscillate at the other end. An exchangeable sample filter cartridge is placed over the hollow 
element at the end that is free to oscillate, then ambient air is drawn through the filter and down the 
tapered element. For mass determination, the device makes use of the resonant frequency of the hollow 
tapered element. As the mass of the filter increases with deposited particles, the oscillating frequency 
of the tapered element decreases. An electronic control circuit senses this oscillation and through 
positive feedback, adds sufficient energy to the system to overcome losses. A precision electronic 
counter measures the frequency with a 10 s sampling period.

The method makes a direct mass determination from the first-principle physical law describing 
a spring mass system. The spring constant, K, of the mass transducer, which is unique to each mass 
transducer assembly, is used in the calculation of mass from the oscillation frequency. The total particle 
mass is then converted to the particle mass concentration in μg/m3 using the flow rate of the sampled 
air stream (corrected for standard temperature and pressure).

As in any spring mass system, the frequency follows Equation 4(1):

f
m

=










K
0 5.

	 4(1)

where

  f  =  frequency, in Hz

  K  =  spring constant, in Hz2.g

  m  =  mass, in g

The relationship between mass and change in frequency can be expressed as Equation 4(2):

dm K f f= −{ }− −
0 1

2

0

2 	 4(2)

where

  dm  =  change in mass of the filter, in g

  K0  =  Spring constant (including mass conversions), in Hz2.g

  f0  =  initial frequency, in Hz

  f1  =  final frequency, in Hz

K0 (the spring constant for the instrument) is determined from Equation  4(2) by measuring the 
frequency with and without a known mass (e.g. pre-weighed sample filter cartridge).
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5 Apparatus

5.1 Monitor

A TEOM consists of a temperature controlled sensor unit and a control unit (existing either as separate 
components or as an integrated unit).

NOTE Earlier models have separate sensor and control units.

Instrument adjustments based on the following equation:

Y A BX= +

where

  A  =  3.0

  B  =  1.03

shall be set according to the manufacturer’s instructions. The instrument makes an adjustment to the 
mass concentration using these empirically established factors to achieve results comparable to the 
US EPA reference method.

The TEOM shall be operated in accordance with the requirements of the relevant US EPA equivalent 
method designation for PM10.
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Figure 1 — Schematic diagram of flow system
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