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Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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PREFACE 

This Standard was prepared by the Standards Australia Committee ME-025, Lifting Tackle 

to supersede AS 3585—1990, End fittings for flat-webbing slings. 

The objective of this Standard is to provide requirements for and fittings for synthetic flat-

webbing and round slings to ensure that they perform safely and as intended. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the appendix to which they apply. A ‘normative’ appendix is an integral part 

of a Standard, whereas an ‘informative’ appendix is only for information and guidance. 
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STANDARDS AUSTRALIA 
 

Australian Standard 

End fittings for synthetic flat-webbing and round slings 
 

1   SCOPE 

This Standard specifies requirements for metal end fittings that may be attached to the ends 

of flat synthetic webbing to form slings complying with AS 1353.1 or may be attached to 

synthetic fibre round slings complying with AS 4497.1. 

NOTES:  

1 Guidance on information that should be supplied with enquiries and orders is given in 

Appendix A. 

2 Means for demonstrating compliance with this Standard are given in Appendix D. 

3 Standards for components used in lifting systems are listed in Appendix E. 

2   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard: 

AS 

1171 Non-destructive testing—Magnetic particle testing of ferromagnetic products 

and components 

1199 Sampling procedures and tables for inspection by attributes 

1199.0 Part 0: Introduction to the ISO 2859 attribute sampling system 

1199.1 Part 1: Sampling schemes indexed by acceptance quality limit (AQL) for lot-by-

lot inspection 

1353 Flat synthetic-webbing slings 

1353.1 Part 1: Product specification 

1442 Carbon steels and carbon-manganese steels—Hot rolled bars and semi-finished 

products 

1418 Cranes, hoists and winches 

1418.1 Part 1: General requirements 

1442 Carbon steels and carbon-manganese steels—Hot rolled bars and semi-finished 

products 

1444 Wrought alloy steels—Standard, hardenability (H) series and hardened and 

tempered to designated mechanical properties 

1627 Metal finishing—Preparation and pretreatment of surfaces 

1627.0 Part 0: Method selection guide 

1627.6 Part 6: Chemical conversion treatment of metals 

1789 Electroplated zinc (electroglavanized) coatings on ferrous articles (batch 

process) 

1790 Electroplated coatings—Cadmium on iron or steel 

2193 Calibration and classification of force-measuring systems 

3776 Lifting components for Grade T chain slings 

4680 Hot-dip galvanized (zinc) coatings on fabricated ferrous articles  
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AS  

4497 Roundslings—Synthetic fibre 

4497.1 Part 1: Product specification 

AS/NZS  

3678 Structural steel—Hot-rolled plates, floorplates and slabs 

ISO 9001 Quality management systems—Requirements 

ISO 9004 Quality management systems—Guidelines for performance improvements 

ISO  

2082 Metallic coatings—Electroplated coatings of cadmium on iron or steel 

HB 18 Guidelines for third-party certification and accreditation 

HB 18.28 Guide 28: Guidance on a third-party certification system for products 

ASTM 

A 514/A 514M Specification for high-yield-strength, quenched and tempered alloy steel 

plate, suitable for welding 

3   DEFINITIONS 

For the purpose of this Standard, the definitions below apply. 

3.1   Competent person 

Designated person, suitably trained, qualified by knowledge and practical experience, and 

with the necessary instruction to enable the required test and examination to be carried out. 

3.2   Self-coloured 

A surface colour of closely adhering oxides resulting from heat treatment and subsequent 

handling during manufacture. 

3.3   Shall 

Indicates that a statement is mandatory. 

3.4   Should 

Indicates a recommendation. 

3.5   Working load limit (WLL) 

The maximum load that may be applied to the end fitting. 

NOTE: The working load limit may be de-rated for the particular application (see Appendix B). 

4   TYPES 

Typical end fittings and their type designations are illustrated in Figure 4.1. Such fittings 

may be a permanent part of the sling, unable to be detached without the destruction of 

either the sling or the end fitting, or may be removable by incorporating a removable pin. 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 3585-2008

http://www.avadocuments.com/doc/as-3585-2008
http://www.avadocuments.com/doc/as-3585-2008


AS 3585—2008 6 

 

© Standards Australia  www.standards.org.au 

 

(a) Webbing sl ing: tr iangle welded type  (b) Choker  

(c) Dee  (d) U-bolt tr iangle  

FIGURE  4.1 (IN PART)   TYPICAL END FITTINGS 
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