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PREFACE

This S tandard was prepared by S tandards Australia’ s Committee on Acoustics—
Community Noise. It provides guidance to regional and local authorities, organizations,
architects , and others associated with urban and regional planning and building
production on the location and construction of new buildings in the areas near
freeways, tollways, maj or roads, and national routes , and other roads carrying more
than 2000 vehicles per day. It also provides guidance regarding the acoustical
adequacy of existing buildings in areas near new or upgraded freeways, tollways,
maj or roads, and national routes, and other roads carrying more than 2000 vehicles per
day.

It is one of a series of S tandards providing guidance for building siting and
construction against noise intrusion from transportation sources. Other S tandards in the
series are AS 2021 , Acoustics—Aircraft noise intrusion—Building siting and
construction , and AS XXXX, Acoustics—Railway noise intrusion—Building siting and
construction*.

The extent of road traffic noise intrusion within a building depends substantially on
the following factors :

(a) The levels of noise produced by traffic on nearby roads. These levels may be
measured at appropriate locations or predicted from knowledge of traffic flow
rates and vehicle mix, see S ection 2.

(b) The location, orientation, and topography of the site relative to the direction of the
road(s). For large sites, e.g. for schools, hospitals, or major residential or
commercial developments , there may be significant differences in traffic noise
levels at different locations, particularly after the planned development has taken
place. In addition, significant topographical features may afford either shielding
from or greater exposure to traffic noise. Purpose-built acoustic barriers may also
be provided. Since such factors are site-specific they are not covered in detail in
this S tandard although they should be taken into account.

(c) The type(s) of activity to be or being accommodated in and out of buildings.
Recommended acceptable sound levels vary according to the type of activity.
AS 2107, Recommended design sound levels and reverberation times for building
interiors , includes a comprehensive lis t of such levels. A selection of these has
been used to determine recommended construction categories for certain building
types exposed to different traffic noise levels (see Appendix A) .

(d) The type(s) of layout, construction, and ventilation utilized. The layout of a
building may in some cases be used to mitigate traffic noise intrusion, e.g. by
placing kitchens, bathrooms, etc between noise-sensitive rooms such as bedrooms
and the road. Since the planning of a building also depends on many additional
factors and is unique to each case, this is not covered in this S tandard. However,
guidelines for the selection of suitable building elements for construction are
included, (see Section 3) . The predicted traffic noise reduction will be achieved
only if windows, doors, and other openings are closed (in the relevant facades) ,
thus alternative methods of providing ventilation must be provided for the rooms
affected.

* In course of preparation.
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STANDARDS AUSTRALIA

Austral ian Standard

Acoustics—Road traffic noise intrusion—Bui ld ing si t ing and construct ion

SECTION 1 . SCOPE AND GENERAL

1.1 SCOPE. This Standard concerns the reduction of
road traffic noise intrusion in buildings in areas near new
or upgraded freeways, tollways, major roads, and
national routes or other roads carrying more than 2000
vehicles per day; it may also be used to assess the
acoustical adequacy ofexisting buildings in similar areas.
It provides guidelines for determining the type of
building construction necessary to achieve acceptable
noise levels indoors, as recommended in AS 2107, for
different types of activity.

NOTES:

1 . In cases where the required sound transmission losses of building
components as calculated according to this Standard exceed those
given in Appendix B, a special type of construction and design
may be necessary to obtain an acceptable acoustic environment
inside the building. Such buildings fall outside the scope of this
Standard and specialist acoustic advice should always be
obtained.

2. An example of the application of this Standard is given in
Appendix D.

1.2 APPLICATION. Application of this Standard
should be considered when a building site is located
within certain distances from a road or roads depending
on the traffic flow (see Figure 1 .1 ).

However, these distances should be used only as
guidelines to indicate that the recommendations
contained in this Standard should apply.
Consideration should also be given to future
development and the time scale concerned.

NOTES:

1 . The distances shown in Figure 1 .1 are based on an indoor
level LA10(18 hour) of 45 dB(A) in a building with natural
ventil ation. In most cases LA10,T is approximately equal to 3
dB above the LAeq,T.

2. In special circumstances the noise produced by the traffi c
may be found to be high even if the dail y traffi c flow is low.
Such cases could ari se where a road or roads have unusual
traffi c condit ions (e.g. heavy vehicles to and from a quarry,
or parti cularl y bad road condit ions). S teep gradients or
elevated roads should be considered as special cases.

3. Traffi c flow informati on may be obtainable from local and
state government authori ti es.

4. This graph is vali d only for li ne-of- sight propagation from
the road to the buil ding site. In some situations, building
sites that are not in the direct li ne of sight or that are at
greater distances than those shown may also be adversely
affected by traffic noise.

NOTES:

1 . Application of Standard should be considered within approximate dis tances on or below distance/flow line. (S ee shaded area of graph) .

2. Graph is a guide only and is based on UK DoE (1 975) algori thms.

FIGURE 1 .1 APPROXIMATE D ISTANCES OF BU ILDING FROM TRAFFIC FLOW WITH IN WH ICH
APPLICATION OF TH IS STANDARD SHOULD BE CONSIDERED
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Section 2 gives guidelines for determining the road
traffic noise exposure of a particular site.

Section 3 gives guidelines for determining the extent
of noise reduction and type(s) of construction
required for a particular building.

1 . 3 RE FE RENCED DO CUMENT S . The
documents below are referred to in this S tandard.

AS
1276 Methods for determination of sound

transmission class and noise isolation class
of building partitions

1633 Acoustics—Glossary of terms and related
symbols

2021 A c o u s t i c s — A i r c r a f t n o i s e
intrusion—Building siting and construction

2107 Acoustics—Recommended design sound
levels and reverberation times for building
interiors

2702 Acoustics—Methods for the measurement
of road traffic noise

ISO
717 Acoustics—Rating of sound insulation in

buildings and of building elements
717/3 Part 3 : Airborne sound insulation of

facade elements and facades

Calculation of Road Traffic Noise, Department of
Environment, Welsh Office HMSO, London, 1 975
and 1988.

ARR No 122 Evaluation of the UK DOE Traffic
Noise Prediction Method. Australian Road Research
Board, 1983

1.4 DEFINITIONS. For the purpose of this
Standard, the definitions given in AS 1633 and those
below apply.

1.4.1 Build ing envelope—the surface area
comprising all the external walls and roof of the
building under consideration.

NOTE: Windows, doors, and any exposed fl oors are considered
part of the building envelope.

1.4.2 Exposed facade—the elevation or wall of a
building facing the main noise source.

1.4.3 Equivalent continuous A-weighted sound
pressure level (LAeq,T)—the value of the sound
pressure level of a continuous steady sound that,
within a specified time interval (T) , has the same
mean square sound pressure as a sound whose level
varies with time, and is defined as—

LAeq,T =

where

LAeq,T = equivalent continuous A-weighted sound
pressure level, determined over a time
interval (T) in hours, starting at t1 and
ending at t2, in decibels(A)

p0 = reference sound pressure

= 20 μPa

p = instantaneous A-weighted sound pressure
of the sound signal, in micropascals.

NOTE: In certain circumstances LAeq,T may be estimated by
representative samples of less than the stated measurement time
interval.

Where discrete sampling methods are used, the value of
LAeq,T may be approximated as follows:

LAeq,T ≈

where

LpAi = A-weighted sound pressure level
corresponding to the class-midpoint of the
class i

fi = time interval for which the A-weighted
sound pressure level is within the limits of
class i, expressed as a percentage of the
relevant time.

NOTE: The class interval should not exceed 5 dB.

1.4.4 Percentile level (LA%,T)—the A-weighted sound
pressure level exceeded for a percentage of the total time
period of interest (T) in hours, e.g. LA%,1h.

NOTES:

1 . Commonly used values of percentage for road traffic noise are
1 , 10, 50, and 90.

2. Commonly used values of T for road traffic noise are 1 , 18, and
24 h.

3. Where one representative sample only is taken in the time period
(T), LA%,T = LA%; where more than one sample is taken, the
separate samples must be combined into one composite sample
to determine LA%,T.

4. In certain circumstances, LA% may be estimated by representative
samples of less than the stated interval (T).

1.4.5 Derived descriptor LA10(18 hour)—the arithmetic
average of the 18 individual LA10,1h values between
0600 hours and 2400 hours.

NOTE: This derived descriptor is found in the Calculation of Road
Traffic Noise, Department of Environment, Welsh Office, HMSO,
London, 1975 and 1988.
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