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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee CH/1 0, Analysis of Metals to supersede AS 371 9.2—1 990.

This Standard is a result of a consensus among representatives of the Joint Committee to
produce it as an Australian Standard.

The objective of this Standard is to increase the range for the determination of silicon in
aluminium and aluminium alloys by raising the upper limit from 8% to 1 3%.

This Standard is based on ISO 797: 1 973 , Aluminium and aluminium alloys—

Determination of silicon—Gravimetric method. It is Part 2 of a series of Standards for the
chemical analysis of aluminium and aluminium alloys.

The Committee organized an interlaboratory test program to obtain information on the
repeatability and reproducibility of the method. The following laboratories participated in
the test program to provide the data given in Table 2:

Tomago Aluminium Co.

Pasminco Cockle Creek Smelter

Affinity Laboratories

Department of Defence, Materials Testing Laboratories

Port Kembla Copper

The terms ‘normative’ and ‘ informative’ have been used in this Standard to define the
application of the appendix to which they apply. A ‘normative’ appendix is an integral
part of a Standard, whereas an ‘ informative’ appendix is only for information and
guidance.

© Copyright STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in writing from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information
on commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 1 0 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subj ect to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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