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PREFACE 

This Standard was reviewed by the Standards Australia Committee EL-007, Power Switchgear 

to supersede AS 3720—1989. 

This Standard is republished from AS 3720—1989, without technical alterations. 

This Standard is identical with, and has been reproduced from IEC 60833, Ed. 1.0 (1987), 

Measurement of power-frequency electric fields. 

It is intended primarily to specify standard methods for use by power authorities in measuring 

electric field strengths near the ground plane in the vicinity of high voltage lines and 

conductors. 

At locations closer to the high voltage conductors, where the field is non-uniform, power 

authorities have used the following methods, not covered by this Standard: 

(a) The determination of maximum field strength using three-coordinate probes. 

(b) The determination of average field strength using body current measurements. 

As this Standard is reproduced from an International Standard, the following applies: 

(i) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(ii) In the source text ‘IEC 60833’ should read ‘AS 3720’. 

(iii) A full point should be substituted for a comma when referring to a decimal marker. 

(iv) Any French text on figures should be ignored. 

The terms ‘normative’ and ‘informative’ are used to define the application of the annex to 

which they apply. A normative annex is an integral part of a standard, whereas an informative 

annex is only for information and guidance. 
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1

STANDARDS AUSTRALIA 

 

Australian Standard 

Measurement of power-frequency electric fields 

 

1 Scope 

This standard is applicable to the measurement of electric field strength at power frequencies 
in air for quasi-uniform electric fields with instrumentation in common use and/or  
commercially available. The standard is applicable to other instruments provided they are 
calibrated according to the procedures described in this standard. 

2 Object 

The objects of this standard are: 

• to define the terms used; 

• to describe the basic operating principles of measuring instruments; 

• to specify methods for calibration and calibration checks; 

• to specify electric field strength measurement procedures; 

• to identify significant sources of measurement error and to give limits of permissible 
uncertainties. 

3 Definitions 

3.1 
Electric field strength 
When a conductor is electrically charged, the space in the vicinity of the conductor is affected 
so that a charged particle, when introduced into the affected space, experiences a force in a 
well-defined direction at any instant. An electric field is said to exist in the affected space, and 
the electric field strength at any point is a vector quantity equal to the force per unit positive 
charge located at that point. Two types of electric fields are considered in this document, 
single-phase a.c. fields and three-phase a.c. fields. The field strength magnitude is specified 
in units of volts per metre. 

3.2 
Single-phase a.c. fields 
A single-phase source of alternating voltage, when connected to conducting boundary 
surfaces (for example, electrodes), produces at any point in the affected space an electric 
field vector which oscillates along a fixed axis. 

3.3 
Three-phase a.c. fields 
A three-phase source of alternating voltage, when connected to conducting boundary surfaces 
(for example, electrodes) produces an electric field vector which, in general, rotates in space. 
The rotating vector describes an ellipse whose semi-major axis represents the magnitude and 
direction of the maximum value of the electric field, and whose semi-minor axis represents the 
magnitude and direction of the minimum value of the electric field, which occurs a quarter 
cycle later than the maximum. On conducting boundary surfaces, the rotating vector becomes 
an oscillating vector whose direction is perpendicular to the surface. 
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4 Field strength measuring instruments 

4.1 General 

Three types of instrumentation for the measurement of electric field strength are considered in 
this standard. They are: 

(a) the free-body type; 

(b) the ground-reference type; 

(c) the electro-optic type. 

Basically an electric field strength meter has two parts, the probe or field sensor and the 
detector which consists of signal-processing circuitry with an analogue or digital display. 
When field strength measurements are performed, the observer should be sufficiently 
removed from the probe to avoid significant perturbation of the field at the location of the 
probe (Sub-clauses 7.2, 7.3 and 7.4). The size of the probe should be such that charge 
distributions on the boundary surfaces generating the field (energized and grounded surfaces) 
are not significantly perturbed when the probe is introduced for measurements (Sub-clauses 
5.2, 7.2 and 7.3). While the field meter is calibrated in a nearly uniform field (Sub-clause 5.2), 
the field that is measured need not be very uniform (Appendix A, Clause A8). The field meters 
measure the projection of the oscillating or rotating electric field vector onto the main axis of 
the probe. The field meters are calibrated to read the r.m.s. value of the electric field strength 
assuming a pure sinusoidal field. Free-body probes which simultaneously measure three 
orthogonal components of the electric field strength at a point in space (three-coordinate-
probe) can be used for measuring the maximum field strength. Such probes are not discussed 
in detail in this standard because they are considered to be extensions of the free-body type 
meters discussed below. 

4.2 Free-body meters 

The free-body field meters operate by measuring the power frequency induced current or 
induced charge between two sections of an isolated conductive body introduced into the field 
to be measured. The free-body probe is suitable for survey-type measurements because it is 
portable, allows measurement above the ground plane, and does not require a known ground 
reference. For free-body meters, the detector can be contained in, or be an integral part of, 
the probe. The probe and detector are introduced into an electric field on an insulating 
handle. There also exist free-body meters designed for remote display of the electric field 
strength. In this case a portion of the signal processing circuit is contained in the probe and 
the remainder of the detector is in a separate enclosure with an analogue or digital display. A 
fibre-optic link connects the probe to the display unit. This type of probe is also introduced 
into the electric field using an insulating handle. Free-body field meters are typically battery-
operated. 

Typical shapes of free-body field meters are shown in Figures 1a, 1b and 1c. All the probes 
can be considered to be dipoles. When the spherical probe (Figure 1a) is placed in a uniform 
field so that the plane of separation of the two hemispheres is perpendicular to the field, the 
r.m.s. value of the induced charge, Q, on one of the hemi- spheres is given by: 

Q  = 3πε0r
2
E (1) 

where: 

ε0 is the permittivity of vacuum 

r is the sphere radius 

E is the uniform electric field strength, r.m.s. 
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The sinusoidal time dependence of Q in equation (1) has been suppressed. This practice will 
be maintained throughout the document. Equation (1) shows that measurement of the induced 
charge provides a measure of the electric field strength. Similarly, measuring the induced 
current, I, by electronically differentiating the charge also permits the determination of the 
field strength. That is, 

I = 3πε0ωr
2
E (2) 

where ω is the angular frequency (2πf). 

For the less symmetric box-type and parallel-plate dipoles (Figures 1b and 1c) equations (1) 
and (2) are replaced respectively with equations of the form: 

Q = kE (3) 

and 

I = kωE (4) 

where k is a coefficient which depends on geometry and is determined by calibration. Parallel-
plate field meters (Figure 1c) have detectors that determine the field strength by measuring 
the difference between charges induced on the plates, or the induced current. 

4.3 Ground-reference meters 

These types of instruments are used to measure the field strength at ground level. The probe 
can consist of one plate with a grounded guard electrode mounted on a thin insulating layer, 
or of two parallel plates separated by a thin sheet of insulation as shown in Figure 1d. In the 
latter case, the lower plate is connected to ground; in both cases, the sensing electrode is 
connected to the detector with a shielded cable. Assuming no fringing field effects, the charge 
induced in the sensing electrode is given by: 

Q = Sε0E (5) 

where S is the area of the sensing plate. 

Differentiating the induced charge yields the relationship: 

I = Sωε0E (6) 

Equations (5) and (6) show again that measurement of the induced charge or current allows 
the determination of field strength. 

Because the probe consists of a flat surface and its use is restricted to flat ground planes, 
perturbation of charge distributions on boundary surfaces is normally insignificant. While the 
probe can be used in non-uniform fields, it should be noted that the field strength that is 
measured is that at the surface of the probe. Ground-reference type field meters may be 
battery- or mains-operated, but require a ground-reference potential. 

It is noted that the probe shown in Figure 1d can also be used on energized flat surfaces 
provided that the reference potential of the detector is the same as that of the energized 
surface. Provision must be made for remote viewing of the analogue or digital display (for 
example, using a fibre-optic link or viewing the display from a distance). 
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