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PREFACE

This S tandard was revised by the S tandards Australia Committee TX/1 5, Textiles for

Health Care Facilities and Institutions to supersede AS 3 71 7 — 1 989, Textiles for hospitals

and institutions—Curtains and patient bed screens—Fabric performance properties . The

Standard sets out the essential manufacturing and performance properties of curtains and

bed screens for use in hospitals and institutions.

In the preparation of this S tandard cognizance was taken of AS 2663 , Textiles—Curtain

fabrics for domestic use.

The terms ‘ normative’ and ‘ informative’ have been used in this S tandard to define the

application of the appendix to which they apply. A ‘ normative’ appendix is an integral

part of a S tandard, whereas an ‘ informative’ appendix is only for information and

guidance.

© Copyright S TANDARDS AUS TRALIA

Users of S tandards are reminded that copyright subsists in all S tandards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by S tandards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in writing from
S tandards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information
on commercial software royalties should be directed to the head office of S tandards Australia.

S tandards Australia will permit up to 1 0 percent of the technical content pages of a S tandard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to S tandards Australia.

S tandards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the S tandard and that it is updated whenever the
S tandard is amended or revised. The number and date of the S tandard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subj ect to the payment of a royalty. This policy may be varied by S tandards Australia at any time.
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STANDARDS AUSTRALIA

Austral ian Standard

Texti les for heal th care faci l i ties and insti tutions

Part 9: Curtains and patient bed screens—
Fabric performance properties

S E C T I O N 1 S C O P E A N D G E N E R A L

1.1 SCOPE This Standard specifies manufacturing and performance requirements for

fabrics to be used for hospital and institutional curtains and bed screens. This S tandard is

not applicable to weft knitted fabrics.

NOTE: Purchasing guidelines have been included in Appendix A. These give prospective

purchasers a list of requirements that need to be specified at the time of enquiry or order.

1.2 REFERENCED DOCUMENTS The documents referred to in this S tandard are

listed in Appendix B .

1.3 MARKING OF BOLTS AND ROLLS The following information shall be shown

on each bolt or roll and package of fabric on a drop ticket or label:

(a) Manufacturer’ s name or trade mark.

(b) Manufacturer’ s description or nomenclature for fabric.

(c) Fabric content (see AS /NZS 2622 and Note 1 ).

(d) Gross and net length of bolt or roll.

(e) Width overall (including selvedge).

(f) Care instructions in accordance with AS/NZS 1 957 (see Note 1 ).

NOTES :

1 Reference should also be made to relevant S tate and Federal Legislation for the labelling of

fibre content and care.

2 Manufacturers making a statement of compliance with this Australian S tandard on a

product, or on packaging or promotional material related to that product, are advised to

ensure that such compliance is capable of being verified.
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