AS 3891.2:2018

8T0T:T'T68E SV

-~ Australian
 / T\ STANDARD

Air navigation—Cables and their
supporting structures—Marking and
safety requirements

Part 2: Low level aviation operations

-
-

Documents

Document Sharing Hub

Full document details: AS 3891.2-2018


http://www.avadocuments.com/doc/as-3891-2-2018
http://www.avadocuments.com/doc/as-3891-2-2018

AS 3891.2:2018

This Australian Standard® was prepared by EL-010, Overhead Lines. It was approved on
behalf of the Council of Standards Australia on 16 July 2018.

This Standard was published on 15 August 2018.

The following are represented on Committee EL-010:
Aerial Application Association of Australia
Australian Industry Group
Civil Aviation Safety Authority
Communications, Electrical and Plumbing Union - Electrical Division
Energy Networks Australia
Energy Safe Victoria
Engineers Australia
NSW Department of Industry, Skills and Regional Development

This Standard was issued in draft form for comment as DR AS 3891.2:2018.

Keeping Standards up-to-date

Ensure you have the latest versions of our publications and keep up-to-date about
Amendments, Rulings, Withdrawals, and new projects by visiting:
www.standards.org.au

www.saiglobal.com (sales and distribution)

ISBN 978 1 76072 158 9 Documents

Document Sharing Hub

Full document details: AS 3891.2-2018


http://www.avadocuments.com/doc/as-3891-2-2018
http://www.avadocuments.com/doc/as-3891-2-2018

Full document details: AS 3891.2-2018

AS 3891.2:2018

-~ Australian
| / N\ STANDARD

Air navigation—Cables and their
supporting structures—Marking and
safety requirements

Part 2: Low level aviation operations

Originated as AS 3891.2—1992.
Second edition 2008.
Third edition 2018.

COPYRIGHT
© Standards Australia Limited 2018

All rights are reserved. No part of this work may be reproduced or copied in any
form or by any means, electronic or mechanical, including photocopying, without the
written permission of the publisher, unless otherwise permitted under the Copyright
Act 1968 (Cth).

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-3891-2-2018
http://www.avadocuments.com/doc/as-3891-2-2018

AS 3891.2:2018 ii

Preface

This Standard was prepared by members of the Standards Australia Committee EL-010, Overhead Lines,
to supersede AS 3891.2—2008, Air navigation — Cables and their supporting structures — Marking and
safety requirements, Part 2: Marking of overhead cables for planned low-level flying operations.

The objective of this Standard is to specify requirements for aircraft warning markers on overhead
cables and supporting structures for low-level aviation.

This Standard operates in conjunction with applicable Commonwealth civil aviation legislation or Civil
Aviation Safety Authority permissions/exemptions, which include the following:

Civil Aviation Regulations 1988 Reg 206 Commercial purposes (Act, s 27(9)); and
Civil Aviation Safety Regulation Part 137 Aerial application operations (see definitions).
This Standard is Part 2 of a two-part series as follows:

AS 3891.1, Air navigation — Cables and their supporting structures — Marking and safety requirements,
Part 1: Permanent marking of overhead cables and their supporting structures for other than planned low-
level flying.

AS 3891.2, Air navigation — Cables and their supporting structures — Marking and safety requirements,
Part 2: Low level aviation operations (this Standard).

Statements expressed in mandatory terms in footnotes to tables are deemed to be requirements of this
Standard. Notes that appear in the main text of this Standard provide information only.
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