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PREFACE

This Standard was prepared by the Standards Australia Committee FP/4, Automatic
Sprinkler Installations.

The revisions to AS 2118 have included Standards Australia’s requirements to keep
installation (AS 2118 series) and product (AS 4118 series) Standards separate.

The series to date comprises the following:

AS

2118 Automatic fire sprinkler systems

2118.1 Part 1: Standard

2118.2 Part 2: Wall wetting sprinklers (drenchers)
2118.3 Part 3: Deluge

2118.4 Part 4: Residential

2118.5 Part 5: Domestic

2118.6 Part 6: Combined sprinkler and hydrant
2118.8 Part 8: Minor modifications

2118.9 Part 9: Piping support and installation
2118.10 Part 10: Approval documentation

4118 Fire sprinkler systems

4118.1.1 Partl1l.l: Components—Sprinklers and sprayers

4118.1.2 Part1l.2: Components—Alarm valves (wet)

4118.1.3 Part1.3: Components—Water motor alarms

4118.1.4 Partl1l.4: Components—Valve monitors

4118.1.5 Partl1l.5: Components—Deluge and pre-action valves

4118.1.6 Part1.6: Components—Stop valves and non-return valves
4118.1.7 Partl1l.7: Components—Alarm valves

4118.1.8 Part1.8: Components—Pressure-reducing valves (this Standard)
4118.2.1 Part2.1: Piping—General

ISO 6182 seriedkire protectionr—Automatic fire sprinkler systembas been drawn on for
the development of this Standard and the assistance received is hereby acknowledged.
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Copyright Act allows and exqe# whereprovided for below nagoublications or softwarg@roduced ly Standards Australia nyabe
reproduced, stored in a retrievaysgem in ay form or transmitted ¥ ary means withoutprior permission in writig from
Standards Australia. Permission ynae conditional on anppropriate royalty payment. Reuests forpermission and information
on commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclugjvely
in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.
Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.
Care should be taken to ensure that material used is from the current edition of the Standard and thdatédswhenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material iprint form or in conputer softwareprograms to be used commercigllwith or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Austr%ﬁum%nts
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FOREWORD

A pressure-reducing valve’s function is to maintain a constant outlet pressure, relative to
ambient atmospheric pressure, under conditions of varying inlet pressure, which must
always be greater than the required outlet pressure.

The valve is usually self-actuating by means of a compression-spring-loaded, or control

pressure-loaded, diaphragm connected to the valve disc or plug. Valve outlet pressure is
applied to one side of the diaphragm, while the spring force plus atmospheric pressure, or
the control pressure, is applied to the other side.

Valve outlet pressure is changed by adjustment of the spring compression or of the control
pressure.
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