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PREFACE

This Standard was prepared by the S tandards Australia Committee on Oil and Gas

Measurement. It is Part 4 of a series of S tandards dealing with petroleum liquid measurement

systems.

Other S tandards or proposed Standards in this series are as follows :

Part 1 : General principles

Part 2: Pipe provers

Part 3 : Pulse interpolation

Part 5 : Dynamic measurement

The objective of this S tandard is to provide those involved in determining the volume of a

vessel used for measuring petroleum liquid with a method of calculating the volume

corrections for temperature required for calibration by the water transfer method.

The term ‘ informative’ has been used in this S tandard to define the application of the

appendix to which it applies. An ‘informative’ appendix is only for information and guidance.

© Copyri ght STANDARDS AUSTRALIA

Users of Standards are reminded that copyri ght subsis ts in all S tandards Australia publi cati ons and software. Except where the
Copyri ght Act all ows and except where provided for below no publications or software produced by Standards Australi a may be
reproduced, stored in a retr ieval system in any form or transmitted by any means without prior permission in writ ing from
Standards Australi a. Permission may be conditi onal on an appropriate royalty payment. Requests for permission and information on
commercial software royalti es should be directed to the head office of Standards Australi a.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use exclusively
in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of i ts copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that materi al used is from the current editi on of the Standard and that it i s updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of materi al in print form or in computer software programs to be used commercially , with or without payment, or in
commercial contracts is subject to the payment of a royalty . This policy may be vari ed by Standards Australia at any time.
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