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AS 4292.4—2006

PREFACE

This Standard was prepared by the Standards Australia Committee ME-079 Railway Safety
in conjunction with AS 4292.1 to provide a means of demonstrating compliance with that
Standard in the relevant technical area. It supersedes AS 4292.4—1997, Railway safety
management, Part 4: Signalling and telecommunications systems and equipment.

This Standard is part of a series of Standards on railway safety as follows:

AS
4292
4292.1
4292.2
4292.3
4292.4

4292.5
4292.7

Railway safety management

Part 1:
Part 2:
Part 3:
Part 4:

Part 5:
Part 7:

General requirements

Track, civil and electrical infrastructure

Rolling stock

Signalling and telecommunications systems and equipment (this
standard)

Operational systems

Railway safety investigation

The term ‘informative’ has been used in this Standard to define the application of the
appendix to which it applies. An “informative’ appendix is for information and guidance.
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FOREWORD

A means of complying with this Standard may be by an organization entering into a
commitment to conform to a code of practice which has been deemed by the relevant
authority to comply in respect of the organization’s type of operation. The National Code of
Practice for Australian Rail Operations includes a range of codes applicable to specific
railway activities such as tramways, tourist/heritage, short haul and advanced technology
railways, as well as main line and heavy haul operations.
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STANDARDS AUSTRALIA

Australian Standard
Railway safety management

Part 4. Signalling and telecommunications systems and equipment

SECTION 1 SCOPE AND GENERAL

1.1 SCOPE

This Standard specifies requirements and provides guidelines for preparing or adopting
engineering and operating systems safety standards and procedures to comply with the
relevant requirements of AS 4292.1, in respect of the signalling and telecommunications
system and equipment.

1.2 APPLICATION

This Standard sets technical requirements to be considered for inclusion in engineering
systems safety Standards forming part of a railway safety management system prepared in
accordance with AS 4292.1. It also addresses requirements for an interface coordination
plan which specifies the information which must pass across the interfaces between the
various functional areas of railway organizations to enable these standards and procedures
to be implemented, and to ensure compatibility between those functional areas.

It is recognized however, that additional or alternative matters and requirements may need
to be considered for each railway application. The applicability of each element of these
guidelines should be determined by the level of risk it imposes on each operation (see
Clause 1.8). In applying this Standard the following matters should be taken into account:

(a) The role of the railway.

(b) The function in the organization of the person, corporation, contractor or supplier
who is applying the Standard.

(¢) The commercial agreements between owners, operators and functional areas.
(d) The promotion of commercial and technological innovation.
(e) Existing safety procedures and practices.

(f) The need to determine which life cycle phases (see Clause 1.6) are applicable to an
organization.

NOTE: Attention is drawn to the Foreword which describes a means of complying with this
Standard.

1.3 REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

AS

4292 Railway safety management

4292.1 Part 1: General requirements

4292.2 Part 2: Track, civil and electrical infrastructure

4292.3 Part 3: Rolling stock
4292.5 Part 5: Operational systems
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AS/NZS
4360 Risk management

1.4 DEFINITIONS

For the purposes of this Standard the definitions in AS 4292.1 and those below apply.
1.4.1 Availability

The percentage of time that an item or system is able to perform its designated function.
1.4.2 Fail-safe

The capability of an item of equipment or a system to ensure that any failure in a
predictable or specified mode will result only in that item or system reaching and remaining
in a safe condition.

1.4.3 Permissible rolling stock outline

The outline which defines the limiting cross-sectional geometry for rolling stock and its
load including kinematic effects.

1.4.4 Reliability

The ability of an item of equipment or a system to perform a required function under stated
conditions for a stated period of time or at a given point in time.

1.4.5 Safety integrity

The probability of a safety-related system performing its required safety function under the
required conditions and within the required time interval.

1.4.6 Safety-related system

A system by which the safe operation of equipment or process is achieved, either as an
integral part of the control function or as a system designed to respond to a hazardous
condition independently of the control function.

1.4.7 Safeworking system

An integrated system of operating procedures and technology for the safe operation of
trains and the protection of people and property on or about the railway.

1.4.8 Signalling and telecommunications system

A system which provides a means to safely regulate the movement of trains on a railway
through the use of appropriate technology.

1.4.9 Shall

Indicates that a statement is a requirement of this Standard.

1.4.10 Should

Indicates a recommendation.

1.4.11 Validation

Confirmation that the particular requirements for a specific intended use are fulfilled.
1.4.12 Verification

Testing and evaluation of an item of equipment or a system to assure compliance with its
specification or other requirements.
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1.5 FUNCTIONAL AREAS

Application of this Standard requires that the functional areas set out in Table 1.1 and their
corresponding responsibilities be recognized in the preparation of a railway safety
management system.

The roles of each functional area are as follows:

(a) Establishment and maintenance of standards and procedures in the primary areas of
responsibility and in accordance with the reference Standards as set out in Table 1.1.

(b) Interface coordination as set out in Section 2.

TABLE 1.1
FUNCTIONAL AREAS IN RAILWAY ORGANIZATIONS

Functional areas Primary area of responsibility Reference Standard

Infrastructure All aspects relating to the provision of track, civil AS 42922
and electrical infrastructure

Rolling stock All aspects relating to the provision of items of AS 42923
rolling stock

Signalling and All aspects relating to the provision of signalling, AS 4292 .4*
telecommunications | telecommunications and train monitoring equipment

Traffic management | All aspects relating to the provision and AS 4292.5
implementation of traffic (train) control and uniform
safeworking rules, regulations and procedures, and
relevant aspects of train integrity

Train management All aspects relating to the provision and AS 4292.5
implementation of train movement, planning,
marshalling, consist requirements, dispatch, crewing
and inspection, and relevant aspects of train
integrity

* This Standard

1.6 ASSET LIFE CYCLE

The Sections of this Standard have been arranged to follow the successive phases in the life
cycle of signalling and telecommunications assets. The phases in the life cycle are as
follows:

(a) Design (see Section 3).

(b) Construction and implementation (see Section 4).
(¢) Commissioning (see Section 5).

(d) Monitoring and maintenance (see Section 6).

(e) Modification (see Section 7).

(f) Decommissioning and disposal (see Section 8).

The way in which these life cycle phases relate to the railway safety management system
described in AS 4292.1 and expanded in the subsequent parts of AS 4292, is illustrated in
Figure 1.1.

NOTE: Descriptions of the phases and their process requirements are tabulated in Appendix A.

It is recognized that an organization’s safety management system will deal with only those
life cycle phases which are relevant to its operation. The assessment as to which of these is
relevant in a particular case should be made in accordance with Clause 1.2.
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1.7 ADOPTION OF EXISTING PRACTICES

It is acknowledged that in existing railway operations there are practices considered by
organization as safe. Continued use of these practices or their use by a new railway that can
be shown to be sufficiently similar to an existing railway, shall be supported by a
comprehensive assessment to ensure that all risks including latent risks are identified and
any appropriate additional controls implemented. This option may have particular relevance
to the operation and maintenance of tourist, heritage and special purpose systems.

1.8 HAZARD IDENTIFICATION AND RISK ANALYSIS

Determination of the matters to be included in standards and procedures for each phase of
the life cycle should include identification of hazards which might affect the following:

(a) Safety integrity of the signalling and telecommunications system.

(b) Reliability of the signalling and telecommunications infrastructure.

(c) Compatibility with other engineering and operating systems and equipment.
(d) Fail-safe operation under fault conditions.

(e) Safety of persons or property on or adjacent to the railway.

The level of risk analysis needed for particular factors will not necessarily be the same in
all cases. Detailed analysis may not be required where an organization adopts established
practices that have been shown to deliver a satisfactory safety performance under
equivalent conditions. Analysis will, however, be required where changes to the practices
are proposed. The minimum requirement in such cases shall be a risk analysis on the
elements of the changes.

NOTE: Further guidance on risk analysis may be found in AS/NZS 4360.

1.9 COMMUNICATION

Safe operation of a railway requires communication within an organization and between
organizations on a variety of matters. Standards and procedures prepared in accordance
with this Standard shall include requirements to ensure that all required communication is
carried out in an effective and reliable way.

1.10 HANDLING OF EXCEPTIONS

Procedures shall be established and maintained where appropriate, for assessing the safety
of operations which are considered to be feasible in a particular case but which would
normally be precluded by strict observance of the specified design or operating parameters,
e.g. structure gauge infringement, communications system failure.
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AS 42921
Railway safety management
Part 1 : General requirements

l

l

l

l

Part 2 Part 3 Part 4 Part 5
Track, civil and Rolling Signalling and Operational
electrical stock telecommunications systems

infrastructure systems and
equipment
Design Design Design Design
(see Notes (see Notes (see Notes (see Notes
1 and 2) 1 and 2) 1 and 2) 1 and 2)

Construction and
implementation

(see Note 2)

Construction and
implementation

([see Note 2)

Construction and
implementation

(see Note 2)

Construction and
implementation
(see Note 2)

Commissioning

Commissioning

Commissioning

Commissioning

Operations
(see Note 3)

Monitoring and
maintenance

Monitoring and
maintenance

Monitoring and
maintenance

Monitoring and
maintenance

Modification
(see Note 4)

[ |

Modification
(see Note 4)

[ |

Modification
(see Note 4)

[

Modification
(see Note 4)

Decommissioning

and disposal

Decommissioning

and disposal

Decommissioning

and disposal

Decommissioning
and disposal

NOTES:

lifecycle stages.
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1 Designs are to be compatible.
2 Verification and validation of this process is required.
3 Operational interfaces are to be co-ordinated.

4 Modification will involve the design, construction, implementation and commissioning

FIGURE 1.1 THE ASSET LIFE CYCLE
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SECTION 2 INTERFACE COORDINATION

Where there exists a planned railway activity interface which involves other parties, or
functional areas, if documented processes are not already in place, an interface coordination
plan shall be established. This plan shall clearly delineate the responsibilities of each party
or functional area involved. The plan should include the following:

(a)

(b)

(©)

(d)
(e)

(f)

Determination of the functional areas in each organization which will be involved and
the interfaces across which coordination needs to be established.

The subject matter to be considered and resolved across each interface, in terms of the
matters specified for consideration in this Section.

Determination as to which party agrees to accept responsibility for each item of
subject matter identified in Item (b).

Procedures for the exchange of safety information.

Procedures for assessing and monitoring the compatibility of engineering and
operational parameters.

Procedures for the review of the interface coordination plan.

Recommended subject matter which should be considered and resolved in the establishment
of an interface coordination plan between each of the functional areas set out in Clause 1.6
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is given in Appendix B. The need for each of the items listed in the Appendix to be
included in an organization’s safety management system should be determined in
accordance with Clauses 1.2, 1.7 and 1.8.
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