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Keeping Standards up-to-date 

Standards  are  living documents  which reflect progress  in science,  technology and 
systems.  To  maintain their currency,  all  Standards  are  periodically reviewed,  and 
new editions  are  published.  Between editions,  amendments  may be  issued.  
Standards  may also  be  withdrawn.  It  is  important that readers  assure  themselves  
they are  using a current Standard,  which should include  any amendments  which 
may have  been published since the  Standard was  purchased.  

Detailed information about Standards  can be  found by visiting the  Standards  Web 
Shop  at www.standards. com.au and looking up  the  relevant Standard in the  on-line 
catalogue.  

Alternatively,  the  printed Catalogue  provides  information current at 1  January each 
year,  and the  monthly magazine,  The Global Standard,  has  a full  listing of revisions 
and amendments  published each month.  

Australian StandardsTM  and other products  and services  developed by Standards  
Australia are  published and distributed under contract by SAI Global,  which 
operates  the  Standards  Web Shop.  

We  also  welcome suggestions  for improvement in our Standards,  and especially 
encourage  readers  to  notify us  immediately of any apparent inaccuracies  or 
ambiguities.  Contact us  via email at mail@standards.org.au,  or write  to  the  Chief 
Executive,  Standards  Australia,  GPO Box 5420,  Sydney,  NSW 2001 .  

 

This Standard was issued in draft form for comment as DR 04430.  
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RECONFIRMATION NOTICE 

Technical Committee MT-01 4 has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been 

determined that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the 

original date of publication.  Users  are advised to  ensure that they are using the latest 

versions  of such documents  as  appropriate,  unless  advised otherwise in this  
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PREFACE 

This  Standard has  been prepared by the  Australian members  of the  Joint Standards 

Australia/Standards  New Zealand Committee  MT-01 4,  Corrosion of Metals,  to  supersede 

AS/NZS 43 5 2: 1 995 ,  Tests for coating resistance to  cathodic disbonding.  

After consultation with stakeholders  in both countries,  Standards  Australia and Standards 

New Zealand decided to  develop this  Standard as  an Australian Standard rather than an 

Australian/New Zealand Standard.  

The  obj ective  of this  Standard is  to  specify test methods  for the determination of the 

susceptibility of coatings to  cathodic  disbonding when subj ected to  cathodic protection.  

The  obj ective  of this  revision is  to  revise  the apparatus design and the  disbonding 

classification for average radial disbonding.  

The  Committee  decided that there  was  no  International  Standard (ISO) on this  topic  that 

was suitable to  be  used as  an Australian Standard.  

The  terms ‘ normative’  and ‘ informative’  have  been used in this  Standard to  define  the 

application of the  appendix to  which they apply.  A ‘ normative’  appendix is  an integral part 

of a Standard,  whereas an ‘ informative’  appendix is  only for information and guidance.  

Full document details: AS 4352-2005 (2016)

http://www.avadocuments.com/doc/as-4352-2005-2016
http://www.avadocuments.com/doc/as-4352-2005-2016


 3  AS 4352—2005  

 

CONTENTS  

   Page  

FOREWORD.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4  

 1  SCOPE.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5  

 2  REFERENCED DOCUMENTS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5  

 3  PRINCIPLE OF TEST .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5  

 4  CATHODIC DISBONDING TEST CELLS.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5  

 5  TEST SPECIMENS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8  

 6  TEST PROCEDURE.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 0 

 7  CALCULATION OF DISBONDED AREA . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1  

 8  TEST REPORT.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1  

APPENDICES 

 A TYPICAL CONSTANT CURRENT CIRCUIT .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 3  

 B  CATHODIC DISBONDING TEST SUMMARY REPORT .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 5  

 C  CLASSIFICATION OF CATHODIC DISBONDMENT.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 6 
 

Full document details: AS 4352-2005 (2016)

http://www.avadocuments.com/doc/as-4352-2005-2016
http://www.avadocuments.com/doc/as-4352-2005-2016


AS 4352—2005  4  

 

FOREWORD 

Protective  coatings  applied to  buried or immersed metallic  structures  provide  a primary line 

of defence  against corrosion.  Cathodic  protection is  usually applied in conj unction with 

coatings  to  prevent corrosion attack that could otherwise  take  place  at the  inevitable  defects  

which are  initially present or subsequently develop in the  coating.  

Application of cathodic protection causes  an electrochemical reaction to  occur on the 

exposed steel  surface  at any defects  in the  coating.  The  chemical  species  created by this  

reaction may attack the  coating or the  interfacial  bond between coating and steel  substrate,  

resulting in loss  of coating adhesion.  

This  phenomenon is  referred to  as  cathodic  disbonding.  It is  required that high performance 

coatings used in conj unction with cathodic  protection have  the  ability to  resist such 

disbonding to  ensure a long,  useful service life.  

 

Full document details: AS 4352-2005 (2016)

http://www.avadocuments.com/doc/as-4352-2005-2016
http://www.avadocuments.com/doc/as-4352-2005-2016

