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PREFACE 

This Standard was prepared by the Standards Australia Committee ME-063, Earth-moving 

Equipment at the request of users of earth-moving machinery, particularly those involved in 

major mining operations, and is supported by the inspectorates of Queensland, New South 

Wales and Western Australia. These bodies have expressed their concern that wheels, rims 

and tyres for earth-moving machinery are being subjected to ever-increasing loads and 

forces. 

The objective of this Standard is to provide all those involved in the earth-moving industry 

with information on the repair, retreading and correct maintenance of tyres used on earth-

moving machinery. 

The two parts of the AS 4457 series of Standards are as follows: 

Part 1: Wheel assemblies and rim assemblies 

Part 2: Tyres (this Standard) 

The term 'informative' has been used in this Standard to define the application of the 

appendix to which it applies. An 'informative' appendix is only for information and 

guidance. 
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FOREWORD 

Earth-moving tyres can be a cause of extremely hazardous situations that may result in 

fatalities when the correct procedures for the repair, retreading and maintenance of tyres 

have not been followed. The use of repaired or retreaded tyres that are substandard and the 

use of tyres that have not been maintained to high standards pose risks to persons operating 

earth-moving machinery. In order that this element of risk be minimized, controls over the 

repair, retreading, maintenance and inspection of tyres are considered necessary. 

This Standard will note where hazards exist, but this is not an exhaustive list. Site 

management need to ensure that all hazards are identified, and the appropriate risk controls 

put into place. 

In some cases, the Standard will mention a generally accepted risk control but this still 

needs to be checked against overall risk management. 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 4457.2-2008

http://www.avadocuments.com/doc/as-4457-2-2008
http://www.avadocuments.com/doc/as-4457-2-2008


AS 4457.2—2008 6 

 

© Standards Australia  www.standards.org.au 

STANDARDS AUSTRALIA 
 

Australian Standard 

Earth-moving machinery—Off-the-road wheels, rims and tyres—
Maintenance and repair 

 

Part 2:  Tyres 
 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE 

This Standard sets out the requirements for the identification, inspection, repair, retreading 

and maintenance of off-the-road (OTR) pneumatic tyres for earth-moving machinery. It 

applies to tyres fitted to wheel assemblies and rim assemblies of not less than 600 mm (24 

inches) nominal diameter. 

1.2   OBJECTIVE 

The objective of this Standard is to assist repairers and retreaders of tyres and users of 

earth-moving machinery in minimizing the risk to health and safety of persons working on 

tyres used on earth-moving machinery.  

1.3   REFERENCED DOCUMENTS 

The following documents are referred to in this Standard: 

AS  

4457 Earth-moving machinery, Off-the-road wheels, rims and tyres—Maintenance and 

repairs  

4457.1 Part 1: Wheel assemblies and rim assemblies 

AS/NZS  

2865 Safe working in a confined space 

1.4   DEFINITIONS 

For the purpose of this Standard, the definitions given below apply. 

1.4.1   Bead 

The part of the tyre that is made to secure the tyre to the rim. High tensile steel wires 

fashioned in a hoop shape are encased in the tyre casing or carcass structure. This 

comprises one bead core each side (in the case of a radial tyre) or multiple bead cores each 

side (for bias ply tyres). (See Figure 1.) 

1.4.2   Bead area 

The area of a tyre below the rim line (at the bottom of the sidewall). (See Figure 1.) 

1.4.3   Bias ply tyre 

A pneumatic tyre in which the ply cords in the tyre carcass are laid at alternate angles that 

are substantially less than 90 degrees to the centre-line of the tread. (See Figure 1.) 
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FIGURE  1   CROSS-REPRESENTATION OF A RADIAL AND BIAS PLY TYRE AND TYRE 

AREAS 

1.4.4   Buffing 

The preparation of the surface of the tyre prior to the application of cement and rubber. 

1.4.5   Building 

The application of rubber to the buffed and prepared surface of the casing or carcass. 

1.4.6   Carcass 

The multi cord layer structure and components of a bias ply tyre. (See Figure 1.) 

1.4.7   Carcass break up/separation 

The detachment of the carcass plies from each other or the internal detachment of the plies 

resulting in a loss of structural strength.  

1.4.8   Casing  

The structure and components of a radial ply tyre. 

1.4.9   Casing ply 

The major structural component of a radial ply tyre that is wrapped around the beads. The 

strength of the casing ply has a major determination on the load carrying capacity of the 

tyre. (See Figures 1 and 2.) 
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Tyre tread
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FIGURE  2   SECTION OF A RADIAL PLY TYRE SHOWING THE DIFFERENT 

STRUCTURAL BELTS 

1.4.10   Cement 

A solution of rubber or other chemical compound capable of being cured, compatible with 

the process in use, and used as a bonding agent in the repair and retreading of tyres. 

1.4.11   Cementing 

The application of cement to the buffed surface of the tyre. 

1.4.12   Competent person 

A person who has through a combination of training, education and experience, knowledge 

and skills enabling that person to perform correctly a specified task. 

1.4.13   Cords 

The individual strands encased in rubber. 

1.4.14   Crown 

The portion of the tread between the shoulders of a tyre. (See Figure 1.) 

1.4.15   Curing 

The application of controlled temperature and pressure for the duration necessary to 

transform the rubber from its plastic state to its elastic state. This process is also known as 

vulcanization. 

1.4.16   Cushion gum 

An uncured rubber compound used to assist adhesion between the buffed casing and the 

new tread as well as between the casing and a new patch. 

1.4.17   Cut damage 

A cut into the rubber and/or structure. 

1.4.18   Inflation pressure 

The measurement of pneumatic force that is exerted on the inner surface of a tyre so as to 

tension the structure and to provide a vital element in the safe operation of the tyre. A
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