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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
ME/20, Internal Combustion Engines to supersede AS 2789.1—1985, Internal combustion
engines —Performance, Part 1: Engines for land, rail-traction and marine use—Standard reference
conditions and declarations of power, fuel consumption and lubricating oil consumption, and
AS 2789.2—1985, Internal combustion engines—Performance, Part 2: Engines for land, rail-
traction and marine use—Test methods. It is identical with and has been reproduced from
ISO 3046-1:1995, Reciprocating internal combustion engines—Performance, Part 1: Standard
reference conditions, declarations of power, fuel and lubricating oil consumptions, and test
methods.

This Standard is the result of a consensus among the representatives on the Joint Committee to
produce it as an Australian Standard.

The Standards in the series are as follows:

AS

4594 Internal combustion engines— Performance

4594.0  Part O: Application

4594.1 Part 1: Standard reference conditions, declarations of power, fuel and lubricating oil
consumptions, and test methods (this Standard).

4594.3 Part 3: Engines for land, rail-traction and marine use—Test measurements

4594.4  Part 4: Engines for land, rail-traction and marine use—Speed governing

4594.5 Part 5: Engines for land, rail-traction and marine use— Torsional vibrations

4594.6  Part 6: Engines for land, rail-traction and marine use—QOverspeed protection

4594.7 Part 7: Engines for land, rail-traction and marine use—Codes for engine power

4594.8 Part 8: Engines for road vehicle use—Test code, net power

4594.9 Part 9: Engines for road vehicle use—Test code, gross power

4594.10 Part 10: Engines for agricultural tractor and machine use—Test code, net power
4594.11 Part 11: Engines for motorcycle use—Test code, net power

An application Standard, AS 4594.0, has been produced to be read in conjunction with these
Standards to indicate inconsistencies within the adopted ISO Standards.

As this Standard is reproduced from an International Standard the following applies:

(a) Terminology The words ‘this Australian Standard’ should replace the words ‘this part of
ISO 3046° whenever they appear.

(b)  Decimal comma The decimal point should replace the decimal comma wherever it appears.

(c) Cross-references The reference to International Standards should be replaced by references
to Australian Standards as follows:

Reference to International Standard Australia Standard
ISO AS
1204 Reciprocating internal combustion —

engines—Designation of the direction
of rotation and of cylinders and
valves in cylinder heads, and
definition of right-hand and left-hand
in-line engines and locations on an
engine
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ISO AS

3046 Reciprocating internal combustion 4594 Internal combustion
engines—Performance engines—Performance

3046-3  Part 3: Test measurements 4594.3  Part 3: Engines for land, rail-traction
and marine use— Test measurements

3046-4  Part 4: Speed governing 4594.4  Part 4: Engines for land, rail-traction
and marine use—Speed governing

3046-5  Part 5: Torsional vibrations 4594.5  Part 5: Engines for land, rail-traction
and marine use— Torsional vibration

3046-6  Part 6: Overspeed protection 4594.6  Part 6: Engines for land, rail-traction
and marine use—Overspeed
protection

3046-7  Part 7: Codes for engine power 45947  Part 7: Engines for land, rail-traction
and marine use—Codes for engine

. L . power
8528 Reciprocating internal combustion

engine driven alternating current
generating sets

8528-1  Part 1: Application, ratings and —
performance

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of
the annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an
‘informative’ annex is only for information and guidance.

© Copyright — STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in writing from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information
on commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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AUSTRALIAN STANDARD

Internal combustion engines—Performance

Part 1:

Standard reference conditions, declarations of power, fuel and
lubricating oil consumptions, and test methods

1 Scope

This part of ISO 3046 specifies standard reference
conditions and methods of declaring the power, fuel
consumption, lubricating oil consumption and test
methods for reciprocating internal combustion (RiC)
engines in commercial production using liquid or
gasecus fuels. Where necessary, individual require-
ments are given for particular engine applications.

This part of ISO 3046 covers RIC engines for land,
rall-traction and marine use, excluding engines used
to propel agricultural tractors, road vehicles and air-
craft.

This part of ISO 3046 may be applied to engines used
to propel road censtruction and earth-moving ma-
chines, industrial trucks, and for other applications
where no suitable international Standard for these
engines exists,

This part of 1SO 3046 may be applied to tests on a
test bed at the manufacturer's works and to tests on
site (see 15.4.4).

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of SO 3046. At the time of publication, the
editions indicated were valid. All standards are subject
10 revision, and parties to agreements based on this
part of ISO 3046 are encouraged to investigate the

1} To be published. {Revision of ISO 3046-4:1878)

possibility of applying the most recent editions of the
standards indicated below. Members of {EC and S0
maintain registers of currently valid international
Standards.

ISC 1204:1990, Reciprocating internal combustion
engines — Designation of the direction of rotation and
of cylinders and valves in cylinder heads, and defi-
nition of right-hand and left-hand in-line engines and
locations on an engine.

ISO 3046-3:1989, Reciprocating internal combustion
engines — Performance — Part 3: Test measure-
ments,

15O 3046-4:—", Reciprocating internal combustion
engines — Performance — Part 4: Speed governing.

ISO 3046-5:1978, Reciprocating internal combustion
engines — Perforrmance — Part 5. Torsional vi-
brations.

1SO 3046-6:19380, Reciprocating internal combustion
engines — Performance — Part 6: Overspeed pro-
tection.

ISO 3046-7:1995, Reciprocating internal combustion
engines — Performance — Part 7: Codes for engine
power.

1SO 8528-1:1993, Reciprocating internal combustion

engine driven aiternating current generating $ets —
Part 1: Application, ratings and performance.
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3 Definitions

For the purposes of this part of ISO 30486, the follow-
ing definitions apply.

3.1 Auxiliary

3.1.1 dependent auxiliary: item of equipment, the
presence or absence of which affects the final shaft
output of the engine.

3.1.2 independent auxiliary: Item of equiprment
which uses power supplied from a source other than
the engine,

3.1.3 essential auxiliary: ltem of equipment which
is essential for the continued or repeated operation
of the engine.

3.1.4 non-essential auxiliary: Iltem of equipment
which is not essential for the continued or repeated
operation of the engine.

3.2 Engine

3.21 engine adjustment: Physical procedure of
modifying an engine for the purpose of adapting it to
a different set of ambient conditions, such as by
moving limiting fuel stop, re-matching the turbo-
charger, changing the fuel injection timing or other
mechanical changes. In that case the engine is an
adjusted engine (see 3.3.11).

3.22 non-adjusted engine: Engine which is preset
$0 that no physical procedure of modifying the engine
for the purpose of adapting it to a different set of
ambient conditions is carried out.

3.2.3 engine speed: The number of revolutions of
the crankshaft in a given period of time.
[ISO 2710:1978, 10.2.1]

3.2.4 declared engine speed: The engine speed
corresponding to the declared power.

NOTE 1 in some applications, the declared engine speed
is named "rated speed”.

3.3 Power and load

3.3.1 declared power: The value of the power, de-
clared by the manufacturer, which an engine wiil de-
liver under a given set of circumstances.

NOTE 2 In some applications, the declared power is
named “rated power”,

3.3.2 indicated power: The total power developed
in the working cylinders as a result of the pressure
of the working medium acting on the pistons.
[ISO 2710:1978, 10.3.1]

3.3.3 brake power: The power or the sum of the
powers measured at the driving shaft or shafts.
[ISO 2710:1978, 10.3.2]

3.3.4 continuous power: The power which an en-
gine is capable of delivering continuously, between
the normal maintenance intervais stated by the
manufacturer, at the stated speed and under stated
ambient conditions, the maintenance prescribed by
the manufacturer being carried out.

3.3.5 overload power: The power which an engine
may be permitted to deliver, with a duration and fre-
quency of use depending on the service application,
at stated ambient conditions, immediately after oper-
ating at the continuous power.

3.3.6 fuel stop power: The power which an engine
is capable of delivering during a stated period corre-
sponding to its application, and stated speed and un-
der stated ambient conditions, with the fuel limited
so that this power cannot be exceeded.

3.3.7 ISO power: The power determined under the
operating conditions of the manufacturer's test bed
and adjusted or corrected as determined by the
manufacturer to the standard reference conditions
specified in ¢lause 6.

3.3.8 ISO standard power: The continuous brake
power which the engine manufacturer declares that
an engine is capable of delivering using only the es-
sential dependent auxiliaries, between the normal
maintenance intervals stated by the manufacturer,
and under the following conditions:

a) at a stated speed at the operating conditions of
the engine manufacturer's test bed;

b) with the declared power adjusted or corrected as
determined by the manufacturer to the standard
reference conditions specified in clause 6:

c) with the maintenance prescribed by the engine
manufacturer being carried out.

3.3.9 service power: The power delivered under the
ambient and operating conditions of an engine appli-
cation.

3.3.10 service standard power: The continuous
brake power which the engine manufacturer deciares
that an engine is capable of delivering, using only the
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essential dependent auxiliaries, between the normal
maintenance intervals stated by the manufacturer and
under the following conditions:

a) at a stated speed at the ambient and operating
conditicns of the engine application;

b) with the declared power adjusted or corrected as
determined by the manufacturer to the stated
ambient and operating conditions of the engine
application;

¢l with the maintenance prescribed by the engine
manufactuer being carried out.

3.3.11 power adjustment: Calculation procedure by
which a power value under one set of ambient con-
ditions is modified to represent the power value ex-
pected under another set of ambient conditions, to
maintain  approximately constant thermal andjor
mechanical icad in critical engine components. (See
clause 13.}

3.3.12 power correction: Caiculation procedure by
which a power value determined under engine test
conditions is modified so that it represents the power
value expected under other operating or reference
conditions without any engine adjustment. (n that
case, the power and performance parameters may
vary as a function of ambient conditions. (See
clause 14)

3.3.13 load: A general term describing the magni-
tude of the "power” or "torque” demanded from the
engine by its driven machinery and usually expressed
relative to a declared power or torque. [ISO
2710:1978, 10.3.4]

NOTE 3 The term “load” is physically imprecise and
should be avoided. For quantitative purposes terms
“power” or “torque” should be used, instead of “load”,
together with a statement of speed.

3.4 Consumption and delivery

3.4.1 fuel consumption: The quantity of fuel con-
sumed by an engine per unit of time at a stated power
and under stated ambient conditions.

3.4.2 specific fuel consumption: The quantity of
fuel consumed by an engine per unit of power and
time.,

3.4.3 IS0 specific fuel consumption: The name
given to the specific fuel consumption at the I1SO
standard power.

3.4.4 fuel delivery: Metered volume (mass) of fuel
delivered by a fuel injection system during one work-
ing cycle. [iSO 7876-1:1930, 10.243

3.4.5 specific fuel delivery: Metered volume {mass)
of fuel delivered by a fuel injection system during one
working cycle per litre of engine swept volume.

3.4.6 lubricating oil consumption: The guantity of
lubricating oil consumed by an engine per unit of time.
[1SO 2710:1978, 10.4.3)

3.5 Tests

3.5.1 acceptance test: Test carried out as an overall
check on the manufacturing quality, and to establish
that the contractual commitments have been fulfiled.

3.5.2 type test: Test carried out on a representative
engine of a cerain engine type to establish the main
performance data of the engine and, as far as poss-
ible, to enable their reliability and durability in service

to be assessed.

3.5.3 special test: Test additional to acceptance or
type tests carried out to meet the requirements of
inspecting and legislative authorities, classification
societies or customers.

4 Symbols

The symbois used in this part of SO 3046 are given
in table 1. Subscripts are given in table 2.

5 Other regulations and additional
requirements

5.1 For engines used on board ships and offshore
installations which have tc comply with rules of a
classification society, the additional requirements of
the classification society shall be observed. The
classification society shall be stated by the customer
prior to placing the order.

For non-classed engines. such additional require-
ments are, in each case, subject to agreement be-
tween the manufacturer and customer.
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Table 1 — Symbols
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Symbols
EDPY Definition Unit
commen. iee fepresentation
a A Hurnidity factor 1
b BR Specific fuel consumption under standard reference conditions kgHkW-h)
b, BX Specific fuel consumption under site ambient conditions ka/(kW-hj
b, By Specific fuel consumption under test ambient conditions kgf(kW-h)
5 FA Atmospheric factor 1
£ FM Engine factor (characteristic parameter for each type of engine) 1
k K Ratio of indicated power 1
m Exponent of the dry air pressure ratio or total barometric pressure 1
ratio
n N Exponent of the ambient air thermodynamic temperature ratio 1
P PR Standard reference total barometric pressure kPa
P PRA Substitute reference total barometric pressure kPa
Pse PSR Standard reference saturated water vapour pressure kPa
Psx PSX Ambient saturated water vapour pressure on site kPa
Psy PSY Ambient saturated water vapour pressure during test kPa
Pu PX Ambient total barometric pressure on site kPa
P, PY Ambient total barometric pressure during test kPa
P, PPR Brake power under standard reference conditions kW
P PPRA Brake power under substitute reference conditions kw
P, PPX Brake power under ambient conditions on site kw
B PPY Brake power under ambient conditions during test kW
q Q Fuel mass per cycle per litre of engine swept volume mgf{cycle-)
a. QC Fuel mass per cycle per litre of air available for combustion mg/icycle-l)
r R Boost pressure ratio (ratio of absolute air pressure at the 1
compressor outiet to that at the compressor iniet)
T RR Boost pressure ratio under standard reference conditions 1
¥ rriai RRMAX Maximum allowable boost pressure ratio under standard reference 1
conditions
s S Exponent of the charge air coolant thermodynamic temperature ra- 1
tio
i TCR Standard reference charge air coolant temperature *C
(23 TCX Ambient charge air coolant temperature on site e
2 TR Standard reference ambient air temperature G
2 X Ambient air temperature on site &
T TICR Standard reference charge air coolant thermodynamic temperature K
T TTCRA Substitute reference charge air coolant thermodynamic temperature K
K
T TTR Standard reference ambient air thermodynamic temperature K
T TTRA Substitute reference ambient air thermodynamic temperature K
T; X Ambient air thermodynamic temperature on site K
7 7Y Ambient air thermodynamic temperature during test K
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Symbols
EDPY Definition Unit
£ ROSIUSE representation
a ALP Power adjustment factor 1
a, ALPA Power correction factor for spark-ignition engines 1
a, ALPC Power correction factor for compression-ignition engines 1
8 BET Fuel consumption recalculation factor 1
Nen ETAM Mechanical efficiency 1
o, PPHIR Standard reference relative humidity %
b, PPHIX Ambient refative humidity on site %
@, PPHIY Ambient refative humidity during test %
1i EDP = electronic data processing if using upper-case letters only.
Table 2 - Subscripts
Subscript Meaning
a Atmospheric
Compression ignition engine?)
C Coolant?
Correctedl
m Mechanical
max Maximum
r Standard reference conditions
ra Substitute reference conditions
3 Saturated
X Site conditions
Y Test conditions
1) Depending on the application.
Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-4594-1-1999
http://www.avadocuments.com/doc/as-4594-1-1999

5.2 If speciai requirements from regulations of any
other authority {e.g. inspecting andjor legisiative
authorities) have to be met, the authority shall be
stated by the customer prior to placing the order.

5.3 Any further additicnal requirements shall be
subject to agreement between the manufacturer and
customer,

6 Standard reference conditions

For the purpose of determining the power and fuel
consumption of engines, the following standard ref-
erence conditions shall be used.

Total barometric pressure:
p, = 100 kPa

Air termperature:
T, =298 K (1, = 25 °C})

Relative humidity:
6, =30%

Charge air coolant temperature:
Te =298 K (1, =25 °C)

NOTE 4  Relative humidity of 30 % at a temperature of
298 K corresponds to a water vapour pressure of 1 kPa.
Hence the corresponding dry barometric pressure is
99 kPa.

7 Auxiliaries

In order to show clearly the conditions under which
the power output is determined, it is necessary to
distinguish those auxiliaries which affect the final
shaft output of the engine and also those which are
necessary for the continuous or repeated use of the
engine. For examples, see annex A.

ltems of equipment fitted to the engine and without
which the engine could not under any ¢ircumstances
operate at its declared power are considered 1o be
engine components and are not, therefore, classed
as auxiliaries.

NOTE 5 Jtems such as fuel injection pump, exhaust
turbocharger and charge air cooler are in this category of
engine components.

8 Declarations of power

8.1 General

8.1.1 Purpose of statement of power

Statements of power are required for two main pur-
poses, as follows.

a} The declaration of the value of the power.

b) The verification by measurement that the engine
delivers the power which has been declared in a),
under the same set of circumstances or after
proper allowance has been made for any differ-
ence in circumstances.

To specify the set of circumstances under which the
declared value of a power would be achieved, the
declaration shall state;

a} the type of statement of power {see 8.4, standard
or service power) and, if necessary, the ambient
and operating conditions (see 8.4};

b) the type of power application {see 8.3, continuous
power with overload power andfor fuel stop
power);

¢} the type of power (see 8.2, indicated or brake
power);

d} the declared engine speed {see 3.2.4).

For the methodology of expressing the engine power
according to a}, b} and ¢), see figure 1. For appropriate
codes, where necessary, refer to 1SO 3046-7.

NOTE 6  The terms used in a) to ¢} may be combined, for
example, continucus brake fuel stop service power.

Where appropriate 10 the engine application and the
method of manufacture, the power achieved may be
subject 1o a tolerance on the declared power. The
existence of such a tolerance and its magnitude shall
be stated by the manufacturer.

8.1.2 Power and torque

For engines delivering power by a shaft or shafts, any
power according 1o this part of ISO 3046 is a quantity
propoertional to the mean torque, calculated or meas-
ured, and to the mean rotational speed of the shaft
or shafts transmitting this torgue.
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NOTE «[" applies to * 1SO standard power™.

T 73 applies to “service standard power”,

Figure 1 — Diagram showing the methodology to be used in power statements

For engines delivering power other than by a shaft or
shafts, reference shall be made 10 the appropriate
international Standard for the driven machine.

8.1.3 Engine with integral gearing

When stating the power of an engine fitted with an
integral {built-in) speed increasing or reducing device,
the speed of the driving shaft extremity shall also be
given at the declared engine speed.

8.2 Types of power

8.2.1 Indicated power and brake power are types of
power.

8.2.2 Exceptin the cases of ISO standard power and
service standard power, any statement of brake
power shall be supported by the following list of
auxiharies:

a) essential dependent auxiliaries as defined in 3.1.1
ang 3.1.3;

b} essential independent auxiliaries as defined in
3.1.28nd 3.1.3;
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¢} non-essential dependent auxiliaries as defined in
3.1.1 and 3.1.4. .

The power absorbed by the auxiliaries listed in b) and
¢l may be significant. In such cases, their power re-
quirement shall be declared.

Examples of typical auxiliaries are listed in annex A,

8.3 Types of power application

Continuous power, overload power and fuel stop
power are types of power application,

The duration and frequency of use of the overload
power which is permitted will depend on the service
appfication, but adequate allowance shall be made in
setting the engine fuel stop to permit the overload
power 10 be delivered satisfactorily. The overioad
power shall be expressed as a percentage of the
continuous power, together with the duration and
frequency permitted and the appropriate engine
speed.

Unless otherwise stated, an overicad power of
110 % of the continuous power at a speed corre-
sponding to the engine application is permitted for a
period of 1 h, with or without interruptions, within a
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