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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
ME/20, Internal Combustion Engines to supersede AS 2789.4—1985. It is identical with and has
been reproduced from ISO 3046-4:1995, Reciprocating internal combustion engines —Performance,
Part 4: Speed governing.

This Standard is the result of a consensus among the representatives on the Joint Committee to
produce it as an Australian Standard.

The Standards in the series are as follows:

AS
4594
4594.0
4594.1

4594.3
4594 .4

4594.5
4594.6
4594.7
4594.8
4594.9
4594.10
4594.11

Internal combustion engines—Performance
Part O: Application

Part 1: Standard reference conditions, declarations of power, fuel and lubricating oil
consumptions, and test methods

Part 3: Engines for land, rail-traction and marine use—Test measurements

Part 4: Engines for land, rail-traction and marine use—Speed governing (this
Standard)

Part 5: Engines for land, rail-traction and marine use—Torsional vibrations

Part 6: Engines for land, rail-traction and marine use—QOverspeed protection

Part 7: Engines for land, rail-traction and marine use—Codes for engine power

Part 8: Engines for road vehicle use—Test code, net power

Part 9: Engines for road vehicle use—Test code, gross power

Part 10:  Engines for agricultural tractor and machine use—Test code, net power
Part 11:  Engines for motorcycle use—Test code, net power

An application Standard, AS 4594.0, has been produced to be read in conjunction with these
Standards to indicate inconsistencies within the adopted ISO Standards.

As this Standard is reproduced from an International Standard the following applies:

(a) Terminology The words ‘this Australian Standard’ should replace the words ‘this part of
ISO 3046’ whenever they appear.

(b)  Decimal comma The decimal point should replace the decimal comma wherever it appears.

(c)  Cross-references The reference to International Standards should be replaced by references
to Australian Standards as follows:

Reference to International Standard Australia Standard
ISO AS
7967 Reciprocating internal combination —

7967-7

engines— Vocabulary of components
and systems
Part 7: Governing systems

The term ‘informative’ has been used in this Standard to define the application of the annex to
which it applies. An ‘informative’ annex is only for information and guidance.

Documents

Document Sharing Hub

Full document details: AS 4594.4-1999


http://www.avadocuments.com/doc/as-4594-4-1999
http://www.avadocuments.com/doc/as-4594-4-1999

AUSTRALIAN STANDARD

Internal combustion engines—Performance

Part 4:
Engines for land, rail-traction and marine use—Speed governing

1 Scope

This part of ISO 3046 establishes a classification for the requirements and parameters of speed-governing systems
and specifies terms and definitions of typical engine speeds for reciprocating intemal combustion (RIC) engines.
Where necessary, individual requirements may be given for particular engine applications.

This part of ISO 3046 applies to RIC engines for land, rail-traction and marine use, excluding engines used to propel
road construction and earth-moving machines, agricultural and industrial types of tractors, road vehicles and air-
craft. Also excluded are self-governing engines and those engines requiring onty maximum speed or maximum fuel
delivery limitation.

This part of ISO 3046 defines requirements for compression-ignition oil engines (diesel engines). For spark-ignition
engines and dual fuel engines special requirements may apply.

NOTES

1 Performance and parameters for speed-goveming systems applied in RIC engine driven generating sets are specified in
parts 2 and 5 of ISOC 8528.

2 Terms and definitions of typical engine speeds in connection with overspeed protection devices are specified in
ISO 3046-6.

2 Normative reference

The following standard contains provisions which, through reference in this text, constitute provisions of this part of
ISO 3046. At the time of publication, the edition indicated was valid. All standards are subject to revision, and parties
to agreements based on this part of ISO 3046 are encouraged to investigate the possibility of applying the most
recent edition of the standard indicated below. Members of IEC and ISO maintain registers of currently valid
International Standards.

ISO 7967-7.—1), Reciprocating internal combustion engines — Vocabulary of components and systems — Part 7:
Governing systems.

1) To be published.
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3 Symbols and subscripts

The symbols and subscripts used in this part of ISO 3046 are given in 3.1 and 3.2. They are in accordance with
ISO 31-3 and, where applicable, to those used in ISO 8528-2.

3.1 Symbols

log

m

n

fe

14 max
id,min
ol

i

i f

7 min
7, ov
nip

Rig

7ip,min

Rg

ngf

Constant to compute the steady-state speed band

Constant for the exponents to compute the steady-state speed band

Engine speed

Engaging speed

Overshoot speed

Undershoot speed

Lowest continuous full-load speed
No-load speed (idling speed)
High idling speed

Lowest adjustable no-load speed

Highest adjustable no-load speed based on overload speed

No-load speed based on speed at partial-load power
Declared no-load speed (high idling speed)
Overload speed

Speed at partial-load power

Lowest continuous speed at partial-load power
Lowest adjustable speed

Declared speed

Starting speed

Firing speed

Speed at maximum torque

Actual delivered power of an individual engine
Declared (rated) power of an individual engine
Speed recovery time (load decrease)

Speed recovery time (load increase)
Steady-state speed band

Declared speed droop

Transient speed deviation (from initial speed)

Transient speed deviation (on load increase)
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